


BOOK A-483

4—-679b

INDEX DIAGRAM.

Township /3 Sl , Range ...& 1227
Sa i £7 #5 _#é
i
e 6/ & /37 & VA 75 s 75 1 EZ;
/5q Vivd 27 Y2 7 74
w4
7 /55 8 27 8 /O 10 72 1 /4 12 37
/52 /8/ /26 28 90 8
18 “7 1 ¥ 16 77 18 55 14 65" 18 Z{
/7 H#5 23 /05 Fé 6%
» “2 20 A VA ZERE §# o8 6/ 24 ’é ,
Veaidh 39 72 22 g3 -2
80 37 e /7 28 72 o & e 58 a8 ,27;1
/36 /B4~ . 77 7% 58
- &
81 35 e /5 88 77 s 7 l55 88 2
i 33 I3 23 Iz 32
272 7z 7o 37 5> EZ
S&u ¥ ek n,i‘ }b * )






Township .3 esiTh....., Range

BUJJK A-483

4-679b

INDEX DIAGRAM.

5 sneZ

174 Y7
. 5 ¢ 8 7.8 2. 1872 178 4 /78
84 w9
PPNVE AN P AN W
/X3 1244
T 85 2 o
15%] gl sGe ) 178 s 4
B ¥V 2
57
7 s ® 10 z 11 12—
sy “e 72 73
A
bl MAs KL 22
/R
o 47
5 PRl P el Ccaind VT2
N Zr VYt ey
18 17 16 MDA & | LAk 16— 7 Az
S Ve
24y i %5
e Lo - Y VAL
7%;' /g5
pE e o id
ez, R% ) g bs
22 . ’“f"’/
19 2 3 - 2 9% 23 227 g4 J2L
Z/2 74 77 e
e ! . l P2 b
20 28 28 'y 26 25
81 8% 88 84 35 86

—4817






4-679b

INDEX DIAGRAM.

Township .42 % , Range

7 Emel

273 Vo
A87 267
AT
s 373 5 EL CEZE =Z S 275" 1 2544
F72 z7 EL74 F30 B il
q gsf 8 376 9 1927 10 377 1 977 12 ::;j_
Féé FE L o 327 307 272
18 362 17 34/ 16 ELT T S5 14 158 13 i‘;‘z
F8/ F82 FHO Fa/ s 288
19 357 20 ELLA Y F20 g9 42 28 L5+ 24 i;”,
355 356 237 7 32/ Z52
80 |55~ 29 1776 28 3/7 o1 779 26 b 77 85 j:é/
354 I53 535 Fe 27 278
2
81 E772") 333 a8 e 297 85 25 se 2 Zg
258 257 257 257 256 256 |
A7 J65 263 AL d6l 257
~ o ¢ .
Dty VAL T






BOCK A-483

46790

INDEX DIAGRAM.
/3 iR . Range .7 Zael

Township

] 5 4 3 2 1
3¥7
9222, 378 oz
3pE
395 q_sPs s 'Y 10 Sog yy LO3 12
o 399 IFS ps
7 2o/ | 399 399 206\ %06 1y
A 3R IFF Aos
247 2y Sy
Az S AT AVZIVYA e
HME 2y Az
18 #23 _qn #22 16 A2 15 A2 #9714 S5 18
<y 27 2o £45
s pAslaas] Lz |5 W€ | /6] .
g 4f Lo AYS
19 20 21 22 23 24
30 29 28 27 26 25
a1 32 38 34 38 38

6—4817







300X A-483

4-679b

INDEX DIAGRAM.

Township -.......<2Z socidt..., Range .7 Wl .
#69 #68 #57 “g6

#36

/36

I

+36

“oo Eenald
474 e o s (475 & 85 8 wre 2 ﬁ;’Z 1
SI* S22/ #2Y #22 #87
#4723 L S73 8 #“75" 9 7.7 10 “F7 1 ;::f, 12
SO ST #76 P, Pt Mt =25
P perr
“55
47 18 25 11 “«77 18 72 15 Lugl 14 ;f;::— 18
‘T g2
SI7 S “F7F £~ #53 LG
Sy
e/ 19 57§ 20 o7 M ;‘;'; 23 :Z; 28 ZAE T
K Rxb4 =52 ~& ot Lo
#~7
507
“52 #7,
# 80 29 28 27 o 96 7 a8
=
#“58 i 82, 7 “75 #“77
4o L 2 P4
#2 ot s B2 e s n 77 w75 s
735 e






“BUUN A-4833

CE
FIELD NOTES BEJWW

Diatrict Cadastral Engineer,

OF THE Balt Lake City, Utah

DEPENDENT RESURVEY

NORTH, SOUTH, AND ¥AST BOUNDARIES AND SUBDIVISION

Of the ... SALT LAKE BASE aND Meridian,

v the State of - UTAH

EXECUTED BY

Howard W. Miller, U. 3. Cadastral Engineer

e Andrew Nelson, U. 5. Cadastral Engineer
and

e alph W, Hodge, U. S, Surveyor

ued by the United States Surveyor General to govern surveys included in

oup No. 123 ., which were approved by the Commissioner of the General Land

ice, . July 23 2 1923 _, 23X and Supplemental nssigment Instructions
ted September 26,192l and May 10,1925

[ B
192l
Survey commenced Qctober 22 L XX
‘ 192
Survey completed, .. October 19 ;E;,_
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T. 13 S., R.8 E.

6 5 L 3 2 1

7 8 9 10 11 12
18 17 16 15 1l 13
19 | 20 21 22 23 2ly
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3 32 55 3l 35 36

Lines colored with green were resurveyed by Howard W. ]

. Lines colored with blue were resurveyed. jointly by

Lines  colored with black were resurveyed jointly by
Howard W. Miller, U. 5. cadastral engineer and Ralph
W. Hodge, U. 5. surveyor.

Miller, U. s.,;cada'st.ral anginesr.
Lines colored with red were resurveyed by Ralph W. Hodgei,

1
, U.. §. surveyor. e : !

Andrew Nelson, U. S. cadastral engineer and Ralph W.

. Hodge, U. 8. suryeyor. .
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DESCRIPTION AND TEST OF INSTRUMENTS

Supplemental speclal instructions, Group 123, Utah,
dated July 11,1923 and approved July 23, 1923, provide
for a dependent resurvey of T.13 S., R. 8 ., 8.L.B.
and M., Utah. This resurvey 1is commenced October 22,
192l and executed with Buff and Buff transit No.9978
used by Andrew Nelson, U. S. cadastrél engineer, Buff
and Buff transit Ne.16726, 1924 model, used by Howard

W. Miller, U. S. cadastral engineer, and Young and |

]
g
i
1
b
1

Sons transit No.8531 used by Ralph W. Hodge, U. S.

| surveyor. Each instrument is equipt with a full

vertical circle and Smith solar attachment; the hor-

izontal limbs are placed opposite to each other and
|

reading to single minutes of arc which is also the
least count of the verniers of the latitude and decl.:
arcs and verticle circle. All azimuth determinations |
g are accomplished with the solar attachment, except |
T the speclal observatlions upon Polaris upon which to ;
| test the solar apparatus as stated in the fleld notesJ
The. Polarls observations were made with Buff and Buff%
transit No.16726. }
The instruments were approved for use in this survey,
conditional upon satisfactory field tests as stated
in Supplemental Assipnment: Instructions dated Sept.
26,192);, and May 10,1925.

Buff and Buff transit No.'16726'wds'not in service on
this group until Jhly 26,1955, and no test of this
instrument appears prlor to that date. For tests of

Buff and Buff transit used by AndPew Nelsoch, U. §. é

" ‘cadastral ehgineer 1n 192);, ‘ahd Younk and Sons transiy
¥o. B531 uskd by Ralph W. Hodge, Ui'S. suveyor prion
to July 26,1925, seeeiésthGi'°1ET313*5&1&R‘9 E., bocJ
ngn t’his group.




- DEPENPENY ‘RESURVEY OF T.13 3.,R.8 E.

| 'We examine the ‘adjustments of the instruments and correat

a1l errors, then, to test the solar apparatus by

. comparing their indications resulting from solar
‘observations mede during a.m. and p.m. hours with a
meridian determined by observations made on Polaris,
we proceed as follows:

July 22, 1925; At my camp which is situated near the

center of sec. 21, T.13 5.,R.8 E., approximate lat-

itude 39°40'N., longitude 1r150u'w,, at 6h. L2m. 35s.

pemel.m.t., we make an hour angle observation on

Polaris, east of the meridian, two each with the tel-

escope in direct and reversed positions, reading the

horizontal deflection éngle from a tree about 3 miles

northerly in the direction N-W to Polaris.

Watch time of observation . . . . . . 7h.06bm.L5s.p.m.

Mean observed altitude of Polaris . . 38°38'1is"

Mean horizontal angle' from tree

to Polaris . . . c o s e ''Ls" w.
Azimuth of Polaris at observation . . O° 25' 18" E.

True bearing of tree . . « + « « . .« N. 8% 25"03" E.

'Reduced latitude of station . . . . 39° Lo' 17" N.

The watch with which time-was rec- orded in the Polaris
observation was made to agree with 105th.Meridian
Standard Time; comparison being made with a Testern
Union Telegraph Clock at Helper, Utah, July 21, 1925.

July 22, 1925.

July 26: At 8h. a.m. apparent time, we set off 39°,0'
on the latitude arcs, 19°29'N., on the declination
arcs, and determine meridians with the solars of
transits Nos. 16726 and 8531, and find that with each

instrument the tree bears N.8°25'=®.

‘| At apparent noon, with the latitude arcs unchanged, we

observe the sun on the meridian, the resulting reading
of the declination arc of each instrument 1s 19°26'N.,

which practically agrees with the computed declination

of the sun.
ST T

B At 4h.p.m. apparent time, with the latitude arcs un-

;changed, we set off 19°2,,'N., on the declinations arcs
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i cnainsk and determine meridians with the solars and find that

] ]
with each instrument the tree bears N.B8°25 E.

| As all the solar observations during the usual hours
of solar work practically agree with the true meridian
we conclude that the adjustments of the instruments
are satisfactory.
In the declination arc settings in the above tests and
in all subsequent solar work during the progress of
b . the resurvey, .80 of the tabulated refraction used
| | in computing declinations is used, due Lo the altitude
of the country which is approximately 6500 ft. above
sea level.
Satisfactory adjustment of the solar apparatus was
maintained during the progress of the resurvey,
. frequent tests being maae.on meridians determined by
i | observations on Polaris.
. For tests of transits Noé.'167é6 and 8531 at the com-
pletion of this resurvey see book "b“, Subdivision-of-
Sections, T.13 S.,R.8 E., this group. For final test of
transit No.9978 see resurvey of T.13 S.,R.9 E., book

"®", this group.

MEASUREMENTS
; Unless otherwise specified all measurements are made
with Lallle steel tapes 5 and 8 chs. in length,
! ! compared with 2 Lufkin standard steel tape 1 chain
long and found correct. The measurements are made on
the slopes, the vertical angle determined and the
s8lope measurements pProperly reduced to. true horizontal

P : distances.

METHOD AND ORDER OF PROCEDURE..
In order to conclusively 1dent1fy the townahlp exteriors
the south and east boundaries of T, 13 S-.R 8 E. were
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The north boundary or the township was resurveyd by

"1'R11 extant brigihsl corner monuments on the township
‘whre réconstructed by plecing the regulation iron

In conjunbtion with 'and’ subsequent to' the dependent
T péfvey UF tirts ‘townshid, ‘a portfon of the subdivisio

k3

I o i
ratraood. All missing section and quarter-section

,‘Vi‘;' o U

.nlr

'\I - £

£ ,(1_" [CYE h

IS
Ftdvored by single proportionate

SRR

corne !‘ 'e !‘0

‘\

msqsurement on a lino connecting the nearest extant

;dsntiried originul corners 1n either direction.

R E.L Collier and Geo. C. Swan, U S. transitmen, under\

1

anoup 13. Utah, in 1911. Retracement, however, of the

east L milss and West mile or this boundary under

€ 3

this group was found to be necessary in order to

eliminate lsrge closing errors in secs. 1,2,3%,);, and 6.

;All the corners visited were found 1n place and in

, some instances 1t was nesessary to more fully perpetu-
‘ate the corner monument, rebuild the corner accessories
- or secure new ones.

The west boundary of T.13 S.,R.8 E. was resurveyed by

Howard W. Miller, U.S.cadastral engineer, under Group
13, Utah, in 191Ls All the corners are in place and

the boundary is well defined. Snow slides destroyed the
bearing tree in sec. 30 at the cor. of secs. 30 and |
31; therefore, a new tree was marked, the record of
which appears i the field notes of the resurvey of

the line bet, secs. 30 and 31, T.13 5.,R.8 E.

' The limiting boundaries of the township having been

fully identified or reestablished, the interior sectior
lines were ull retraced and the missing section corner%
restored by double proportionate measurement. All
missing ouarter=-section corners were restored by
single proportionate meassurement on line connecting

the adjoining section corners.
exteriors and in the subdivision of this township
post corner slongside the originel corner monument.

n-
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of-section lines in secs. 1, 2,11, 12, l}.lh,lS. 222, .

23. and 2l were surveyed upon the application of the
U. 8. Bureau of Mines, authorization for same having
issued in supplemental special instructions dated
July 11,1923. The establishment of the sixteenth-
section corners on the lines bet. secs. 7 and 12 and
bet. secs. 13 and 18 on the east‘bounaafy'und bet .
gocs. 1 and 2, 1 and 12, 2 and 11, 10 and 11, 11 and

12, 12 and 13, 11 and 1l, 15 and 16, 14 and 15, 13

and 14, 13 and 2l;, 1l and 23, 15 and 22, 17 and 20, 19 -: |

"and 20, 22 and 23, and bet. secs. 23 and 24 in the
subdivision 1Is recorded in this book of notes; the
complete record of the survéy of the Qubdivision—of-
section lines and order of procedure for same 1s

recorded in book "D" of fleld notes, this group.

DEPENDENT RESURVEY OF THE EAST BOUNDARY OF T.13 S.,R.8 1#

Random lines.
From the original cor. of Tp. 13 S., Rs. 8 and 9 E.
hereinafter described.
North, on retracement line bet. secs. 31 and 36.
Fall 19 1ks. E. of the } sec. cor. hereinafter described.
The bearing of this half mile therefore is N.0°16'W.,
and the distance is [0.17 chs.
From point 19 lks. E. of the ! sec. cor., continue
North.
Intersect the cor. of secs. 25,30,31 and. 36 hereinafter
described.
The bearing of this half mile therefore is N.0%6'R.,
and the distance 1s 40.08 chs.

4o -
R

From the oor. of secs. 25,30,31 apd 36.

h"

North, on retracement line bet. segs. 25 AR, 50.

]
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' 197.67
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L4o.00
80.00

120.00 |

160.00

41.06

40.37

80.42

80.42

|

'No trace of the cor. of secs. 19,2L,25 and 30 can be

¢, ,. DEFENDENT RESURVEY OF THE EAST BOUNDARY OF T.13 S.,R.8 E.

No trace of the ! sec. cor. can be found.

found; continue retracement line,

North, bet. secs. 19 and 2|,

No trace of the ! sec. cor. can be found. |

No trace of the cor. of secs. 13,18,19 and 2, can be
found; continue retracement line,

North, bet. secs. 13 and 18.

Fall 10.53 chs. E. of the original ! sec. cor. bet. secé.
13 and 18 hereinafter described.

; The bearing of the line bet. the cor. of secs. 25,30,31,

and 36 and the % sec., cor. bet. secs. 13 and 18,
therefore is N.3°3'%., and the proportionate distance
for each half mile 1s 39.59 chs.

From the | sec. cor. bet. secs. 13 and 18

North.

Fall 38 1ks. #. of the cor. of secs. 7,12,13 and 18
hereinafter described.

The bearing of this half mile therefore is 4.0°32'%m.,
and the distance 1s },1.06 chs.

From the cor. of secs. 7,12,17 and 18.

: N.1°00'E., on retracement line bet. secs. 7 and 12.

- Fall 12 1k8. W. of the ] sec. cor. herelnafter described.

The bearing of this half mile therefore is N.1°10'E.,
and the distance is 40.37 chs.

" From point 12 1lke. W. of the * sec. cor., continue

No trace of the 1 sec. cor. can be found.

N.1°00'E., with continuous measurement.

Intersect the cor. of secs. 1,6,7 and 12 hereinafter
described. . !

The bearing of this half mile therefore is N.0°50'E.,
and the distance 1is 40.05 chs.

From the cor.. of secs. 1,6,7,and 12,

N.4°1L'E., on retracement line bet. secs. 1 and 6.

Intersect the cor. of Tps. 12 and 13 S., Rs. 8 and 9 E.
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18

hereinafter described._ iy wp,:J
_The bearing af. 4hls line therefore 18 N. h'Ih g.. 59193

the proportionate distance for each half mile 1is

110.21 chs.

REESTABL ISHMENT "OF THE SURVEYS EXECUTED
BY AUGUSTUS D. FERRON,U.S. DEPUTY
« SURVEYOR IN 1880 AND 1890.

‘True lines -
" Phe original cor. of Tps. 13-and 14 S., Rs. 8 and 9 B,
1s a sandstone, 16x1Lx3 ins. above ground, firmly set,
- and marked with 6 notches on N., S., E., &and W. edges

No accessories to cor:

Alongside original cor.,

Set an iron post, 3°ft. long, 3 ins. in dia., 27 ins.

in the ground ‘for cor. of T. 13 S., Ra, 8 and 9 RE.

only, with brass cap marked

. T13S
R8E | RSE
s36 | s31

31
T1,SR8E
© 1925

from which

A cedar, 6 ins. diam., bears N.3°g., -143 1ks.
dist.,marked T 13 SR9E S 31 B T

A pinon, 12 ins.diam.,bears N.}2}°W., 267 1ks.
dist.,marked T 13 SR8 E S 36 B T

Thence'

N.0°16'W:, on true 1lire bet. secs. 31 -and 36¢

Gradually descend over broken bench-land tMrough scrud t
timber and short undergrowth. v

12.00 | 014 road, ‘bears NW. and SE.;leave ‘timber, bears ®, und,l
16.00 | Low rise, bears NW. and SE. ‘
17.08 | From this point’ a'shaok,'cohetrucbed of railnoed ties
‘ ]
‘bears N.3r%5'E. i o uem e, 000

36.10 National COal‘Raflroad, néw undéﬁ‘ednstrquionj beans:’

i E. and w, e U0, ’_'? R T A U L‘ s '("'\"' N P ™~ { Nt
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38.60 |

39,00
F 16,17

45.85
57.90
63.50

' 72.00

76.70

.. PEPENDENT RESURVEY OF THE BAST BOUNDARY OF T.13 S.,R.8 E.

80.25

County road bears E. to Price "and Helper, Utah and
W. to Coal city, Utah. '

The SE. cor. of cultivated land bearinng. and W.

Tﬁe‘efiginélv% sec. cer:'bet.'secs. 31 and 36, which

" 18 a eaﬁdsione; 12x8i8 ins., firmly set in the ground
and mound of stone, marked I on W. face; no accessories
to cor.

Alongside original cor.,

Set an 1iron post, 3 ft. long, 1 in. in dia., 26 ins. in
the ground for & sec., cor., wiﬁh brass cap marked
3
s36 | s31
1925 ,
Deposit about 1 quart of glees at base of cor. monument;
ofﬁer aecessoriee 1mpﬁacticable.
From the I sec. cor., the tie éheck noted at 17.08 chs.,
bears N.54°30'E. ’
Thence
N.0°16'E., with continuous measurement .
Wash, 20 lks. wide, 10 ft. deep, drains SE.; also NE.
cor. of cultivated land bearing 3. and W.
Wash, 50 lks. wide, 10 ft. deep, drains S.30°E.

- Enter medium growth of scrub timber, bears E. and W.

X

Low, broad ridge, 15 ft. above % sec. cor., bears NW.
and SE.; gradually descend.
From this point a frame shack, bears N.5L°E.; descend
general NE. slope. ' ‘ ' ' ’
The original cor. of secs. 25,30,31 and 36 which is
a sandstone, 15x9x6 ins., firmly set in the ground
'and a deeply embedded 0ld mound of stone, marked
with 1 notch on s. and 5 notches on N. edge;
from which )
A pinon, 12 ink.diem.,bears S.22°W., 62 1ks.’

dist.,marked T 13 SR8 E S 36 BT
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|
|
|
|

a pinon, 5 ins. diam.,bears s.how., 62 lkl:k
dist., marked T 13 5 B BES36BT

Alongside original cor.,

Set an iron post, 3 ft. 1ong, 2 ins. in dia., 26 ins. in

Y
the ground for cor. of secs. 25,30,31 and 36, with :

brass cap marked § i

T135

REE RIE

]
3
§ 3
B
8
&
4

$36 | 531 b
192 - :
from which (new bearing trees) i

A pinon, 6 ins.diam.,bears N.61°E., 56 1lks.
dist.,marked T 13 SR 9 E 5 30 B T o
A pinon, 10 ins.diam.,becrs S.23°E., 62 1lks.
dist.,marked T 13 SR 9 E S 31 BT
A cedar, % ins.diam.,bears N.LE®W,, 105 1ks.
dist.,marked T13 SRB8ES 25 BT
Land, rolling and broken bench; éeneral SE. exposure
and drainage. 4
5011, brown clay loam streaked with rock of sandstone
formation; 2nd. and 3rd. rates. |
Timbér, scrub cedar ard pinor. '

Undergrowth, sagebrush and shadscale.

N.3° O3'W., on true 1ine bet. secs. 25 and 30.

8.20
12,30
' 17.00

38 oo
39 59

" Low spur, prOJects E., leave timber, bears E. and W.,

| Wash, 29 lks. wide, 10 ft. deep, drains SE.; begin more

; Proportionate point.

Gradually descend over rolling bench land through
scattering timber and short undergrowth.
Wash, 1 ch. wide, 30 ft. deep, 70 ft below sec., cor., |

drains Te; ascend. i

thence over open sagebrush bench land sloping S.

gradual ascent.

Enter dense scrub timber, bears E. and W. b




25

| 3011, brown clay loam, gravelly, blue clay and shale;

‘| get-an iron.poet, 3 ft. long, 2 ins. in dia., 26 ins. in

Set an iron post, jvi&ﬁTlong, 1 in. in dia., 27 ins. in

the ground for %’beém'bor., with brass cap marked
E
525 I S30
1925
' 'from which .. . (
s A cedar, 10 ins.diam.,bears 3.705°E., 19 1ks.
dist.,marked 4 S.30 BT
a cedar, 1l ins.diam.,bears 5.603°W., 11 1lks.
dist.,marked % 525 B T

Low rise, bears E, and W.; thence over broken bench land
across numerous- unimportant spurs and draws; general
S. exposure and SE., drainage.

Proportionate point.

Point for cor. of secs.-19,2,,25,and 30 falls on steep
shale and bilue clay bluff where cor. cannot be perpet-
uated; witness cor. established N.3°03'W., 25 1ks.
distant; see 1ine bet., secs. 19 and 24.

Land, rolling and rough, broken bench; general S.

exposure and SE. drainage.

let. to Lth. rates.
Timber, secrub cedar and pinon.

Undergrowth, sagebrush and shadscale. |

From the true cor. point for cor. of secs. 19,24,25 and
30,

N.3°3'W., on true line bet. secs. 19 and 2L.

Ascend abruptly over bluff and S. break of small bench
through scrub timber-and shert undergrowth.

Top of S. edge of bluff and brink of bench, bears N.70°
W. and nearly E. .

the ground for witness cor. to the cor. of secs. 19,

\ 2&,25;“lndrBeyﬂiithfﬁrtsi°clp,markod--- e




.('!. - ixe .08 :la

5.10
T7.50

39.59

40 .50

o

~ Cor. stands.on precipitous S. glope, 600 ft. above

from which |
A pinon, 10 ins.diam.,bears N.T73°E., 48 1ks. ~;-

dist.,marked. W CT 13 S R 9ES19 BT

A cedar, 16 ins.diam.,bears S.521°E., 4T 1lks.
dist.,marked. W CT 13 S RIE S 30 BT

A pinon, L ins.diam,,bears S.78%°W., 67 1lks.
dist.,marked W C BT , .

A pinon, 10 ins.diam.,bears N.56°W., 29 lks.

IR AR NN ARSI

dist.,marked W ¢ T 13 SR8 ES 24, B T
Thence over small bench.
Brink of bench, bears E. and W.; descend abruptly. ' i

Bottom of Wildcat Canyon and small stream of alkalil

R B A B

water, 90.ft. below bench, course E.; ascend precipi-

tous general S..slope.of break of mountain through

medium growth of timber and over sandstone ledges and

boulders.

R L RN D

Proportionate point.

Set an iron post, 3 ft. long, 1 in. in dia., 18 ins. in
the ground on solid rock and 12 ins. in a mound of
stone for i sec. cor., with brass.cap marked

H
s2ly l 519 |
1925 ;

from which .

4

A sandstone boulder, 10x5xly ft., marked X BO 519
bears N.10°E., 17 1lks. distant.

A pinon, 6 ins.diam.,bears N.5Q°W., 19 lks, -
dist.,marked 4+ s 2y B T

Wildcat Canyon.

LA P i

Spur, projects 80190'05 “m“:"!m?tf_‘lﬁ,«ﬂhlpwc‘liqtant 1s a

I
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PEERNDEYT, FESURVEY OF THE EAST BOUNDARY OF .13 5.,R.8 E.

17" "nigh-sandstone ledge point bearing NE. and N.; thence

" dfong rigged W. face of mountain.

Braw, draind S.20°W.; astend abruptly over E. and SE.

¥

" ‘s1opes. ' - . ' T

‘Proportionate point. =

Set an iron post, 3 ft. loﬁg, 2 ins: in dia., 27 ins. in
the ground for cor. of secs. 13,18,19 and 2);, with

brass cap marked

- T13S
. R8E | R9E
S tio 81%|+818

1925

,,>§rom which .
A spruce, 8 ins.diam.,bears N.302°E., 50 1lks.
.dist.,marked T13SRI9ES1I8BT
A spruce, 10 ins.diam.,bears S.612°8., 79 1ks.
, Qist.,marked.T 13 § R9ES 19 BT
A spruce, 8'1ns.q1am.,bears S.111°., 3} 1ks.
dist.,marked T 13 SR8 E S 24, B T
A pinon, 8 ins.diam.,bears N.223°W., 19 1lks.

dist.,marked T 13 SR8 E S 13 B T

LLand, rough, rugged mountains; general 3. exposure and

'dfainage.f ¢

Soil, brown and blue clay and rocky of sandstone form-
ation; Lth: rate. ‘

Timbér,'cedar and‘pinOn’with scattering spruce on N.

" portion of mile.

| Undergrowth; scattering sagebrush, shadscale and service-

- derry brush.

e

N.3° 03'W., on true 1line bet. secs. 13 and 18.
Ascend sbruptly SE. and S. slopes over rough, rugged
mountainous land through dense timber and undergrowth.

Leave tirber ard dense undergrowth, bears NW. -and E.




8o Rl
o) & o

Tyt oy

g S e o

Chains
16.50 Top of high rid
Spring Canyon and Castle Val

ge and -summit of mountain, ( divide bet.
ley) 550 ft. above sec.

cor., bears E. and W.; descend over N. slope. . <

19.79% 3et an iron post, 3 ft. long, 1 in. in dla., 27 ins. in

the ground for south'sixtqenth-section cor. bet. sees.
1% and 18, with brass cap marked
s 1/16
513 318
1925
naise a mound of stone, 2 ft.base,13 ft.high, W.of cor.
29.C0 Swale, drains NE.; thence along general E, slope.
39,69 The original 1 sec. cor. bet. secs. 13 and 18, which
1s a sandstone, 1ljx1Cx5 ins., above ground, firmly
set, marked ¥ on %, face, and witnessed by an old
deeply emhedded mound of stone SW. of cor.
Alongside original cor.,
3et an iron post, 3 ft. long, 1 in, in dia., 27 ins. in

the ground for I 'sec. cor., with brass cap marked

-

)

s13 | s18
1925

Raise a mound of stone, 2 ft.base, 13 ft.high, W.of cor.

Cor. stands on E. slope in edge of scattering undergrowt
LOO ft. below summit of mountain.

From this cor., a sandstone, 30x6xl ins. marked with 3
notches on N., 3 notches on E. edge, and WC on W.
face, bears S.30°06'E., 27.11 chs. distant. This
Monurment cannot be id<ntified as & corner belonging to
the official survey systems in T.1l3 S., Rs. 8 or 9 E.;
no description of the same is recorded in the officiall
.records, therefore, I deface the marks on the monument|
and leave same standing. | .

- Thence

N.0°32'E., with continuous measurement. .




Descend along general E. slope through oak and maple

undergrowth.

Spur, 75 ft. below % sec. cor., projécts NE.: leave

undergrowth and descend abruptly over grassy N. slope.
Canyon, ‘320 ft. below spur, drains N.T0°E.; Scattering

spruce timber in bdttom 6t canjon; ascend abruptly.’

‘High'ridge,>h65 ft. above canyon, bears N.60°E. and
S.60°W.; descend N. slope LO ft. to"
!
The cor. of secs. 7,12,13 and 18, which is a sandstone,
’ |

8x9x6 ins. above gfound, firmly set, marked with 2

grooves on N., and i grooves on S. face with a cross
' chiseléd in tdp of ‘stone ‘and witnessed by a small

mound of stone, W. Of cor. :
nlongside cor., |
Set an iron post, 3 ft. long, 2 ins. in dia., 27 ins. in |
the ground for cor. of secs. 7,12,13 and 18, with brassi
cap marked i

TY33 ' ‘ 4

R8E | RYE _ |
‘s12 l ST
513 518 ‘ '

192l

_ from which . )

A spruce, 6 ins.diam., bears N.11i“W., 223 lks.

dist.,marked T 13 SR8 E S 12 B T

No other trees available. ) )
Raise a mound of stone, 2 ft. base, 13 ft.high, W.of cor.
Land, rough mountainous; general S. exposure and dralnage
on 5. 16.50 chs. and NE. exposure and drainage on
remainder of mile.
soll, brown c;ayvloam and rocky of sandstone formation;
2nd. and 3rd. ratés.
Timber, cedar, pinon and spruce.
Undergrowth, sage, service berry, oak and muaple brush.

- Conslderable mountain grass good for grazing.

n

v , :
*,l?lO'?,,\antrue line bet. secs. 7 and 12.

e
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Chains Descend abruptly over mountainous land through scatter .

undergrowth.
£,70 Draw, 200 ft. below sec., cor., drains Nw., thence aleng.
general ¥. slope.
é0.00 Spur, 250 ft. below draw, projects.N.30°W. ]

20.18% Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in
: the ground for south sixteenph-section cor. bet. secs.
7 and 12, with brass cap marked
s 1/16 ) .
312 S7
1925 . ‘
Raise a mound of stone, 2 ft.base, 1} ft.high, W.of cor.

2%.75 Beain steep dascent over NE. glope and enter dense oak
brush, bears NW. and SE. .

272.80 Leave dense undergrowth and enter large spruce timber,
bears XN7. and 3.

30.%0 TLraw, 375 ft. balo' spur, dralns NW.; a water tank bears
N7. about 1.50 chs. distant.;leave timber, bears NW.
and 3E., thence along M. slope.

3%.10  Snur, nrojects 7.; a tile house, bears 5.86°15'W. about
2% chs. distant.

35.7% Power line bears E. to Little Standard Coal Mine.

36.25 Road, bears E. and W. and enter bottom of fork of Spring
Canyon; a group of small frame shacks extend E. and
7. alonz 5. side of bottom of canyon.

36.86 The west end of the D.& R. 1. Ry. tracks or switch for
Mutual Coal Mines; tracks extend easterly in bottom
of Canvyon,

37.20 Main bottom of Fork of 3pring Canyon, 105 ft. below
spur, drains E.; ascend abruptly 3. slope through

dense undergrowth,

L0.37 To roint marked % bn a sandstone outcropping facing sw.,
sald point beling recognized by the Mutual, Liberty and -;
carbon Puel Cos. as being the site of the original %
8ec. cor. bet. secs. 7 and 12.

,8et an iron post, 3 ft. long, 1 in. in dih.; 26 tns. 1n




L7.2l

50.3L
*50.50
58.00
60.00
60.25
62.60
6%.00

63.67

1 63,95

. PEPENDRNT RESURVEY OF THE EAST BOUNDARY OF T.13 S.,R.8 E.

|.a large mound of stone over the 4 marked on outcropping

for % sec. cor., with brass cap marked
- s 3
812 S?
| 192h
Raise a 1arge mound of stone, L ft. base, 3 ft.high, W.

4

-

of cor.;

From : sec. cor., tile house, bears S. 13°50'W. ; tipple
at Mutual Coal Mines, bears S5.853°E., about 12 chs.
distant, Junction of forks of Spring Canyon, bears
N.87°E., about 10 chs. distant.

Thence .

N. O 50 Eey with continuous measurement.

Continue abrupt ascent over S. slope.

From this point, entry to Little Standard Cozl Mine,
bears S.l0°E.; chimney on store at Mutual, Utah,
bears S.73°30'E.

Machine shops at Mutual Coal lines, bears N.21°31'W.;
entry to Mutual No.3 Coal Mine, bears N.0°03'W. !

Spur, k30 ft.-above canyon, projects E.; descend over

N. and-NE. slopes.

Bottom of Burnt Tree Fork of Spring Canyon, 390 ft. belo%
gpur, drains SE.; numerous houses of Mutuai Coal Co.
extend NW. and SE. along bottom of Canyen. Ascend.

- Canyon road, bears NW. and SE.

High tension power 1line,bears-NW. and SE.

Tramway ( standard gauge track)-from entry of Mutual No.2
Coal Mine to tipple, bears NW. and SE. ;

Tramway( standard gauge track) from entry of Mutual No.3
Coal Mine to tipple, bears-NW. and SE,.

Power line, bears NW. and SE.; begin precipitous as-ent
over SW. slope.

Zntry to Mutual Ne. 3 Coal Mine, bears W. about 4O lks.

distant.
Top of sandstone ledge, S0 £t. high, béars NW. and SE.




Chains
65.94

73.73

80.42

6.08

BOOK A-483 g =

Along S. side of original cor.,

;COP. stands on steep SW. slope, L35.ft. above ‘canyon.

i
, Land, rough mountainous.

' Timber, cedar, pinon, spruce and aspen thickets.

— sat,

3

DEPENDENT 'RESURVEY. QF rnn lasr*iﬁu!ntR!Mllﬁsu!l.la.m@.

From this point entry to Little Standard 00l1 uino, Poar
5.20°40"E.; Machine shops at ‘Mutusl Coal Mines, Wears J?
N.72°10'W. |

From this point, entry to Mutual No.2 Coal Mine, bears
5.42°9'W.; large water tank, bears s.77}°y.; chimney

" on store at Mutual, ﬁtah, bears S.17°25'B.

The original cor. of secs. 1,6,7,and 12, which 18 a
Asandstoﬁe boulder in place, 3x1x1 ft. showing, marked
with a éross 6n top, with 5 grooves S. and 1 groove

N. of cross, and witnessed by a scattered mound of

stone, W. of cor.

Set an ifon post, 3 ft. long, 2 1ins. in dia.,'27 ins. in
the grouﬁd for cor. of secs. 1,6,7, and 12, with

brass cap marked

T138
R8E RZE

s12 | s7
192l

Raise a mound of stope, 2 ft.base, 1} ft.high, W.of cer.

S0il, mountain loam and rocky.of sandstone formation;

2nd. and lLth. rates.

Undergrowth, oak, sage,.service berry;, maple, mahogany, |

and buck dbrush,

N.L°1L"E., on true 1ine bet. secs. 1 and 6.

Ascend abruptly‘sw.,siope‘of ridge over rough mounta;n-
ous land, thnough'scattering undergrowth, .

From this point, entry Mutual No.2-Coal Mine, bearé
8.22°27'W.; entry Mutual No.l €oal. Mins, .hears S.443°30
W. about 2l chs. distant; large water. taﬁk, bears .

-8.16°15'W. 3 forks ofcanyon, bearg N.684°E.. abouys
25 chs. distant.




L0.75

80.42

+Ridges; 205 ft. above sec. cor., bears NW. and SE.;

descend abruptly N. and NE.- slopes.-

1 canyon, 500 ft. below ridge, drains- SE.; ascend SW. slope.

Spur, 300 ft. above canyon, projects- SW.; thence along
"W, slope.

Proportionate point. -

Set an iron post, 3 ft. long, 1 in. in dia., 16 ins. in
" the ground on solid rock and 20 ins. in a mound of

stone for + sec. cor., with brass cap marked

B

51 | sé
1924
from which
A pine, 1k ins.diam.,bears N.66°W., 129 1lks.
dist.,marked + S 1 B T
No other trees available.

- Raise' a mound of stone, 2 ft.base, 1% ft.high, W.of cor.
Draw, drains SW.; thence ascend rugged SW.. and W. slopes
of hountain over broken ledges through medium growth

- of timber-,

The' original cor. of Tps. 12 and 13 S., Rs. 8 and 9 E.
as reconstructed by R.,E.L.Collier and Geo. C. Swan,
U. S. transitmen in 1911, which is an iron post,

3 ins. In dia., extending 12 ins. above ground, firmly
set, with brass cap marked
T T125
$36) 831
-R8E————+————R9E
s1 | sé
T13S o
1911
from which'
A pine, 16 1ns.diam.,beérs‘s.l°E., L, 1ks.
dist.,marked T 13 SR9E S 6 B T
A cedar, 8 tns.diam.,bears N.65°E., 29 1lks.
dist.,mprked:T 1225R9ES31BT
2" A cedar, 12 ins.diam.,bears N.L2°W., 30 lks.

dist.,marked T 12 SR8 E S 36 BT
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Chains 1i
and witnessed by a mound of stope, 2 ft,.base, r &%
high, s..Of'.coro, .

Land, rough, rugged mountains; general S, exposure md-

.
P

drainage. . :
Soil, mountain loam and rocky of sandstone and limestone

formation; 2nd. and Lth. pates. -
Timber, cedar, pinpn and, scattering spruce.

Undergrowih,: sage, oak, service berry brush and

! mahogany.

DEPENDENT RESURVEY OF THE SOUTH BOUNDARY uF
T, 13 S., R. 8 E.

Random lines.

. I.begin at the recponstructed original cor. of T. 13 3.,
Re.. 8 and 9 E. heretofore described.

; Thence

 West, on retracement line bet. secs, 1 and 36.
39.98 i Fall. J1% 1ks. N. of the original ! sec. cor. hereimgter.
: described.
The bearing of this half mile therefore 1s 5.89°24'w.,

and the distance is 39.98 chs.

From the ¥ sec. cor.,

West, counting distances from the I sec. cor.

40.00 | No trace of the cor. of secs. 35 and 36 can be found.

Continue retracement line

West, with continuous measurement. %

79.53 | Fall 153 1ks. N. of the original 2 sec. cor. bet. secs.p

and 35 hereinafter described. | g

L ' \

- 1. The bearing of the line bet. the 3 sec. cor. 3. bdy. aeﬁ.

36 and the £ sec. cor. bet.. 8ecs.. 2 and 35 therefore

7 18 8.88%54'W., and the proportionate distance for

wo IR DR
PO . IR A PR B "'."-lffi‘t.‘ PR 3]




: L4o.6L

' ,0.58

- each half mile 18 39.77 chs.

From the % sec. cor. bet. secs. 2 and 35.
West. , _

Fall 186 1ks. S. of the original cor. of secs. 2,3,3l,
.and 35 hereinafter described. ‘
The bearing of this half mile therefore is N.87°%3'w.,

and the distance is L40.68 chs.
From the original cor. of secs. 2,3,34, and 35,

West, on retracement line bet. secs. 3 and 3L.

| Eall 12 lks. N. qf the original 1 sec. cor. hereinafter

dqscriped. ) 4
The bearing of this half mile therefore is 5.89°50'w.,
and the distance is L0.58 chs.
From the ] sec. cor.
West. .

Fall 15 1ks. N. of the original cor. of secs. 3,,33,
and 3l hereinafter described. ’
The bearing of this half mile therefore is $.89°L7'w7.,

and the distance is 4O.}48 chs.

From the original cor. of secs. 3,4,33 and 3lL.

' West, on retracement line bet. secs. !} and 33,

1

| Fall 29 1lks. N. of the original ; sec. cor., herelnafter

described.
The bearing of this half mile therefore is 3.89°35'7W.,
and the distance is L0.55 chs.

h4

; FProm the ; sec. cor.,

3

West. .

Fall 16 1ks. S. of the original cor. of secs. l},5,32,and
33 hereinafter described.

The bearing of this half mile therefore is N.89°%é'W.,
and the distance is [0.07 chs.

From the original cor. of secs. 4,5,32, and 33.

- West, on retracement line bet. secs. 5 and 32.

' Fall 69 1ks. S. of the original ! sec. cor. hereinafter

described.
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The bearing of this half mile therefore s N.89°01'W.," |
and the distance 1s -ho.Llj chs: ' ’
Prom the 1 sec. cor.,

Wast.

Pall L5 1xs. N. of the original cor. of secs. 5,6,31,
‘and 32 hereinafter described.

~he bearing of this hdlf mile therefore 1s S.89°22'W.,
and the distarce is 40.96 chs.

Prom the original cor. of secs. 5,6,31, aﬁd‘32.

¥est, on ratracement line bet. secs. 6 and 31.

Fall 12 1xs. 8. of the original I sec. cor. hereinafter
described,

The bearing of this half mile therefore is N.89°s50'w.,
and the distance is 40.33 chs.

From the ' sec. cor.,

Teagt,,

Fall 9 1ks. 3. of the reconstructed original cor. of
Tps. 1% and 1L S., R.8 B. hereinafter described.

The bearing of this half mile therefore is N.89°52'W.,

and the distance is 39.78 chs.

RE=STABLISHMENT OF THE SURVEY OF THE
SOUTH BCUNDARY OF T.13 S.,R.8 E., EXECUTED
BY AUBUSTUS D. F‘ERRog, U. S. DEPUTY SURVEYOR

"IN 1891

True lines.,

From the reconstructed original cor. of T.13 3., Rs.
£ and 9 B, heretofore described.
8.89°2L'%., on true 1ine bet. secs. 1 and 3§,

Cver rolling and broken ground through medium growth




38.80
29.50
39.98

Li0.60
40.85

51,00

- ‘-DEPENDENT RESURVEY OF THE SQUTH BOUNDARY OF T.12 5.,R.8 E.

v of scrub timber and short undergrowth.

Draw, 65 ft. below Tp. cor., drains SE.; gradually
ascend along\s. slope of low ridge.

Low ridge, L5 ft. above draw, bears N. and S5.; gradually‘
descend W, slope.

Top of shale ledge, bears N. and s., descend.

0l1d road, bears N. and S.

ins. sbove ground, firmly set, marked % on N. face,
and witnessed by a small mound of stone N. of cor.

Alongside original cor.,

the ground for + sec. cor. S. bdy. sec. 36 only, with
brass cap.marked
% 536
1925
- from which
A" pinon, 8 ins.diam. ,bears N 8L°E., 75 1lks.
d1ist.,marked + S 36 B T
No other sultable bearing trees available.
Raise a mound of stone, 2 ft.base, 1% ft.high, N.of cor.
Note: This cor. was reconstructed to refer to sec. 36
only, for the reason that it was found to be defective
in position with reference to subdivisional surveys
in 7.14 S.,R.8 E., executed in 1910.
Cor. stends on a B. slope in small gully which drains
" 8. about 3 chs. to junction with large draw.or gulch.
Thence
S.88°5ﬁ'w.. with continuous measurement
Top of sandstone- ledge, 35 ft. high, bears N. and SE.;
descend abruptly.
Small stream of water, in gulch, 185 ft. below ridge,-

drains SE.; ascend abruptly. -

"t Top of ascent and leave timber and undergrowth, enter

cultivated land, 180 ft. above gulch, bears N. and S.

The original T sec. cor., which is a sandstone, 10x10x5
!

Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in |

Eom s —
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Chains

76.67 Intersect line bet. secs. 1 and 2, T.14 5.,R.8 E. a8

established by Clarence S. Jarvis, U. S. deputy

surveyor, in 1910, S.0°01'E., 72 lks. distant from
the closing cor. of secs. 1 and 2 on the N. bdy. of !i;i
the Tp., which 1s an iron post, 2 1ns. in dia., rirmy B
get 2l ins. in the ground, with brass cap marked

T13SREE

535] s36
"’J‘bTb
s2 sl

T1,,SR8E
1910

——— .4

No trace of the bearing trees reported as having been
marked at thils cor. can be found.
I remerk this cor. as follows: '

WP
cC

1925 ;
1910

£t noint of intersection of the line bet. secs. 1 and
2 with the N, bdy. of T.1L s5.,R.8 E.,

Set en 1iron post, 3 ft. long, 2 ins. in dia., 28 ins.in

1
i

i
|
N
.
|
|
|
|
l

the ground for closing cor. of secs. 1 and 2, T.1lL S.,

R.8 E., with brass cap marked

536

szl 51
CC : i
T145 RBE ¥
1925 o ‘ i
!
|

beposit a sandstone, 8x6x1 ins., marked with a cross (X)

|
T13s RBE : |
|
|

|
on one face at base of monument.
|

Cther accessories are impracticable as cor. stands in

{
i

cultivated field.

7 .20 Leave cultivated lpgnd, bears NW. and SE.

{

;

|

TR.EC Foad, bears NV, and 35®. f
79.7¢ Proportionate point. i
i

Sat an iron post, 3 ft, long, 2 ins. in dia., 28 1ins.in ;-

|
the ground for cor. of secs. 35 and 36, T.12 8.,R.8 E |
. o0, .i»

{

with brass cap marked




F.1%

1L.2%

19.C0

?l&o‘,o

29.70

39.77

T138| RBR
S 336

T14SREK
192%
from which
‘A cedar, 15 {ns.dfam.,benrs ,791%m,, 221 1xg.
dist.,merked T 12 S R B K 5 35 1y 7P
Ho other treeg avanllable,

Ra!ao'n mound of stone, 7

ft.base, 17 fL.Rteh, Noof cor,
Cor. gtands neesr top of n lew, ral Y1, 'ereh,
Land, rolling and broven benchep: senernl 5. 0 roare
and 5%, Ara‘nace.
Sot!l, srndy and ~ley loarm on Yercceg el oees o 0 0.
stone Tor=aticn in tre Arnen,
CTimber, =aldlope prowir of oarh ocedayp o wnt e e T,
&L Ake,
Undargrarth, be el riel nndt r ) w toe
Grod Lierowge Toe ooty
3.R% Tw, L e temie Yne Yot pesr, oot 70
ol "% o) [ EDatalt " .5 oY Pipoe :’.’" ! ',:"," R S bad 1Y e ""?'7"\'1{..'..
Te ThHe o F gLl otnd rrtey ntlertin, el =Y Yo
K%, nnt S, dencnrA plernr N, o0 .
Sandptare ledps, D0 00, RUSN, Yerrps KT, oand 3%,
oL
Xagh, CC 1ve. ®ide, 10 7L, nRRAI1 nlror= 7 witer 4 ineae,
{- gulerh, 100 TL, bLelow nerc, cor., cout:e S¥, r1out
1C cha. fistant, Lhenve 5.5 ascrnd slru;tly over nnd-

-

atune ladpea,

Spur, 200 ft. above gulech, projects SF,; tepcent rlong
bhroken 5%. nlope,

Top of sandstone ledge, beors ¥, nnd 3%.; depcend
sbruptly to bho'tom of canvon,

Rottom of fJordon Creak Canyon, smnll stream of nlivaline

water in ssme, 205 ft, below spur, course 3E.; ascend
abruptly 160 ft. to

The oeriginal ! sec. cor. bet. seca. 2 and 35 which 1is
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Phains a sandstone, 14x12xly ins. above ground, loosely set,

merzed + on N. face; from which

A cedar 1imb, 10 ins.diam.,bears N.59°E., 15
1xs. distant. This 1limb is blazed but no
other marks are discernible.

Alongside cor., )

Set an iron post, 3 ft. long, 1 in. in dia., 4 ins. in
the ground to solid rock, over a Cross IX) cut in samd
and in a large mound of stone for % sec., cor. 5. bdy.
sec. 3¢ only, with brass cap marked

3835
1925
from which
A cedar 1imb, 10 ins.diam.,bears N.59°E., 15
1xs. dist.,marked * S 35 B T _ i

fther acce:sories are impracticable.

Note: This cor. was reconstructed to refer to sec. 35

only, for the reason that it was found to be defectiv%
in position with reference to subdivisional surveys in
7.1. 5.,R.8 E., executed in 1910. !
Cor. stands near top of steep N. slope on S. side of E
Gordon Creek Canyon. ;
Thence }
K.87°3'7., with continuous measurement. |
Continue ascent along general N. slope. |

43,60  Telephone line, bears NE. and S7.

F6.5C Leave timber, bears N. and S.

73.10  Ridge, 250 ft. above } sec. cor., bears NW. and SE.;
gradually descend 35 ft. to .

80.L5 The original cor. of secs, 2,3,3l and 35 which is a 25‘
sandstone, 15x1Lx16 ins., firmly set in the ground,' | 1

marked with L notches on W. and 2 notches on E. edge,

and witnessed by a small mound of stone N. of cor.

Alongside cor.,

Set an iron post, 3 ft. long,. 2 ins. in dia., 27 ins,

the ground for cor. of secs. 2,3,3) and 35, with bras



OF THE SOUTH BOUNDARY. OF T.l1l3 5.,R.8 E.

e e

pap.mgrked . ‘
T1338 | R8E
] S

T1LS
1925 i

from which' ) . ‘ )
A pinon, 6 ins.diam.,bears N.9:°E., 322 1ks.
dist.,marked T 13 SR8 E S 35B T
No other trees or bearing objects available.
Raise a mound of stone, 2 ft.base, 1! ft.high, W.of cor.

Cor., stands on gent;e S¥. slope near head of shallow

draw, drains SE.
Land, rolling benches cut by deep canyons and gulches;
i general S5. exposure qnd SF. drainage.
15011. sandy, gravel}y and clay loam on benches, locose
, rock and clay on slopes of canyons and gulches. Sand-
stone formation. ,
‘Timber, scattering cedar and pinon on E. 66.50 chs.
. Undergrowth, sage and black brush with some scattering
oak and service perryAbrush.

'Good grazing,.

$.89°50'W., on true 1line bet. .rcs. 3 and 3.

fGradually descend over rolling and broken ground through‘
‘ short undergrowth.

;Draw. 15 ft. below sec. cor., drains SE.

- Telephone line, pears NW. and SE. .

iThe original %} sec, cor. bet. secs. 3 and 3L which is a

; sandstone, 16x6x3 ins. above ground, firmly set, marked

4 on N. face, and witnessed by a small mound of stone
N. of cor. 4 . !
‘ Alongside cor., . ) ’
Set an iron posg, 3 ft. long, 1 in. in dia., 27 ins.in
the ground for ? sec. cor., with brass cap marked

S 3l

$
83 .
. : © 1925
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! " Raise a mound of stone, 2 ft.base, 13 ft.high, R.of corf§
é ‘ Ccor. stands in open flat. 5
Thence )

s.89°47'W., with continuous measurement .

' 44.50 . Low, broad ridge, 75 ft. above draw, bears NW. and SE.;
| : % gradually descend. ‘

€0.50 Head of draw, 15 ft. below ridge, drains SF.; gradually

ascend.

76.50 ~ Low, broad ridge, 30 ft. above head of draw, bears NW,
and SE.; gradually debcend.
‘78.30 018 road, bears NW. and SE.
81.06 The original cor. of secs. 3,4,33 and 2}, which 18 a
sandstone, 16x1Cxl ins., firmly set in the ground,

marked with 3 notches on E. and 3 notches on W. edge,

and witnessed by a small mound of stone N. of cor.

R A P I e e L]

Alongside cor.,
Set an iron post, 3 ft. long, 2 ins. in dla., 18 ins. in:
the ground on solid rock and 12 ins. in a mound of |

stone for cor. of secs. 3,4,33 and 3L, with brass cap

T13S, R8E

‘ sié\ S3l
SL TS ' : ;
T1L4s ;
1925 !

marked

Deposit a sandstone, Tx7x3 1ns., marked with a cross (x)i ;
on one face at basé of ronument. ’ ’ ;-
Other accessorlés impraéticable.
'Land, rolling ‘benchj genéral SE. exposure and drainagé.
‘501;, sandy loam, light Brown clay.aﬁd rocky of sandstone ;

formation. . *

" No timber.

| Undergrowth, sage, black brush and ‘scattering oak,
sérvice bérry and deer brusH.

| Good grazing.

!

1 / .
}5-39°35'W°’ on true line bet. secs. l and 33,

-



Descend over rolling bench land through short undergrowth.

Road, bears NW. and SE.
Draw,h5 ft. below sec. cor., drains SE.; gradually
ascend.' ' . '
Small gully, 70‘ft..above draw, drains SE.
Enﬁef scattering timber, bears N. and S.
The original % sec. cor. bet. secs. L and 33 which 1is
a sandstone, 12x5x); ins., firmly.set in a mound of
"Stone, marked %'on N..face;{from which
' A ce&af, 16 1ns.d1§m.,bears Ne€5°W., 54% 1ks.
distant. Tree is blazed but no marks are
discerniblef
Alongside cor., _
Set an iron post, 3 ft. long, 1 in. in dia., 20 ins.in
ihe gfound oﬁ solid rock and 10 ins. in a mound of

stone for %+ sec., cor., with brass cap marked

S 33

i
sl
1925
from which : ' oo
(original bearing tree) A cedar, 16 ins.diam., |

bears N.65% ., 5hi 1ks. distant; remarked

$833BT
A cedar, 6 ins.diam.,bears S.58%+°:., 93 1ks.
dist.,marked + S 4 B T
Cor. stands on gentle E. slope near edge of scattering
serub timber.
Thence ., _— .- .
N.89°ﬂ%'w., with continuous measurement.
Road, bears N.30°%W. and S.30°®E. .
Top of ledge and W. rim .of bench, 4O ft. above % sec.,corL,
bears N.30°W. and 5.30°E.; descend W. slope.
Begin steeper descent into. ravine..
Etream, 2 1lks. wids, 2 ins. desp, in bottom of ravine,. |
250. ft» below rim of bench, course SE.; ascend abruptly f

over E. slope; leave. timber and &nter oak brush, bears




80.62

' The original cor.

RESHRVEY O HE _SOITH

N. and S. .

of secs. li,5,32 and 33 which 1s 8
sandstone, 6x11x8 1ins. above ground, firmly set,

marked with 1} notches on E. and 2 notches on ¢.edge,

-

and ﬁitnessed b& a few deeply embedded stones around

cor.

‘ :longside cor.,

| i

|
!
|
1

.~ Wash, 10 lks., wide, 2 ft. deep, drains §.

the ground for cor. of secs. 4,5,32 and 33, with brasa j

cab marked
T135| R8L
332 | S33

S
T1L3
1925

P
1
1

Raise a mound o: stone, 2 ft.base, 1% ft.high, 7.01 core

Land, rolling and broken bench; general 3SE. exposure

and drainage.

Soil, brown clay, sandy, gravelly and rocky or sandstone

formation.
Timber, scattering cedar and pinon on 26.2¢ chs.
.Undergrowth, oak, sage, black brush and service berry
brush.

Good grazing.

N.89°1'W., on true line bet. secs. 5 and 32.
ascend over rough bench land through medium growth of

brush.

| Spur, 50 ft. above sec. cor., projects SE.; descend.

root of spur, bears Ni. and SE., enter nearly level

land sloping 5. .

Wash, 10 lks. wide, L ft. deep, 250 ft. below spur,
drains S.

Road, bears NE.. and SW.
Intersect the original % sec. cor. bet. secs. 5 and 32

which is a sahdstone, 16x8x5 ins., firmly set in the

LT

Set an iron post, 5.ft. long, 2 ins. in dla,., 28 ins.ﬂn;f




52.10

53470
68.50
68.70
79.00

81.40

ground, marked % on’'N. face and witneSSed by a small

mound of stone N. of cor.
Alongside cor., -
Set an iron post, 3 ft. long, 1 in. in dia;, 2Ly ins. in
" the ground for 1 sec. cor., with brass cap marked

S 32

3
85 :
1925 i

Raise & mound of stone, 2 ft.base, 1% ft.high, N.of cor.

Thence

.5.89°22'ﬂ.,_w1th continuous measurement.

{

| wash, 10 1lks, wide, 10 ft. deep, drains 5., 70 tt. below

$ sec. cor.

+ash, 1% lks. wide, 10 ft. deep, drains 3.

wash, 10 lks. wide, 5 ft. deep, drains SE.
i Enter cultivated land, bears N. and S.

i Leave cultivated land, bears N:. and S.
iThe original cor, of secs. 5,6,31 and 32 which is a |
sandstone, 12 x 10 x 6 ins. above ground, flrmly set,
marked with 5 notches on E. and 1 notch on w. edge
and witnessed by a small mound or stone N. ot cor.

. nlongside cor., ) ) .

z Set an iron post, 3 ft. long, 2 ins. in dia., 28 ins.in |

the ground for cor. of secs. 5,6,11 and }2, with bqass;

T13S | RBE -
531 | 532 v

3
" rils
1925

i
!
' . cap marked . . : o
!
|
|

from which
A spruce, 16 ins.dlam.,bears N.313°W., 319 lks.

-dist.,marked T 13 S R 81 S331BT

a spruce, 12 ins.dlam.,bears N.L48%°W., L18 1ks.
dist.,marked T 13 SR8 E S 31 B T
No other bearing trees avallable.

Ralse a mound of stoné,'a ft.base, 1% ft.high, w.of cor.

Land, E, 13.20 chs. rough, broken bench; remainder of
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- .

| Chains '

mile roliling; general 5. exposure anq drainage.

Soil, shallow, brown, sandy clay loam, gravelly and

rocky of sandstone formation.

~ No timber.

<

- Undergrowth, sage, oak and service berry brush.

Good grazing.

REESTABLISHMENT o THE SURVEY OF i PORTION
- OF “THE SOUTH BOUNDARY O# T.13 5.,R.8 K. EXECUTED -
BY JOHN T. BRECKON, U. $. UEPUTY SURVEYOR IN 1895.

rrom the reconstructed original cor. of secs. ‘5,6,31 and

326
N.89°50'W. on true line bet. secs. 6 and 31.

Oover rolling and broken bench land ‘through ‘medium grawtq

of brush. ’ ’ ' : ' : ? -%w‘
8.00 Low spur, ‘20 ft.'above sec. cor., projects SE.; gradualﬂy i}f
descend. 2
12.4,0 ' wash, 20 lks. wide, 8 'ft. deep, 20 ft. below spur, °
drgins. S.; ascend 20 ft.
| 19.20 Low spur, projects 8.; descend 100 ft. to
22.60 Gulch, drains SE.; ascend 100 ft. to
26.90 Spur, projects S.; descend 50 ft. - ' |
£ 29.00 Gulch, draihs S.60°E.; asgcend, * Z
33,20  Spur, 60 ft. 'above gulch, projects S.60°E.; descend. i
§
}

- 34.30 Ravine, LO ft. below spur, drains 5.60°E.; thence along

| bottom of ravine entéring scattering timber.

: u0.33 The original i sec. cor. which 1s a sandstone, 12x10x3
ins. above ground, firmly set, marked % on N. face
and witnessed by a small mound of stone N. oi cor.

alongside cor., -

Set an ipon post, 3 ft. long, 1 in. in dia., 28 ins. in

"‘the ground for % sec. cor., with brass cap marked
531. ’ ,

s 6
1925

hj




PENDENT RESURVEY OF THE SOQUTH BOUNDARY OF T.13 S8.,R.8 &

' Chains -
; Raise & mound ef stone, 2 ft.base, 1% ft.high, N.of cor.|

Yot . . .
No suitable bearing trees available.

Cor. stands on edge of bottom of ravine, 35 ft. above

point where entered.

Thence

r - - » -
N.89°52'W., with continuous measurement.
Ascend over N. and NE. slopes.

62.30 | Spur, 310 ft. above ravine, projects SE.; gradually

descend along N. slope.
68,40 | Draw, near head, LO ft. below spur, drains SE.; ascend
abruptly over SE. slope through dense undergrowth.
80.11 Intersect the cor. of Tps. 13 and 1l 5., R.8 =. recon-

structed by Clarence S. Jarvis, U.S. deputy surveyor,

in 1§10 and which 1s an iron post, 3 ins. in dia.,
‘ | firmly set in the ground and mound of stone, marked
on brass cap
' 713 5
; ) : R82

RTE S31
536

! 1910
|

E. of cor. : ;

é Cor. stands on rocky point, 285 ft. above head of draw. |

Land, E. half mile rolling bench; west hal:i, rough

\ E mountainous; general 3. exposure and drainage.

‘Soil, sandy clay loam and rocky of sandstone formation;
subsoil, c¢lay and rock.

Timber, a few scattering cedar, pilnon and fir on west
half mile. ‘

Undergrowth, oak,jéage,~service berry, black and deer
brush.

Good grazing land.
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~__RETRACEMENT OF THE NORTH BOUNDARY QX ditiuded
Chalns

. - RETRACEMENT OF THS NORTH BOUNDARY OF
T.13 S-,R.S E. ,ORIGINALLY SURVEm w JOHN v
T. BRECKON, U.S.DEPUTY SURVEYOR IN 1895 AND
SUBSEQUENTLY RESURVEYED BY R.1.L.COLLIER AND GEO.
C. SWAN, U.S. TRANSITMEN UNDFR GROUP 13, ‘UTAH
IN 1911.

- The north boundary of T.l3 S.,R.8 E. was o 1ginally

surveyed by John T. Breckon, U. S. deputy surveyor,

i

in 1895. In 1911, R.E.L.Collier and Geo. C. Swan, U.S.

transitmen, under Group 13, Utah, executed a dependent

|

resurvey of this township boundary and re«stablished
the missing corners and reconstructed those found tP
fe in place;In the execution ot surveys under Group
123, Utah, it was found necessary to retrace the east
vh ﬁiles and west mile of thils township boundary as
resurvé&éd>by>00111er and Swan in order to close the
sur;ey of éecs. 1,2,3,l4 and 6 in T.13 5.,Re8 &« In . 1
haking these retracements the cor. monuments otf the ‘:$
original survey which stand alongside the reconstructed
cors. were conclusively veritied. Comparison was also ;é,
made of the actual topography with that which was

returned in the notes of the original survey and the

notes of the original survey are found to be sub-
stantially- correct.slthough all the corners vistited

during the retracement were found in place; effort

was made to-more fully perpetuate the same:and to ‘ }?%
rebuild or secure additional accessories as appears
in these notes. |

trom the cor. of Tps. 12 and 13 S., Rs. 8 and 9 . which:

is an iron post, 3 ins. in dia., firmly set in the

ground, with brass cap marked

T12 § |
R8k | R9E !
336 | 331 ;

Sll‘Sb '
R8E ! R9E

T13s

1911 - ' |

from which 1 :

| j s pine, 16 ins.diam.,bears S.1°E., 5 1ks,

dist.,marked T 13 SR9E S 6 B T

f
|
|¢




39.72.

39.88

;ﬁggggégﬁyznx OF THE NORTH BOUNDARY OF T. 13 S.,R.8 &

-4 cedar, 8 ins.diam.,bears N.65°E., 29 1lks.
‘distant, marked T 12 SR9E S 31 B T

.4 cedar, 12 ins.diam.,bears N.42°%., 30 lks.
dist.,marked T 12 SR8 E 5 36 BT

Witnessed by a mound of stone, 2 ft.base, 1% ft.high,

of cor.

Thence

S,89?5&'W., on retracement line bet. secs. 1 and 36.

Fall 9 lks. N. of the reconstructed original } sec. cor.
which iIs an iron post, 1 in. in dia., firmly set in
the ground and supported by'a mound of stone, marked

.on brass cap

1 536
51
1911
. from which
4.pinon, 10 ins.diam.,bears S.52%°%., 36 1lks.
dist.,marked + S 1 B T
No other accessorles to cor.; I mark another
tree as follows:
A spruce, 12 ins.diam.,bears N.59%°G., 37 lks.
dist.,marked 3 S 36 B T
The bearing of this half mile is s.89°ﬁ8'w., and the

‘
distance is 39.72 chs.

| Cor. stands on brink of ledge, 30 ft.high, bears Nv.

and 3E., on general SW. slope nqar'top oﬁ high mountain
and 1.00 chain west of top of high ridge covered with
dense mahogany and pine timber and which bears N. and S.
THence from § sec. cor.,
$.88°33'w.
¥all 3% 1lks. N. of the reconstructed original cor. of
secs. 1,2,35 and 36 which is an iron post, 3ins. in
dia,, firmly set in the ground, marked on brass cap
T12S) R8s
sag‘ sS36
. s
T13S
1911

Witnessed by .a few scattered stones around cor.
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RETRACE!ENT Ok THE NORTH BOUNDARY OF T.13 s..R.B 2.

Chains

tlongside ‘iron post is the original ocormer monument,
which is a sandstone, 15 x 9 x L ins. above ground,
firmly -set, marked with 1 notch on E. and 5 notches
on . edge.

‘Raise a mound of stone, 3 ft.base, 2 ft.high, ie.0f cor.l

The bearing of this half mile is 5.88°30'W., and the
distance is 39.88 chs.

Cor. stands on =. élope in dense oak brush, L:30 chs.

west and 100 ft. above bottom of canyon which drains

SE.

<rom the reconstructed original cor. of secs. 1,2,35
and 36.

'.89°20'4., on retracement line bet. secs. 2 and 35.

38,71 rall 51 1ks. S. of the reestablished % sec.cor. N. bdy..
sec. 2 which is an iron post; 1 in. in dia., lying :
in a mound of stone, marked on brass cap
T § 52
1911

No accessorles to cors

I reset cor. as follows:

3et iron post, 6 ins. in the ground on solid rock und
2, ins. in a2 mound of ‘stone for %+ sec. cor. N. bdy.
sec, 2z, dnd raise a mound of stone, 2 ft, base, 1%
ft. high, S. of cor."

The bearing ot this half mile is N.88°35'w., md the
distance is 38.72 chs.

Cor. stands on rugged S. slope near top of mountain
and (.50 chs. west of top of high ridge bearing
N¥, and SE

rrom 4 sec. cor.,

N.89°5L'A., for visible signal at the cors of secs, 2
and 3 .,

39.80 Intersect the originul cor. of secs. 2,3,3l4 and 35

reconstructed to refer to secs. 2 and 3, T.1l3 8.,R.

" 8 B. only, which 18 an iron post, 3 ins. in dia,,
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firmly set in the ground and marked on brass cap :

' 33| s2
T135 ! R8K
1911

No accessories to cor.

3

alongside iron post is the original monument for cor. oi'

secs. 2,3,34 and 35, which is a sandstone, 12x12x8 ins.

I above ground, firmly sgt, marked with 2 notches on u.
z and h.notches on . edge. h F
%Raise a mound or stone, 2 ft.base,l3 ft.high, S.or cor.
‘The bearing of this half mile is Ne89°BL'¥,, and the
. distance is 39.80 chs.
- Cor. stands on 3. slope in dense.oak brusn and along

a newly constructed fence line which bears about .

and iie

rrom the original cor., reconstructed for the cor. of
secs. 2 and 3.
5.89°30'7., on retracement line along li. bdy. sec. 3.
Intersect the closing cor. of secs. 3l and 35, T.12 3.,
R.8 <., which is an iron post, 2 ins. in dia., firmly
set in the ground, marked on brsss cap
T12s | R8L

: 53l | 835
f CC

33
T13S
| 1911
| .nd witnessed by a mound of stone, 2 ft base, 1% ft.
|

i high, N. of cor.

‘rall 2 1ks. S.0i the reconstructed original 1 sec. cor.,
which is an iron post, 1 in. in dia., firmly set in
the ground and mound of stone, marked on brass cap

53l

S

1911
and witnessed by a scattered mound of stone N. of cor.
This cor. 1s defective in position with reference to the

survey of sec. 3l4, T.12 S.,R.8 &.; therefore, I remark




39,09
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REPRACENENY. OF THE BORTH BOUNDARY OF Ts13 8.:R.8 K,

same for sec. 3 only, as follows:

$s3
1925
1911

Raise 2 mound of stone, 2 ft.base, 13 ft.high, S.of oor.;?

Bo evidence of thé original’eor. monument could be fo “'ii

. L .
The bearing of this half mile 5. 89° 32'w., and the

& stance is 38.91 chs.

Cor. stands on.grassy .. slope 6.00 chs. west of the top

of high mountain ridge which bears about n. and S. and E

along a fence line bearing &. and d.
:rom % sec. cor.,
%.B9-L0 4.
211 1 1k. 3. of the original cor. of secs. 3,4,33 and

3, reconstructed to rerer to secs. 3 and 4, T.13 S.,
N.8 %. only, whi~-h 1s an iron post, 3 ins. in dia.,

firmly set in the ground, marked on brass cap

T133 §8E
1911
trom which
.n aspen, 8 ins.diam.,bears 5.473°E., 28 1lks.
distant, marked T 13 SR8 £ S 3BT
A pine, 10 ins. diam., beaors 5.223°%., 9 lks.

dist.,marked T 13 S R 8 x S L B T

alongside iron post is the original monumsnt for the cori

of sacs. 3,4,33 and 34, which is a hard sandstone,
10x1h4xly ina. above ground, firmly set, marked with 3
notches on E. and 3 notches on W. edge.

The bearing of this half mile is H.89639'W., and the
distance is 39.99 chs.

Cor. stands in edge of dense pine and aspen timber on
S. side of bottom of canyon, bears KW. and SE. The
bottom of canyon, drains NW., bears east, 1.20 chs.
distant. S ' ‘

|
|
t
|
»

t
!
;
1




| 7 -‘77' B;??ﬂCEEE??»gEMTE§<NORTH BOUNDARY OF T.13 S.,R.8 =.
 Chains -

From the origingl ¢or., reconstructed for the cor. of
secs. 3 and .

S.88°30'W., on retracement line along u. bdy. of sec.l.

2.66 | south 3¢1ks. from my line is the closing cor. of secs.

33.and 5&,.?.12 5.,R.8 E., which is an iron post, 2

ins. in dia., firmly set in the ground, marked on

brass cap E
T125 | R8E !
333 | 53l - |
c|C :
sk
T13S
1911

from which
A spruce, 8 ins.diam.,bears N.623°E., 1l 1ks.

|
|
; dist.,marked C C T 12 SR8 S 34 BT

| A forked aspen, 1l ins.diam.,bears ¥W.20°W., L8

lks.dist.,marked C ¢ T 12 S " 8 £ 3 33 B T
559.91 - rall 52 lks. N.of the original 1 sec. cor., reconstructed
for the % sec. cor. N. bdy. éec. Ly only, which is an

. iron post, 1 in. in dia., firmly set in the ground and

mound of stone, marked on brass cap

(W]

\O &

(]

= W
=

from which
an aépen, 6 ins.dlam.,bears 5..5%., 5 1lks.
dist.,marked + S L B.T

No e;idencé of the‘;rigiﬁal cor. monument could be found;
| iThe bearing of this half mile 15‘3.87°Vu5'w., and the
distance is 39.93 chs.
’ From the é sec. cor;, .
. N.89°30'W.
40.95 | rall 3L 1ks. S. ;f the original cor. of secs. l,5,32 and
' 3%, regonstructed to refer to secs. 4 and 5,’T.13 S.,
R.8 E. only, which is an iron post, 3 ins. in dia., i

. .firmly set -in the ground, marked on brass cap




2.2l

:Note: I change the marks on the aspen bearing tree to

' No evidence of the original cor. monument could be found %

‘ ¥
The bearing of this half mile is N.89°01'W., and the

 From the originai cor. of secs. 5,6,31 and 32, reconstruct;

' I mark a new ﬁearing tree as follows:

'$.89°38'W., ‘on retracement line Wlong N. bdy. sec. 6.

T12SREE:
533

Bl
19;1

from which
A white pine, 10 ins.diam.,bears 5.93°E., 285

lks.dist.,marked T 13 3R8ESLBT
An aspen, 8 ins.diamo,bears Soh}%ow., 255 1ks.
dist.,ﬁarked T13 SRB8ESLBT

read;: T13 SRBESSBT

distance 1s hoiéé chs.

ed to refer to secs. 5 and 6, T.13 S.,R.8 E., which
s an iron post, 3 ins. in dia., firmly set in the
ground and mound of stone, marked on brass cap

T12 SR8E
S32

§6| s
T13S ROE
1911
from which
an aspen (dead)ly ins.diam.,bears S.35°B., 21 1lks
" dist., marked T 13 SR8 ES 5 B T
an aspen, li ins.diam.,bears S.513°W., 1l 1ks.

dist.,marked T 13 SR8E S 6B T

an aspen, 6 ins.diam., bears S.293°E., 27 1ks.
dist.,marked T 13 SR8 E 5 5 BT

' No evidence of the original cor. monument could be found
. Therice

Intetsect the closing cor. of secs: 31 and 32, T, 12 8.,'1

'R.8 E., which i@ an‘iron post, 2 insy in dia., rirmmr

set in the ground, with brasa cap mnrkod
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‘ RETRACEMENT OF THE NORTH BOUNDARY OF T. 13 S.,R.8 E.

c

86 | s5
T13s ! RBE

1911

from which

An aspen, 3 ins.diam.,bears N.32Z°E., 113 lks.
dist.,marked CC T 12 SR8 £ 3 32 BT
An aspen, 3 ins.diam.,bears N.621°%., 33 1lks.
- dist.,markéd CCT12 3R B8 1w 331 BT
Fall 2 1ks. S. of the original i sec. cor., reconstructed
for the %+ sec. cor.-N. bdy. sec. & only, which is an
iron-post, 1 in. in dia., firmly set in the ground
and mound of-stone; marked on brass cap

1911

from which

An aspen, L ins.diam.,bears 3.567°E., 25 lks.

dist., marked ¥ 3 6 BT ;
ENo evidence ot the original cor. monument could be found .
iThe bearing of this half mile is 3.89“&O'W., end the
distance is hOiSS chs.

From the # sec. cor.,

'rall 57 lks. S. of the reconstructed original closing
! cor. of Tps. 12 and 13 S., R.8 E., which is an iron - |
post, 3 ins. in dia., firmly set in the ground, with
brass cap marked
T12S -

, CC | S31 RBE
RTE__ 836 ['S56 - !

ST

T133
1911

from which |

An aspen, 6 ins.diam.,bears N.33“E., 9 lks.
dist.,marked T 12 SR8 E S5 31 BT

sn aspen, 6 1ns.diam.,bears 5.214°E., 33 1lks.

dist.,marked T 13 s R 8 ES§5 6BT
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DEPENDENT RESURVEY OF THE SUBDIVI

¥o evidence of the original cor. monument could be found

The bearing of this half mile is K.89°33'W., and the

3
distance is ,0.13 chs.

LEPTLLENT RESURVEY GF TH¥ SUBDIVISION OF T.13 S.,R.8 E.

_ REESTABLISHMENT OF THE SURVEYS
EXECUTED BY JOHN T. BRECKON, U.S.DEFUTY
. SURVEYOR IN 1895.

rrom the reestablished cor. of secs. 35 and 36 on the
S5. bdy. of the Tp. heretofore described.
%.0°37'E., on true line bet. secs. 35 and 36.
Graduzlly descend over rolling ground.
2.7C ~oad and enter cultivated land, bears NW. and SE.

13.90 Swale, 50 ft. below sec. cor., drains E.; gradually

ascend., .
"1.57 ire fence, becars £, and V.
284306  Telephone line, bears NLW. and SE.
29.35 ‘ire fence and leave cultivated land, bears E. and W.

30.0C foad, bears . and 3E.

LN e swale, drains SE.; a small pond, bears SE. about 1.50
chs. distant; corrals and sheds at ranch are immediate]
3. of pond. Gradually ascend.

3£.50 Foad, from Coal City to Price and Helper, Utah, bears

4

Z. and .
38.C0  “nter cedar and pinon timber, bears E. and W.
1.3  Proportionate point.
Set an iron post, 3 ft. long, 1 in. in dia., 28 ins. in
the ground for % sec. cor., with brass cap marked
3
535 | 3836
1925
from which
A pinon, 6 ins.diam.,bears N.354°E., 49 1ks.
dist.,marked £ S 36 B T




Li1.60

' 148.00
| 48.73
49.80¢
59.60

65.80
75.00
78.00

80,00
82.06

HBPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R.8 E.
g D

A pinon, 6 ins .diam.,bears S. 60~°W., 28% 1ks.
dist.,marked s 35 BT
From . 8ec. cor., the W. edge of a frame ranch house,

on N.'side of road from Coal City to Price and Helper,

|
|
|

Utah, bears S. h6°h5 E. Another house, not visible from

.the 1 sec. cor., bears southeasterly about 5 chs. }
distant from the house on N. side of road. |

Cor. stands on gentle southerly slope 1in medium growth
of timber.

Low spur, projects SE.; enter dense timber, bears E.
and W.; gradually descend.

Leave dense timber, bears E. and W.

Woven wire fence, bears NW. and SE.

Wash, 1% lks. wide,. 10 ft. deep, drains SE.

Wash, 10 lks. wide, L4 ft. deep, drains E. about % chs.
to junction with large draw from the NW.

Wash, 20 lks,., wilde, 10 ft. deep, In draw, 50 ft. below

1 gec. cor., drains SE.; gradually ascend.

. National Coal Railroad, now under construction, bears

NW. and SE.

| Enter medium growth of timber, bears E. and W.

' Begin.steeper ascent. .. .

.To point 5 1lks. E. of a sandstone boulder in place, 3x2x

2 ft. showing, marked with a cross. (X) on.top of same, |
also the position for the original cor. of secs. 25,26@
35, and 36. Jos. C. Thoma, U. S. cadastral engineer,
in his investigation as to survey conditions in T.13 E
8.,R.8 E., under Group 123, Uteh, in 1922, reported |
the original cor. of secs. 25,26,35, and 36 to be in |
place, being a sandstone, 16x10x8 ins., properly
marked and from which a cross (X) on a sandstone
boulder, bears west, 5 lks. distant. After diligent

search I am unable to find any evidence of the originaﬂ

corner monunent, nor am I able to find another boulder

-4n the vicinity of the cor. marked with a cross. The

‘position of this cor. is on a steep clay slope and
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Chains

_Set an iron post, 3 ft. long, 2 ine. in dia., 30 ins. in

- i Land, rolling and broken bench; general S. exposure and
| Soil, sandy, light brown clay loam, blue clay and rocky
; !
- Timber, cedar and pinon in central and northern portions

| Undergrowth, sagebrush, shadscale and bitter brush.
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sﬁ}face ;onditibﬁé indicate that heavy rains have

frequented the vicinity of the cor. with the result

that the cor. monument has 1in all probability been

washed away. Therefore, at a point 5 1ks. east of the

cross on boulder, I reestablish section cor. &8

follows:

the ground for cor. of secs. 25,726,35, and 36, with

brass cap marked

T13S | RBE
s26| s2
IS

1925

from which
A pinon, 6 ins.diam.,bears N.38°E., 30 1xs.

dist.,marked T 13 SR8 E S 25B T
A pinon, 12 ins.diam.,bears S.L42}°E., 195 1lks.
dist.,marked T 13 SR8 =S 36 B T .
A pinon, 10 ins.diam.,bears S.5°W., 68 1lxs.
dist.,marked T 13 SR8 E S 35 B T
A pinon, 8 ins.diam.,bears.N.772°W., 156 1lks.
dist.,marked T 13 SRB8E S 26 BT
From this sec. cor., the frame house on K. side of .
road from Coal City to Price and Helper, Utah, bears
5.8°15'E.

i
i

SE. drainage.

of sandstone formation; 1st. to Lth. rates.

of mile.

From the reconstructed originai cor. of secs. 25,30,31,

“and 36 on the E. bdy. of the. Tp. heretofore described.
N.89°18'W., on true line-'bet. secs. 25 and 36.

Gradually ascénd over broken land through medium growth ] -



15.10
17.50

y
39.03

hl.Z?
18.60

. .

*|" " thence albng top of low ridge.

of timber and short undevrgrowth.

Ridgé; 85 ft. above sec. cof., bears SE. and nearly i.;
Low depression in ridge.
Leave medium growth and enter scattered timber, bears: |
N. and’ S. g - : : -
Intersect the  original % sec. cor., which is a sandstone;
10x12x6 ins. above ground, firmly set, marked 4 on N. j
face; from which |
| A pinon, 10 ins.diam.,bears N.2L3°e., 140 1ks. ‘
dist., marked BT only. ) j
This bearing tree is not described in' the notes of the
original survey. However, the age of the blaze on the
tree and the individuality of the marks indicate that
the bearing tree was taken during the progress of ’
Deputy Breckon's survey and that he has failed to makei
a record thereof. ’ ;
Alongside original éor.,
Set-an iron post, 3 ft. long, 1 in. in dia., 26 ins. in
the ground for % sec. cor., with brass cap marked
N 525 , !

‘. 536
1925

froy whigh )
Origipal tree, a pinon, 10 ins.diam., bears
, N:2h%°E., 140 1ks. dist., remarked 2 5 25 B T |
& cedar, 10 ins.diam.,bears S.62%°W., 254 lks.
dist.,marked 1 5 36 B T

Cor, stands on gentle N. slope about 1 ch. south of a

wash draining about N.85°E.
The south.point qf a high ledge rim of mountain locally
called "Bull Point", bears N.16°W.

Thence o ‘ |
v . ' - . |
N.89°55'W., with continuous measurement. !

Leave écattered,and enter dense timber, bears N. and S.

’ . . .

Spur, 106 ft. above 4 sec. cor., projects SE.; descend



1.40
1. 70
119.10

j22.20
37.25

39,42

| | | |
50.70 | brom this point, a ledge, 15 ft. high, besring HW. and

" Rocky point and top of ledge, 20 ft. high, 75 ft. above |

. Spur, 150 ft. above draw, projects SW.; descénd along

~ Intersect the original % sec. cor., which is a sandsténe

800K A-483' 1%

! along broken S. slope.

NE. at S. point of a spur, bears Ne. about 2 cha. '

distant.

: Ravine, 15 ft. below spur, drains SE.; as:end.

spur, 60 ft. above ravine, projects SE.; descend.

Draw, S50 ft. below spur, drains SE.; ascend.

Ridge, 100 ft. above draw, bears N¥. and SE.; descend
25 ft. to

The reestablished cor. of secs. 25,26,35 and 3€.

Land, low, broken mountains; generul 3. exposure and
drainage.

Soil, light brown and blue clay, sandy, gravelly and
rocky of sandstone formation; 2nd. to Lth. rates.
Timber, scattered to dense growth of cedar and pinon.

Undergrowth, sagebrush and yellow top.

ralr grazing land.

N.0°5L'E., on true line bet. secs. 25 and 26.
ascend abruptly over rough mountainous land thrcugh
scattered growth of timber and short undergrowth,
Ridge, 50 ft. above sec., cor., bears NW. and SE.;
gradually descend over N. slope entering dense timber.
Junction of ravines from the .. and N.10°E., 75 ft.

below ridge, drains SE.; ascend.

junction of ravines, bears NWw. and SW.; descend. 3

Draw, drains SE.; ascend 5. slope.
. slope.

10x12x5 ins. above ground, firmly set, marked 4 on W.

face; no accessories to cor.

Alongside original cor.,

Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

a
.




L18.00
67.00

79.42

the ground for } sec. cor., with brass cap marked

%

S26 | s25

‘ 1925
from which

A pinon, 10 ins.diam.,bears N.L41I°E., 83 1ks.

dist.,marked 3 S 25 B T

A pinon, 10 ins.dlam.,bears N.601°W., 63 1ks.
dist.,marked £ S 26 B T

- From this cor., the south point of a high ledge rim of

| mountain, locally called "Bull Point",bears N.37°30'ER.

Thence

ﬁ.é?lB'W., with continuous measurement.

Continue along ¥. slope.

Draw, 50 ft. below . sec. cor., drains SW.; ascend steep
clay talus slope strewn with sandstone boulders.Timbsr
becom=s scattered, bears N¥., and SE.

Spur, at base of sandstone ledge, projects SW.; ledge,
bears NW. and SE.; begin ascent over serles of practi-
cally impassable sandstone ledges bearing NW. and SE.

Proportionate point.

The position for the restored cor. of secs.23,2l,25, and
26, falls on preciplitous break of mountaln among sand-
stone ledges and 1t 1s impractlicable to reesta?lish

cor. at 1its true point or within a reasonable distance

on line either N., S., E., or W., therefore, at a point

N.76°00'E., L.01 chs. distant from the true cor.point,
- Set an iron post, 3 ft. long, 2 ins. in dia., 12 ins. in
the ground on solid rock and 18 ins. 1nva large mound |
of stone for witness cor. to the cor. of secs. 23,2k,
25, and 26, with brass cap marked

T133 | R8E
523. s2l
5 5

|
we |
1925 |

Raise a mound. of stbne, 2 ft.base, 13 ft.high, W.of corq
|

Bo sultable bearing trees avallable.
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' cor. stands on genéral S: slope at top of ledges and
near summit of a high mountain point pro jecting SE.

Land, south 67.00 chs., low broken mountains and rough
talus slope; remainder of mile precipitous SW. break
of mountain; general S. exposure and drainage.

Soil, blué and broéwn clay and rocky of sandstone form-
ation; 3rd. and Lth. rates.-

Timber, sérub cedar and‘pihon.

Undergrowth, sagebrush and shadScélé.

Poor grazing.

From the true point for the reestablished cor. of secs.
19,24,25, and 30 on the E. bdy. of theifp.,'heretofore
described. ' |

N.89°29'W., on true 1line bet. secs.- 2l and 25:

over rough mountainous land along S. edge of low bench,
through medium growth of scrub timber and short under-

‘growth.
9.00 Begin steep ascent over SE. and S. slopes.

17.00 Spur, 200 ft. above point for sec. cor., projects N.85°EL
Thence along steep, broken N. slope.

19.00 Head of steep, rocky draw, drains N. about 12 chs. to
junction with Wildeat Canyon.

32,20 . Head of steep, rocky draw, drains NE. and comes from N.
80°¥; thence along N. slope near bottom' of draw; sur-
face strewn with large sandstone boulders.

39.15 Point for I sec. cor. will fall'on 1a;ge sandstone

' boulder in place, where it is impossible to perpetuate
cor., therefore, at this point,

"Set an iron post, 3 ft. long, 1 in. in dia., 26 ins. in
the ground for witness cor. to the X sec. cor., with
brass cap marked

. sol,

525
1925

wc

e g+
-»
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Ralse a mound of stone, 2 ft.base, 1} ft.high, N.of cor.

No suitable bearing trees available., : ) E

59.éi Proportionate point for the reestablished % sec. cor. %
falls on large sandstone boulder in place. Impossible

% to perpetuate cor. at this point; mark a cross (X)

. at exact cor. point.

Begin precipitous ascent over E. slope of high mountain

. point;. surface strewn with large sandstone boulders.
and broken by series of ledges. Leave, timber.

58.60 | Top of high sandstone ledge and top rim of high mountain

point, 1000 ft. above point for * sec. cor., bears

N. and S.; continue ascent.

£€0.00 fTop of ascent and point, projects N.; thence along

| N. slope.

65.20 Head of draw, drains N.10°.

72.00 Top of high mountailn ridge, near S. point of same, bears
NW. and 3E.; descend abruptly precinitous 3SW. slope
over sandstone ledges. '

78.5 Point for the reestablished cor. of secs. 23,2,75 and
26.

Land, rough, broken, nearly Inaccessible mountalns;
general E. exposure and SEZ. drainage on E. 40.00 chs.;
Ne. exposure and E. drainage on next 12 chs. and SW.
exposure and drainage on remazinder of mile.

35011, blue and brown clay and rocky of sandstone and

‘ 1imestone formetion; 3rd. and Lth. rates.

'Timber, cedar and. pinon on E. half mile.

EUndergrowth, scattering. short sagebrush on east portion

of mile and service berry bruéh, buck brush and mah-

ogany on W. 20.00 ohs.

From the true point. for the rgestablished cor. of secs.
‘ .| 23,24,25 and 26. |
l . IN.0°28'W., on.true line bet. segs. 23 and 2l. A

.| #ver rough mountaineus land; ascend pracipitous SW. slopg

|
} ' I
{
1




Chains

13.C0

Le.10

cloﬁO

59.64

337\ 133 b
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over sandstone ledges and break of mountain.

Sumit of high mountain ridge, 200 ft. above point for
sec. cor. and 1060 ft. above cor. of secs. 25,26,35%
and 35, bears NW.and SB.; descend abruptly NE. slope,
entering scattering timber and undergrowtﬁ.

Sardstons ledge, 50 ft. high, bears NW. and SE.; continup -
abrunt descent.

Small zully, drains N®.; thence along E. slope.

Low spur, projects E.; descend.

3ottom of canvon, 880 ft. below ridge, drains N.TO%E.3
enter dense timber, bears E. and W.; ascend abruptly
5. slone 20C ft. to

Froporiionate point.

Set an iron post, 3 ft. long, 1 in. in dla.,. 27 ins. in

the zround for = sec. cor., with brass cap marked

1

3 |
!

s23 | s2i : - .
|

1925

from which : . j

A pinon, 16 ins.diam., bears N.29°E., 58 1ks.
dist.,marked 1 S 2, B T

A pinon, 12 ins.diam.,bears S.76:°W., 60 1ks.

dist.,marked > S 23 B T
fontinue abrupt ascent over S. slope.

Top of sandstone ledge, 50 ft. high, bears E. and Wi

continue ascent.

Scur, 250 ft. above ; sec. <cor., projects. SE.; top of
sandstone ledge, 50 ft. high and point on spur, bears
5%. about 1 ch. distant; from this ledge the spur |
br-axs off and descends rapidly to the SE. Leave dehaJ
timber, bears B. and W.; descend NE. slope,

Ledre, 30 ft. high, bears FE. and S.30°B.; thence gver |
land sloping nearly E. through dense undergrowth. 1

Set an iron post, 3 ft. long, 1 in. in dfa., 27 ins. in

the ground for north sixtsenth-section cor. bet. secs.




¥osd b

ﬁ:' .":',ﬁ‘

.. 23 and 2, with brass cap marked
Lo N 1/16
iTet . s23 | s2,

1925

from which
.A spruce, 1l ins.diam., bears N.331°g., 24,9 1ks.
dist.,marked N 1/16 s 24 B T
A sandstone boulder, 6xiixl, ft., bears N..5°W.,
94 lks. distant, marked X BO 323
Cor. stands on E. slope near base of ledge bearing
. N.30°". and S.30°E.
Bsttom of Wild¢at Canyon, 425 ft. below spur at 51,50
. chg.; drains SE; dense spruce timber and tall under-
growth in canyon bottom. Ascend S. slope.
' Proportionate point.
Set an iron post, 3 ft., long, 2 ins. in dia., 12 ins. in

the ground on solid rock and 18 ins. in a mound of

stone for cor. of secs. 13,1,4,23 and 24, with brass

; cap marked

o ’ T135| R8r

i 351 1

! szg“"é?%
. . .. . 1925

| from which

- A cedar, 1l ins.diam.,bears N.7L°E., 145 1ks.

dist.,marked T 13 S R8E S 13 B T
. A sandstone boulder, 10x10x5 ft.,bears S.35%°E.,
70 lks. distant,marked X BO 32

A spruce, 5 ins.diam.,bears S.29°%., &8 1ks.
dist.,marked T 13 SR8 E S5 23 BT
- A spruce, 8 ins.diam.,bears N.733°W., 3C 1lks.

!

| dist.,marked T 13 SR8 EB S 14 BT

;Land, rough mountainous; general SE. exposure and

| dratnage. _

58011, brown clay ioqp and rocky of sandstone formation;
% 2nd. and Lth. rates.

Timber, cedar and pinon with some scattered spruce.

[
}




14.50

18.70

30.80

37.40%
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Undergrowth, #age, seivice berry, o8k, Mlt, and M

»

brush. The N. and‘'E. glope s are covered with a tluck
growth of mountein grass, 10 to 18 ins. tall. ’

Good grazing on portions of mile.

From the reestabiished: cor. of secs. 13,18,19, and 2h
on the E. bdy. of the Tp.;, heretofore described.

“N.89°08'W:, on true:line bet. secs. 13 and 2.

aAscend abruptly over rugged-SE. slope on S. break of
mountain, through dense timber and undergrowth.

High spur, LOO ft. above sec. cer., projects S.30°W.;
descend abruptly over nearly W. slope. & e

Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

the ground for east-sixteenth-section cor. bet. secs,

13 and 2, with brass cap-marked o
- E 1/16 513
s2l
, 1925
from which ﬂ .

A spruce, 16 ins.diam., bears S.55:2°W., 38 1ks.
dist.,marked E 1/16 s 24, B T
A spruce, 16 ins.diam.,bears N.57:°W., 145 lks.
dist.,marked E 1/16 3 13 B T
Cor. stands on steep W. -slope, 150 ft. below spur;
continue steep descent.
Ledge, 50 ft. high, bears NE. and S.30°%,
Bottom of canyon, 500 ft. below 1/16 sec. cor., drains
S¥.; ascend abruptly B. slope 150 ft. to
Proportionate point. -
Set-an ¥ on post, 3 ft. long, 1 in. in dia., 2l ins. in
the ground to solfd rock and subrounded by a mound of
stone for %'seci cor., with bress cap marked




7L.81

A balsam fir, 8 ins.diam.,bears N.581°E., 104

1ks.dist.,marked } S 13 B T
A balsam fir, 5 ins.diam.,bears $.221°W., 15
lks.dist.,marked 3 S 2, B T
Cor. étands on steep SE. slope about, Iy 1ks. from basé
of perpendicular sandstone 1edge avout 60 ft. high,
bears SW. and nearly N. (
The 1line west passes over a High sﬁﬁr risihg abruptlf
about 600 ft. over series of practically inaccessibie

sandstone ledges 20 to 60 ft..high. The west side of

this spur is also rimmed with series of ledges. As

measurement on line is 1mprac£icable, if not impossiblé

I offset as folloﬁé:

S.1°41'E., 19.84 chs., then on offset line

’

N.89°08'W., 37.L0% chs. At 8.10 chs., canyon, drains 3.

At 15.00 chs., spur projects S.
about 5 chs.distant to end.High

ledges on point of spur, bear
.N. about 6 chs. distant.

At 26.00 chs., bottom of Wildcat

canyon, drains S.20°E.
N.1°41'w., 19.8L chs., to true line, on which, at

(Gounted from reestablished cor. of secs. 13,18,19 and
2l on the E. bdy. of the Tp.) The reestablished cor.
of Becs. 13,14,23 and 2. "

Note: From the reestabllished cor. of secs. 13,14,23 and
2l the mouth of a canyon at base of‘high.spur to the
easi, and which drains SW. approximately 3% chs. to '
junction with Wildeat Canyon, bears S. 89°O8 E., about
6 chs. distant. |

Land, high, rough ané broken mountains;hgenefal S.
ex?ésure an& draihage.

Soil, brown clay loam and rocky of sandstone formation;
hth. rate.

Timber, cedar, pinon and séattering sprﬁce.

Undergrowth, service berry, buck, sage and oak brush.

/
N.1°L'E., on true line bet. secs. 13 and 1l.

¢




Chains over rugged mountainous l1and through medium grOWth of
timber and tall undergrowth. Ascend precipitous S.
and SE. slopes over series of ledges 20 to 50 ft.
high.

5.00 Ledge, 20 ft. high, bears NE. and nearly W.
5.50 Ledge, 20 ft. high, bears NE. and nearly W
9.50 Ledge, 50 ft. high, bears NE. and SW.

16.20 Ledge, 20 ft. high, bears NE. and SW.

19.00 Top of steep ascent from canyon and leave dense timber,
bears E. and W.; ascend general‘s. slope.

39.76% Proportlonate point.

Set an iron post, 3 ft. long, 1 in. in dla., 27 ins. in

the ground for I sec. cor., with brass cap marked

2]

sl | s13
1925
from Whiéh
A maple, 3 ins.diam., bears N.453°E., L1 1lks.
dist.,marked 513 BT
An aSpen, 6 1ns.d1am.,bears 8;72°W., 27 1ks.
disi.,marked 1 314BT '
Cor. stands on genﬁle SE. slobe neér N. edge of aspen
timber and oak and ﬁaple unde}growth; 980 ft. above
éec..cor. ‘

45.00 Leave timber and tall undergrowth, bears E. and 3SW.

48.50 -Top of ridge and divide bet. Spring Canyon and Wildcat

‘ Canyon, 200 ft. above I sec. cor., bears N.60°W. and
S.60°E.; descend grassy N. slope.

59.65 Set an iron post, 3 ft. long, 1 in, 1ﬁ dia.; 10 Ins. in
the ground on solld rock and 18 ins. in a large mound
of stone for north sixteenth-sec. cor. bef.’secs. 13
and lh, with brass cap marked . .

| Ig- ' ' | v
51h S13 '
. 1925 |
Raise a mound of stone, 2 ft.base,1} £t .high, l.or core.
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'cgr.‘stands on general N. slope on W. side of top of a

_spur *hich descends and projects about N.5°E.

>

COntinue descent over general N. slope.

79.53 | Proportionate point.

Set an iron post, 3 ft. long, 2 ins. in dla., 18 ins. in
_ thg ground on solid rock and 12 ins. in a mound of
stone for cor. of secs. 11,12,13 and 14, with brass
cap marked ‘ - |

T13S § R8E

1925

from which
& spruce, é ins.diam.,bears Ne 624 g;, 91 1ks.
dist.,marked T 13 S R8ES12BT
A spruce, 6 ins. diam.,bears S.60°m., 28 1ks.
dist.,marked T 13 SR8 E 5 14 BT |
A spruce, 6 ins.diam.,bears N.58°"m., L1 1ks.
dist.,marked T13 SR8ES 11 BT
No other suitable bearing trees or other objects available
and pits are impracticable.
. Cor. stands on steep NW. slope in S. edge of dense spruce
timber, 550 ft. below.top of divide. ,
Note: The position of the reestablished cor. of secs.

11,12,13, and 1L with reference to topography on the

west half mile bet. secs. 12 and 13, the south half
mile bet. secs. 11 and 12, and the east half mile bet.
secs. 11 and 1l 1s consistent with that recorded in
the notes of the ofiginal survey expecially in the
vicinity of the corner. See also note at conclusion
of the line bet. secs. 12 and 13,

Land, rough mountainous; general N. and 3. exposure and
drainage from ridge at L48.50 chs.

Soil, brown clay loam and rocky of sandstone formation;
2rd. and Lth. rates.

Timber, dense cedar and pinon with scattering spruce on

S. 19.00 chs.; scattering aspen on next 26.00 chs.
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8.00

317;80

|

21.00

27.50

31.77

s

|

t

. Undergrowth, sage, oak, maple and scattering patches of

| 5.88°°5'W., on true line bet. secs. 12 and 13,

' Ascend along N. slope near summit of ridge, over rough

. Spur, 150 ft. above head of draw, projects N.; leave

iyt I A 56
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and densé sprucé on extreme N. portion of mile.

dense service berry brush.

Tall mountain grass suitable for grazing.

From the reconstructed cor. of secs. 7,12,13, and 18 on

the E. bdy. of the Tp., heretofore described.

mountainous land through scattering undergrowth.

Spur, 30 ft. above sec. cOr., projects N.; descend along
N. slope.

Head of draw, 155 ft. below spur, drains N.; gradually
ascend along N. slope. 4

Enter dense undergrowth, bears N. and 3.

dense undergrowth, besrs N. and S.; gradually descend.

Intersect the original } sec. cor. which is a sandstone,

11}x10x6 ins., lying on the ground, and marked % on one
face, and witnessed by a few stones deeply embedded in
the ground around cor. |

Reset stone, 6 ins. in the ground, marked } on N. face,
and alongside same,

Set an iron post, 3 ft. long, 1 in. in dia., 20 ins. in
the ground on solid rock and 12 ins. in a large mound

of stone for % sec. cor., with brass cap marked

-

. 812

T T

S 13

1925

Deposit & sandstone, 8x7x5 ins., marked with a cross (X)
on one face at base of monument.

Other accessorlies impracticable.

Cor. stands on general N, slope, 30 ft. below spur and
8.80 chs. N. of top ofhigh mountain ridge. -

Thence




37430 -
38.50
L .00

4
51.70%

52.00

62.50

68.80

1.6l

'N.88°15'W., with continuous measurement.

Descend abruptly NW. slope.

Enter dense undergrowth and scattering timber, bears
N. and S.

Draw, near head, 160 ft. below } sec. cor., drains NW.;
ascend over low rise on N. slope. -

Draw, 230 ft. below I sec. cor., drains N.10°E.; ascend
abruptly.

Set  an iron post, 3 ft. long, 1 in. in dia., 27 ins. in :
the ground for west sixteenth-sec. cor. bet. secs. 12

and 13, with brass cap marked

. 1 512

W 16
S 13
1925

from which

A spruce, é ins.dlam.,bears N.61°E., 113 iks.
dist.,marked W 1/16 5 12 BT

A maple, 3 ins.diam.,bears $.85!°%., Sl 1ks.

| dist.,marked W 1/16 5 13 BT

;Cor. stands on E. slope and near top of high spur

i

projecting N.

jHigh spur, 250 ft. above draw, projects N.10°.; leave

™

dense undergrowth, bears N. and 3. and begin precipitous

descent over W. slope.

| Ravine, 375 below spur, drains NW. about 10 chs. distant,
thence N. Dense spruce timber along bottom of ravine,
also, coal indications extend NW. and SE. along ravinei
Ascend abruptly.

Spur, 160 ft. abqve ravine, projects N. about 10 chs.
distant; leave timber, bears 5.20°E. and NW.; descend
NW. slope 30 ft. to ‘

The reestablished cor. of secs. 11,12,13 and 1k,

Pote: The distance of the line bet. secs. 12 and 13, from
the reestablished cor. of secs. 11,12,13 and 1 to thei
cor. of secs. 7,12,13 and 18 on the E. bdy. of the Tp.:

is approximately 8.00 chs. shorter than that returned
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in the notes of the original survey. This shortage,

in general, is found to exist bet.the original %+ sec.

cor. bet. secs. 12 and 13 and the cor. on the E. bdy.
and the following facts concerning this discrepancy
are revealed in the retracement of the subdivisions
in T.13 5.,R.8 E.;

~hat the orisinal % sec. cor. bet. secs. 10 and 15 i8,

the nearest extant original cor. in a latitudinal

position west of the I sec. cor. bet. secs. 12 and 13 |

A

and that the distance of the'line connecting these
cors. 1is consistent with the record. i

That the sctual topography on the ground bet. the~i‘secJ
cor. bet. sees, 12 and 13 and the } sec. cor. bet. %
secs. 10 and 15 is consistent with that which is !
reported in the field notes of the original survey. ;

That, when countirng distances and reckoning topography |
west from the cor., of secs. 7,12,13 and 18 on the E.
bdy. of the Tp. to the } sec. cor. bet. secs. 10 and
15, the actual topography is discordantly related to
that returned in the original record.

That, with the exception of a spur, L.27 chs. east of

the ¥ sec. cor. bet. secs. 12 and 13 no part of the’

sctual topography on the east half mile bet. secs. 12

and 1% can be made to agree with the record. |
In the absence of any physical evidence, the cor. of éec#.
11,12,13 and 1} was reestablished by proportionate :
measurament, and the position of the cor. so determineé
1s In harmony with the posit{on of satd cor. as des- g
cribed in the original record. Further, several ) g
dilepicated mounds of stone, presumebly established f
by local engineers, were noted near the réestablished i
cor. of secs. 11,12,13 and 14, while on the other handi
no evidence of local surveys was noted at a record
position west of the cor. of secs. 7,12,13 and 18 on
the E. bdy. of the Tp., ndér c¢ould this pdosition be

made in any way to ‘agree with data as recorded in the
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75
3.20

19.52

25.00

29.50
37.80

notes of the original survey.
Lanq{ rough mountaihous; general N. exposure and draihage
- to Spring Canyon. . '
Soil, brown mountain loam and rocky of sandstone form-
ation; 2nd. and 3rd. rahes.'
Timber, scattering patches of spruce and aspen.
Undergrowth, clusters of oak, service berry, buck and
sagebrush.

Good grass for grazing.

N.3538'W., on true line bet. seos. 11 and 12.

Descend RW. slope over rough mountainous land through
short undergrowth. | ‘

Enter dense spruce timber, bears E. and SW.

Ravine, 125 ft. below sec. cor., drailns hE. about 7 chs.,
to junction with ravine from the SE., thence N.; leave
timber, bears NE. and SW.Thence along.rugged E. slope

through dense undergrowth.

' Set an iron post 3 ft. long, 1 in. in dia., 18 ins. in

the ground on solid rock and 12 ins. in a mound of
stone for south sixteenth-sec. cor.bet. secs. 11 and
12, with brass cap marked |
sT
511 512
1925

Raise a mound of stone, 2 ft. base, l1 ft. high, W.of cor.

Point of ridge, 115 ft. above ravine, falls NE.; leave
dense undergrowth, bears E. and W. Descend abruptly
N. slope.

Enter spruce and aspen timber, bears NE. and SW.

Bottom of Spring Canyon and wash, 1 ch. wide, 20 ft.
deep, channelidry, 1450 ft. below point of ridge,
drains E.;»leave timber, beafe E. and W. Begln steep
ascent over rugged S. slope of canyon broken by sandstone

and quartz ledges and through dense, tall undergrowth.



300K A-483 T %o

-y
¢

DEPENDENT RESURVEY O v'l" SION Qi

~ Chalns _ —
‘39.8h Proportionate point.

Set an iron post, 3 ft. long, 1 in. in dia., 14 ins. in

the ground on solid rock and 16 ins. in a mound of

stone for % sec. cor., with brass cap marked

2
r

S11 512
1925 ’

from which
A spruce, 1l ins.diam.,bears S5.8,°W., 210 1ks.
dist.,marked } S 11 B T

Face of sendstone outcropping, bears East, L

1ks. distant, marked X BC 5 12 :
Cor. stands on steep, nearly 3. slope in dense undergrowth‘é
50 ft. above bottom of 3pring Canyon and at the base ﬁ
of E. end of a sandstone outcronping vhich extends
N.80 W,
Continue abrupt ascent.
57.50 Spur, 425 ft. above canvon, projects 3W.; gradually
descend alohg nearly W.~slope.
59.76 Point for north sixteenth- sec. cor. bet. secs. 11 and
12 fails on ®. face of a sandstone outcropping where
I am unable to perpetuate cor., therefore, at
59.86 Set an iron post, 3 ft. long, 1 in. in dia., 10 ins. in
the ground on solid rock and 20 ins. in a large moundi
of stone for witness cor. to the north sixteenth-sec.i
cor. bet. secs. 11 and 12, with brass cap marked
NTE— -
511 | s12

wI|C
1925

from which

A sandstone outcropping, bears East, L 1ks.

dist.,marked X BO S 12

{]
"
i

1

4

!

1

i

%
»
z
-
-
¥

A pinon, 10 ins.diam.,bears 5.6°W., 5L 1ks.
dist.,marked W ¢ N 1/16 S 11 B T

Cor. stands on steep W. slope about 2 chs. E. of a




prominent quartz outcropping.

R . . . |
Continue along W. slope, .

63.00 !Draw, drains SW.; ascend abruptly S. slope. ?
! 73.00 |Top of high ridge and divide bet. Left Fork and Burnt Trée
E Fork of Spring Canyon, 500 ft. above draw, bears N.60°W.
and S.80°E.; leave tall undergrowth and descend abrupt 4

ly over N. slope near east side of dense aspen thicket..

79.68 |Proportionate point.

ESet an iron post, 3 ft. long, 2 ins. in dia., 20 ins. in
|

i the ground on solid rock and 1C ins. in a mound of

|

|

stone for cor. of secs. 1,2,11 and 12, with bracs cap

! marked

| T13S| R8®

| 52| 51

| S 3 '

, 1925
from which

A spruce, 10 ins.dium.,bears H.591°%,, 17 1:s.
dist.,marked T 13 SR8 E S 1BT
A spruce, 8 1ins.dism.,bears 5.10}%s., 60 1xs.
dist.,marked T 13 3R 8 % S 12 B T
A spruce, 10 ins.diam.,bears 3.72°°7., l1 1ks.
dist.,marked T 13 3R 8 ~ 3 11 B T
A spruce, 1l ins.dlam.,bears ;.62%‘w., 58 1:s.
dist.,marked T 13 SR8 E S 2 BT
bor. stands on steep N. slope, 180 ft. below ridge and
. In east edge of dense aspen and scattering spruce
| timber,
%rom this cor., a sandstone, 12x8x3 ins., loosely set in
i the ground and surrounded by a few small stones, marked
‘ with 3 notches on I. and 5 notches on S. edge, bears
N.71°2'W., '1.75 chs. distent. The dimensions of this
stone and the markings thereon are inconsistent with
the record; also, there are no accessories at the
monument. Monument stends on steep N. slope of mountaiq

in dense aspen thicket and immediately S, of the head |

of a draw draining N.10°E. This position is greatly |
|

I T
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the position for the oor. of secs. 1,2,11 aad

( See rield notes of lines bot. secs. 1} lnd 12 lﬂ
bet. secs. 1 and 235 omgiml survey). Therefore, 1Y
i{s concluded that this cor. is of .looal- origin and
t{s not accepted or used in the cont.rol of this resu
I »fface marks on the stone,
Land, rough mountainous; genorn; N. and S. exposure _and
dreinage to forks of Spring Canyon which drain E. '
3011, bro'n‘mountain loam, gravelly and rocky of sand-
stone and ~uartz formation; 2nd. and Lth. rates.
T!mber, scattering patches of dense aspen and spmcd.
!ndergrowth, oak, sage, service berry, buck brush and

mahogANny .

Tall mountein grasc on N. slopes sultable for grazing.

From the reconsiructed original ;:or. of secs. 1,6,7 and
12 on the 2, bdy..o.' the Tp., described ‘on ‘page 18 °
in this dook of fleld notes.

3.89°32'W., on true line bet. secs. 1 and 12.

Lascand abruptly general SW. slope of ridge over rough

mountainous land through scattering scrub timber and

undsrgrowth.

]

+£C Craw, 90 ft. below sec. co:"., drains 3W.; mauany
ascend.

.40 Spur, 30 ft. above draw, projects 3'.; dolcond ubruytly.

8.C0 Lraw, 90 ft. below spur, drains 8¥. gredually ascend.
1C.7¢C Low spur, projects 8¥.; descend abruptly.
1L.7C Crew, 100 ft. below spur, Ml S¥.jgradually ascend.
14,20 Spur, projects 8. .-bont 2 t;hs. du-'.u;f:.; duu'ndg
17.45 Small freme house on 1line; this house 1s near the mf*
Mormnunnmmmmm auu '

:, northwesterly along the bottom of m .
19.95 0!4 trameay, beare ﬁ. ﬁ '. R N

13

fomsoe e



21.00 [Road, bears KW. to Morton Nining camp and SE. to Helper,

o Uteh. -

21.70 |Rock building, 20x30 ft. on line; this building is used
* for a blacksmithr shop by the Mutuel Coal Co.

22.1,0 |Bottom of Burnt Tree Fork of Spring Canyon and small

| stream of water, course SE.; ascend abruptly E. slope,
entering tall, dense undergrowth.

22.7% |Power line, bears NW, and SE.

35.00 Top4of steep ascent and leave tall undergrowth, bears K.
' | and S.; thence along general N. slope.

39.66% Proportionate point.

'Set” an 1ron post, 3 ft. long, 1 in. in dia., 70 ins. in

the ground on solid rock and 10 ins. in a mound of

| stone for I sec. cor., with brass cap marked
l

é . 51

! T

i 512

| 1925
‘ from which
An aépen, 6 ins.diam.,bears 5.62°7., 38 1lus.
dist.,marked 2 S 12 B T
No pther suitable bearing trees are avallable,
and other accessories are impracticable.
fCor. stands on N. slope, 470 ft. above canyon, in east
; edge of small.brushy thickét.
;Continue along N. slope.
6. 20 ‘Spur, 80 ft. above } sec. cor., projécts H., descend
~ abruptly.
55+50 ERavine, 250 ft. below spur, drains N.; enter dense, tall
‘ undergrowth and scattering timber, bears N..and 3.
} ascend abruptly. |
57.00 %Léave timber, bearé N. and S.
58f€3 %Set an iron post, 3 ft. long, T in. in dia., 28 ins. in
E the groﬁnd for west sixteenth sec. cor. bet. secs., 1

and 12, with brass cap marked

1 51
W lo

512"
1925



i Chains

70,00
70.50

78.17

6.00

19.91

!
]
i
I

-| tndergrowth, patches of dense, tall, oak, service berry,

!

lLand, noughﬁmbuntainous; general N. and SW. exposure

' Considerable mountain grass on the N. slopes suitaﬁie

DEPENDENT RESURVEY OF Tﬂg SUBDIVIBIOﬁ GF

from which : . C,
A spruce, 6 ins.diam.,bears N. 88°R.,: Sh 1!!.

dist., marked W 1/16 S 1 B T &‘y
A spruce, 12 ins.diam., bears 3. 703°g., 186 1I
dist.,marked W 1/16 $ 12 B T :
Continue abrupt ascent.
Leave tall undergrowth, bears N. and S.

Spur, 390 ft. above ravine, projects apd descends N.;

bears N.68°L5'E.

Gradually descend across head of swale draining N.

The reestablished cor. of secs. 1,2,11 and 12,

and drainage into fork of Spring Canyon which drains
SE.
Soil, gravelly, rocky and mountain loam; sandstone and
guartz formation; 2nd. and uth.vrates.

Timber, scattering clusters of spruce, pine and aspen.
maple and buck brush. ‘ .

for grazing.

N.3°19'E., on true line bet. secs. 1 and 2.
Desgend abruptly over rough‘mountainous land through .
scattering timber and dense, tall uﬁdergroﬁth.
Draw, near head, drains N.1l0°E.; leave timber, bears
E. and W.; beging descent over nbrfheastérly slope.’
Set an iron post, 3 ft. long, 1 in. in dia., 18 ins. in

the ground on solid rock and 12 ins. in a mound of

stone for south.sikteenth'sec. cor, bet, sees. 1 and

2, with brass cap marked
s 6
Sl

1925

from which



An aspen, 8 ins. diam.,bears S. 76°E., 191 1ks ,
diat., marked § 1/16 S 1B T
No other suitable bearing trees are avallable

and other accessories Qre impracticable.

cbr. stan&s on steeb'E. siope in denée oak brush.
24.00 |Bottom of Burnt Tree Fork of Spring Canyon, 600 ft. beloﬁ
sec. cor., drains SE.; ascend through dense oak br'ush.T
29.00 {01d road, boars NW. and 3FE. '
29.50 |Leave dense, tall undergfowth, Benrs NW.‘and 3E.; ascend

abruptly over general S. slope.

39.82 |Proportionate point.

§ | g80£ an f{ron post, % ft. lona, 1 in. in dié., € ins. in
: 2 the grou?d for = sec, cor,, with braus can merked
: 1
| o 52 | s1
_ 1975
‘Raise & mound of stone, 7 ft.hase, 1 ft.hipgh, ".of cor.

cor. 8tande on steep SW, slope, 200 fL. 2hiove convon.

‘Continue pr"cipitoﬁs ascsnt over 3. slop~.

54.00 gﬁiah. rocky ridge spﬁr, hﬁb ft. nbove | sec, cor.,
bears Y. and 3R.; degcend atruptly over i, and L%,
slopes entering d: nse, tall underircuth.

. 79.75% The reconstructed orizinal cor, of secs. 1,7,35 and 36

" on the . bdy. of the Tp. heretofore described, 600

. ft. below ridge.

Land. rough mountainous; general i, and 5. exposurs« and
drainage lnto canyons whioh drain SE.
{

55011. mountain loam, gravelly and rocky of sandstone and .

1imestone formation; °nd. and Lth. rates.

Timber, acattéring gapruce on south portion'of mile.
Undergrowth, oak, sage, service berry, maple, buck brush
mahogany‘and mountain grass. ' '

Good grazing on portions of mile.

From the reconstructed original cor;-of sécs. 2,3,34 and

35 on the south boundary of the Tp. heretofore descfibed.
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T e o T

T e

e halns
N.O°C“'?.; on true line bet. secs. 34 and 35.

3radually ascend over rolling.mountainous land through
scattering undergrowth.
7.1 Ridge, 30 fL. above secC. COTl., bears NW. and SE.;
gradually descend. .
1£.00 Becin abruot descent, bears 5Z. and 7.

23,55 2Rase.of d23c=nt and enter bottom lands of Gordon Creek

can7on, bears T. and W.

&)

27.15 TYash, drains

1~.00 atn botiom of Gordon Creek Canyon and wash, 50 lks. wide, |

30 ft. deep; stream of alkaline water, 6 1ks. wide, 3
ins. de2en in wash, course SE. |
'“.11 Tne ortrinal ! sec. cor., which is a sandstone, 16x12x5

ins. above ground, firmly set, marked * on W. face,

and wi+ness2d by 2 mound of stone, 2 ft. base, 2 ft.

tlongside ortsinal cor.,

.....

Set an iron nost, 3 ft. long, 1 in. in dia.; 27 ins.in

1

the zround for : sec, cor., with brass cap marked

|

t

|

!

|

}

|

i

1 i
4 i
53l | s35 '
1925 |

from which

|
A . : -
% ninon, 10 ins.diam.,bears N.27%°R., 123 1ks.
: . ?
dist.,marked 2 S 35 B T :

|

!

A cedar, | ins.diam.,bears N.19%°W., 135 1ks.

!

dist.,marked X 5 3}, B T |
Cor,., stands et base of S7. slépe at edge of bottom land

E
|
on N« side of Gordon Creek Canvon, 300 ft. below ridgei
Tenca ' E

i

%.0°21'"., with continuous measurement.

Ascand abruptly S¥. slope through scattering timber,
. t
L7.70 Top of small ledge and N. rim of canyon, 130 ft., above {

3
: 8@c. cor., bears N¥. and SE.; thence over broken lan#.

68.60 Road, bears NW. to Coal City and SE. to Price and Helper,

Utah. ‘,



77ah

I

The proportionate point for the cor. ot secs. 26,27,3
and 35 will full in cultivated t'ield, therefore, at
“this point,

34, and 35, with brass cap murked
. . C .
T13, | rBi

aevjr_s.e._ew

a3l | 335
1925

80.57

from which
‘A cedar,'é ins.diam.,becrs S.I'°%"., 230 115,
dist.,marked 7 ¢ T 1% 3 REBws 35 37
A cedar, é ins.dlam.,beurs $.297°7., 196 1.s.
diét.,marked WCT13 3R8®m s 3 v
No other guizabln b-arinm tress cvnilable.
Ralse a mound of stone, 7 ft. base, 1 ft.hizh, ".of cor.
Cor. stands in south edge of cultivated field, bears =.
and ®.; thence across field.,
Proportionate point for the cor. of sens. 74,27,3)} and
35 falls in field.
Leposit a sandstone, 12x10x3 ins., mark. with a cross

(X) on ton, even with the gurface of the cround.

Land, rolling mountainous and broxan bench land; general

S. exposure and drainage.

Sotl, urown loam, clay and rocty of sandstone formation;

[

-2nd. and 3rd. rates,.

ﬁimber, scrub cedar and pinon on N. portion of mile.

Undergrowth, sagebrush, scattering service berry, oak-

|

and buck brush.

From the.reconstructad cor. of secs. 25,726,325 and 36.
B.8§°hhfw., on true line bet. secs. 26 and 35.

Pescend over rough, broken bench land through scrub timbe#

and short undergrowth.

|
Set- an iron post, 3 ft. long, 2 ins. in dla., 2 1Ins. 1n§

the ground for witnese cor. to the cor. or secs. 26,27,

|
!
|
|

|
|
|




- Lo. 69 Proportionate point.

Chains]

.05 ;Sandgtone boulder in place, 3x2x2 ft. showing, marked

' with a cross (X) on top of same.
i

5.4,0 . National Coal - Railroad, (now under construction) bea

E NW. and SE.; leave timbep, bears NW. and SE;
12.10 j Wash, 25, lks. wide, 20 ft. deep, drains SE.; gradually
T ascend. , S,
22.00 ?Enter scrub timber, bears N. and S.
30.00 'Low spur, projects S.; descend.
31,60 gGully, drains NW.; ascend.
33.60 :Low spur, projects N.; gradually descend.
38,30 Wash, 25 lxs. wide, 15 ft. deep, in draw, drains S.;

ascend 60 ft. to

Set an iron post, 3 ft. long, 1 in. in dla., 28 ins. in
the ground for * sec. cor., with brass cap marked

5 26

i

5 35
1925
from which
.A cedar, 6 ;ns.diam.,bears s.812°., 5l 1ks..
dist.,marked 1.8 35 B T
“A pinon, 10-ins.diam.,bears N.321°§., 109 1lks.
dist.,marked 1 5 26 B T
‘Cor. stands on S. point of low spur, prbjebts S. and
| about 5 chs. S. of the Mational Coal L Rajlroad.
Gradually descend. .
L2.50 Wash, 50 lks. wide, 10 ft. deep, in draw, 30 ft. below
: 1 sec,lcor.,,drains S.; thence in draw.
h3.75‘%Leave wash, comes from the 3W. \
47.60 i Same wash, drains SE.; leave timber, bears NW. and SE.
58.40 Road, bears N. and S§.
58. 60 . Fence and.enter cultivated land, bears N. and §.
6.50 'Leave field, bears N, and 5. o
69.80 |Wash, 30 1ks. wide, 20 ft. deep, drains SE.
71.80 }01d road, bears NW. and S3E..

76.4,0 }Enter cultivated land, bears N, and §,



L.20

9.20
19.20
20.90

26.go
27.70
30.70
130.90
33.00

37.50
Lo:ly2

- |No-trace of the bearing tree described in the original

»

The reestablished point for the cor. of secs. 26,27,3L
and 35.

Land, broken bench land; genéral 5. exposure and drainage

801i:_browp and blue clay loam, grévéllj and rocky of
sandstone foymation; 2nd. and érd..rates.

Timbgy, sca?tering s crub cedar'énd pinon.

Undergrowth, sagebrush, service berry and buck brush.

t N €

From the true point for the reestablished cor. of secs.

26,27,3l and 35.

/ . . .
N.1°8'W., on true line bet. secs. 26 and 27.
Over cultivated land.

National Coal . Reilroad, (now undor construvtion) bears

E. and w.

Wash, 25 1ks. wide, 15 ft. deep, drains SE. v |

Road, bears NV. and 3E.

'Leave cultivated land, bears E. and W.; enter broken and

rolling bench land.

|
|
|
Wire fence, bears E. and W. !
Enter oak brush, bearé E. énd W.'
Leave oak brush, bears E. and w.
Wire fence, bears NW. and SE. i
Enter scattering scrub timber and begin descent into
draw, bears NW. and SE.
Bottom of draw, 60 ft. deep, drains SE.
The original % sec. cor. which is a sandstone, 10x12xl
ins. above ground, firmlf set; ‘marked  on W. face

and witnessed by a mound of stone, 2 ft.base, 1% ft.

‘high, W: of cor.

record,
Alongside cor., |
Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

the ground for } sec: cor., with brass cap marked

.
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DEPENDENT RESURVEY OF THE SUBDIVISF Tol} 3-,3.

1

4

s27 s26
1925 -

from which

A pinon, 10 ins.dlam.,bears N.39°E., 375 lks.
dist.,marked + S 26 B T
A pinon, 8 ins.dlam.,bears S.54%°W., 59 1lks.
dist.,marked + 3 27 B T ’
‘Ralse a mound of stone, 2 ft.base, 2 ft.high, W.of cor.
vCorl stands near top of 5W. slope and on E. side of a
draw draining SE.
Thence ‘
N.0°03'W., with continuous measurement.
78.10 Drawy, drains SE.

. 80.71 The original cor. of secs. 22,2%,26,and 27, which 1s a
sandstone, 8x8x12 ins. above ground firmly set, marked
with 2 notches on E. and 2 notches on S. edge, and

‘witnessed by a small mound of stone, W. of cor.
Alongside cor.,
Set an iron post, 3 ft. long, 2 ins. in dla., 27 ins. in

the ground for cor. of secs. 22,23,26, and 27, with’

" 7133 R8E ’ -
522| S23 ‘
3271 52 B

1925

brass cap marked

from which : .

A pinon, 6 ins.diam.,bears N.753°E., 325 1lks,
dist.,marked T 13 SR8 E S 23 B T

. No other bearing trees or objects avallable.’

Raise a mound of stone, 2 ft.base, 2 ft.,high, W.of cor.

Cor. stands on gentle SE. slope about 2.50 chs. 3W. of
the base of a small knoll about 20 ft. high.

Land, rolling bench; general 5. exposure and drainage.

.S0ll, brown clay loam stireaked with gravel and rock of

5 sandstone formation; 2nd, and 3rd. rates.

Timber, scrub cedar and pinon on N. portion of mile.
!

i
i




it
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Undergrowth, sagebrush, greasewood and oak.

From the true point for the reestablished cor. of secs.
23,24,25 and 26.

- |N.89°13'W., on true 1line bet. secs. 23 and 26.
f Over rough mountainous land; descend precipitous S. and

SW. slopes broken by high sandstone ledges.

5
i 28.00 |Base of steep descent; continue descent over talus slope ;
! facing SW., through scattering scrub timber and shoft

l undergrowth.

f 39.25 [Proportionate point.

. '

Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

the ground for ! sec. cor., with brass cap marked

i
!
| S 23
| =)
; 1
| s26
| 1925
¢ from which
A pinon, f ins.dlam.,bears 3,70°"., L3 1xs.

dist.,marked ' 3 76 B T

It

A pinon, 8 ins.diam.,be~rs N.117°7., 18 1ks.
" dist., marked } 5 23 B T
Cor. stands on generul W. slope-at SE. end of sandstone
: outeropring 20 ft. high.’and 56 ft. long beéring N,
: and SE., 700 ft. below sec. cor. noint. '
L41.50 zDraw; 50 ft. below } sec. cor., drains 5.20%7.; ascend.
57.30 g‘Spur', 50 ft. above draw, projecis SW.; descend.
63.70 Draw, 180 ft. below spur, drains S.; ascend over bench
. land.éo ft. to ‘ - . '
78.50 'The cor. of secs. 22,23,26 and 27.
‘ Land; ®, bortion of mile precipitous S. and SW. breaks
of high mountain, broken by sandstone iedges 20 to
50 ft. high; central portion rough talus slope strewn
with large sandstone boulders and western portion,
rolling and broken bench. General exposure and dralnage
west. ‘
8011, blue clay and rocky of sandstone formation; Lth.

rate,
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DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13% &, ﬂn

" chains|
1 o lTimber', scattering scrub cedar and pinon.

Uhdergrowth, sage, scattering service berry and oak b

| 'N 0°37 'E., on true line bet. secs. 22 and 23.

T .| 1ng timber and short undergrowth.

j 14.40 :Top of knoll; continue over bench.

j 33,50 'Leave bench, enter rough mountainous land and dense
timber, bears NEB. and SW.; descend..

. 28,40 Gulch, 60 ft. deep, drains SW.; ascend.

. Lo.52 ‘Proportionate point.
Set an iron post, 3 ft. long, 1 in. in dia., 26 ins. in

the ground for I sec. cor., with brass cap marked

1

a4

S22 523
1925

from which
A pinon, 12 ins.diam.,bears N.22!°E., 38 lks.
dist.,marked ¥ S 23 BT
A ﬁinon, lh 1ns.diam.,bears 5.89°%., 48 1ks.
dist.,marked + 5 22 BT
Cor. standsAon steep W. slope of a point whicﬁ falls
SW. ’ | |
Continue'along W. slSpe through'dense tlﬁber.
c 15.30 Canyon, dralns SW., begin abrupt ascent over rocky talus
_ slope facing SE. t
60.78 ‘Set an iron post, 3 ft. long, 1 in. in dia.,'lz ins. in
| the ground on solid rock and 18 ins. in a mound of
stone for north sixteenth section cor. bet. secs. 22
j : and 2%, with brass cap marked
‘ N‘fﬂ?‘
i s22 | s23
i 1925

'No suitable bearing trees available and other accessoriea

| at this cor. are 1mpracticable.




DEPENDENT RESURVEY

Cor. stands on steep talus slope facing SE., 450 ft.
above canyon.
Base of setries of sandstone ledges and high break of

mbuntain, bears NE. and SW.; ascend abrﬁptly.'

"$0.00 {Righ mountain spur and top of steep ascent, 1340 ft.

above sec. cor., projects SH.; thence along W. slope.

The original cor. of secs. 14,15,22 and 23, which is &

with 3 notches on S. and 2 notches on E. edge; no
accessories to cor.

Alongside- cor.,

Set an iron post, 3- ft. long, 2 Ins. in dia., 6 ins. in

the ground on 80l1d rock and 2l ins. in a large mound

cap marked

i Slz | 31l
3221 323

192%

trorm which

bears S.LL'°R., 3} 1ks. distant.

Sandstone boulder, lLxlixli ft. showing, marked

No suitable bearing trees nor other bearing'

objects are available.

Cor. stands on open W. slope of top of high mountain
spur, projects 3SW,

Land, broken bench on 3. 33.50 chs. and rough mountains
on remainder .of mile, a portion of which consists of
a high break, broken and rimmal with sandstone ledges.
q?neralls. exposure agd draingge.

8011, brown and blue clay and ?gcky of sandstone form-

g@ion; 3rd. andtyth. ?ates. '

Timber, cedar and pinon with sgé;tering spruce on N. .

portion of mile.

l
i
!
|

sandstone, Bx8x6 ins. above ground,  firmly set, markedf

i

of stome for cor. of secs. 14,15,22 and 23, with brass

Face of sandston® ocutcrer-in,., wrle@ X BO S 23,

X BO 822, bears S.2L47°W., 38 1ks. distant.

i




Chalns

| Undergrowth, sage,

From the reestablished cor. of secs. 13,14,23 and 24.

1N.8€°63'W.. on true line bet. secs. 1l and 23.

3,00

5.0C

18.00

£2.00

25.50

32,320

35.50

37.42

30K A4 0

Bottom of canyon and wash, 30 1lke. wide, 20 ft. deep,
Leave timber, continue through d=2nse undergrowth, bears
Point, LOO ft. above canyon, projects NL.; leave dense
.Draw, drains N®.:; dense spruce timber along bo*tom of
Ledge, 3C ft. high, beurs I, ard S.

Top of steep ascent, €30 ft. above draw, berrs ll. and S.;
Spur, 50 ft. above top of steep ascent, projects 1L.30°E.;

The original 1 sec. cor., which is a sandstone, 16®10x5

Set an iron post, 3 ft. long, 1 in. in dia., 1% ins. in

Cor. stands on steep, general N. slope in edge of dense

DEPENDENT RESURVEY OF THE _SUBRIVES ON_Q a..R

oak, service berry and buck brush.

dense timber and'undergrowth.

drains SE.; ascend abruptly HNF. slope.

N¥. and SE.

Al

underarowth. Thence along ii. slone.

draw; reenter dense, tall under.rowth and begin

nrecipitous ascent over ®. slope.

continue to ascend.

thence along N. slorpe.

Ins., loosely set in the ground, marked 1 on N. face

.and witnessed by a scattered mound of stone ¥. of cor.

the ground to solié rock and 15 iIns. in a mound of
stone and stand original cor. monument alongside post

for + sec. cor., with brass cap marked

sil

323
1925

P

from which
A spruce, 12 ins.diam.,bears S.L9:°%., 107 lks.‘

dist.,marked £ 3 23 B T

A spruce, 16 ins.d{am.,bears N.581°%., 102 lks.:
dist.,marked 3+ 3 1, B T



Lo.55

b3.00

L45.00
" 47.00
L8.60
52.00

57.14% Set an iron post, * ft. long, 1 in. in dia., 27 ins. in

62.50

75480

i/‘
76.87

‘pg?gﬂDENT RESURYE¥ OF THE SUBDIVISION OF T.13 5.,R.8 E.

g e I

éﬁruce timber.

Thence

N.89°17'W., with continuous measurement.

Descend abruptly NW. slope through dense timber.

Draw, 110 ft. below 1 sec. cor., drains N.; ascend
abrﬂptly.

Leave(timbef, besrs N. and's.

continue ascent over grassy slope.

the ground for west sixteenth section cor. bet. secs.

{e .
1L and 23, with brass cap rmarked

1l 31l

wie T
523
1925

from which

Point on sandstone bauléer,lx3x? ft.,marked

¥ BO S1l, bezrs 1i.1°R.,28 1lks. distant.

. . Point on sandstone boulder, LxZ 7 ft.,marked

S BO S23%, berrs S.65%°%.,18 lks.distant.

iProm this car. U.S.Geolopical Survey Bench Mark, located

% 10 chs. distant.

Draw, 30 ft. below point, drains N%.; ascend abruptly.

iLeave tsll undargrowth and timber, bears WW. end S.3

on a high point of ridge, bears N.L45%., approximately

Point, 145 ft. above draw, projects N.; gradually descend.

Enter dense timber aﬁa tall undergrowth, bears 1. and SE.

%Cor. stands on top af high mountain ridge, 270 ft. abovej

draw, bearing NW. .and SE.

timber and medium growth of underbrush.

SW.; ascend steep S. and 3E. slopes.

deacend .10 ft tq.

|

!

1

|Descend abruptly into head of canyon, entering large
Bottom of canyon, near head, 140 ft. below ridge, drains

High ridge spur, 2Q0 ft. above head of canyon, projects

SW.; leave timber and undergrowth, bears NwW. and SW.;

The reconstructed original cor, of secs. 1L,15,22 and 23.

I e .
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Chains

I
|

4 g and willow brush.
i

Considerable grass on the Ne. slopea suitable for grazins

Ly.oﬁo
8.00

13,00

2L.00

28.00

o

36.5C

39.56

w

'Set an -iron post, 3 ft. long, 1 in. in dia., 27 ins. in

BUUR A"403

DEPENDENT RESURVE! OF Tﬂw“ﬂ&9&7!ﬂﬂﬂﬁdﬂﬁ1ﬁl

Land, high, rough, broken mountains, senarll Il,;
on E. 57.1 chs. and 8. exposure on remninder of uz‘

|
|
t
|
; Drainage 5. ,
|
l
\

5011, brown mountain loam, streaked with rock and sand
outcroppings, 2nd. and hth. rates.

i
T

Timber, scattering patches of dense spruce.

Undergrowth, oak, sage, service berry, buck, maple

N 0 59 W., On true 1ine bet. secs. 1h and 15.
Descend along grassy and rocky W. slope, over nountain.
1and.
swale or head of draw, drains 3. 70°W., agcend,
Spur, 50 ft. above head of draw, projects S.T0°W.;
} descend abruptly NW. slope broken by sandstone out -
cropplings.
Head of ravine, 150 ft. below spur, drains S.80°W.;
. ascend abruptly broken SW. slope.
?High‘ridge, 250 ft. above head of raﬁine, bears NW. and
SE.; descend N. slope.

| Enter aspen timber and dense undergrowth, bears E. and

}Draw, 220 ft. below ridge, drains NE.; thence along E.
; slope. .

1

| Proportionate point.
i

{

{

the ground for + sec. cor., with brass cap marked

1
515 .1 sik°
192 o

from whioch . . R

An aspen, 6 1n5ad1am.,baars N. lcé“E., 100 lkﬂW
. " dist.,marked $+ S WL BT - - ..
An aspen, 8 1ne.diam.;beabs N.619W., 7351ka-




. . 1 -

ains

i’ul.oo
50420

59.31%

6l .00

72.00

79.00
v
79.13

DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 5.,R.8 E.

]

Cor. stands on E. slope in small opening in aspen timber.

Small spur, projects E.; descend general NE. slope.

Bottom of Wildcat Canyon, heads about 15 chs. NW., 100
ft. below I sec. cor., drains SE.; leave timber, bears

" NW.- and SE., thence ascend general S. slope- through
scattering oak and dense sagebrush.

Set an iron post, 3 ft. long, 1 in. in dia., 26 ins. in

i
i

the- ground: for north sixteenth-section cor. bet. secs. '

1l end 15, with brass cap marked

1
N "I
515 | sil
1925

Raise a mound of stone, 2 ft base, 1 ft high, W.of cor. -

Cor. stands on S. slope, 250 ft. above Wildcat Canyon.

Continue ascent.

Top of high fidge divide between fork of Spring Canvon
and Wildcat Canyon, 50 ft. above N. 1/16 sec. cor.,
bears N. 70°W and S 70°E., leave oak brush and begin
descent over N. slope through tall mountain grass and
scattering patches of service berry brush.

Enter aspen aﬁd very scattering spruce timber, bears E.
and W. - - “ ’ ' "

Draw, 325 ft. below ridge, drains NE.

Proportionate noint.

Set an iron post, 3 ft. 1ong, 2 ins. in dia., 27 ins. in

- the ground for cor. of secs. 10,11,1L and 15, with

brass cap marked

T1%35, RBE
s10| 511
S15 | s14

1925

from which
An aspen, 6 ins.diam.,bears N.}j12°r., 36 1ks.
dist.,marked T 13 SR8 E S 11 B T
An aspen, 8 ins.diam., bears S.277°E., LO lks.

dist.,marked T 13 SR8 E S 14 BT




DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 8.,R.8 E,

. Chains!
!. o f An aspen, 6 ins.diam., bears s.633°,, 36 lks.

dist.,marked T 13 SRBE S 15 BT

. A An aspen, 7 ins.diam.,bears N.127°W., 62 1ks,
; [ ]
dist.,marked T 13 SR8 ES10BT

i

'Cor. stands near bottom of draw draining NE.; Jjunction of '

draws from the SW. and SE., bears NE. about 5 chs.

distant..

.Lend, rough mountains with general N. and S. slopes of

ridges into canyons and draws draining SE. and E.
Soil, brown mountain loam streaked with gravel and rock E
of sandstone formation; 2nd. and Lth. rates. %
Timber, scattering patches of dense aspen and scatteringg
spruce. |
ﬁndergrowth, oak, saée; service berry, buck and willow
brush. '

Good growth of mountain grass, suitable for grazing.

From the reestablished cor. of secs. 11,12,13, and 1L.
N.88°35"'"., on true line bet. secs. 11 and 1l.

Descend NW. slope over mountainous land through dense

timber and scattering undergrowth.

2.05 Draw, L5 ft. below sec. cor., drains NE.; ascend abrubtlf

E. slope of high ridge. !

32.75 Enter dense oak brush, bears NE. and SW. %

6.30 Leave timber, bears NE. and SW. |

‘ 17.30 iLeavé'oak brush and enter éspen £hicket, bears N. and S.

18.00 jLeave thicket, bears N. and §. I

| 19.91 :Set an iron post, 3 ft. long, 1 in. in dia., 6 ins. in

the ground on solid rock and in a 1§rge mound of stone |

for east sixteenth-section cor. bet. secs. 11 and 1k,

with brass cap marked

1 S11

E 15—
51l
1925

' from which

An aspen, 6 ins.diam.,bears N.88°E., 212 1ks.

>




 Ghains

21.70
32.00

36.55

39.81%

43 .00
L7.60

56.25

59.72

dist.,marked E 1/16 S 11 B T
An aspen, 6 ins.diam.,bears S.T4°E., 202 1ks.
. ©  dist.,marked E 1/16 S 1, B T
|Cor. stands on E. brink of ridge, 630 ft. above draw, .
bears N. and 8.
Thence along grassy and rocky N. silope.
Ridge, bears N. and S.; descend abruptly NW. slope.
Enter dense spruce timber, bears NW. and 3E.
Canyon, 480 ft. below ridge, drains N.; ascend abruptly
105 ft. to
Proportionate point.
Set an iron.post, 3 ft. long, 1 in. in dia., 27 ins. in
the ground for % sec. cor., with brass cap.marked
S11

S1ly .
1925

wi

from which

A spruce, 16 ins.diam.,bears N.75§ .y 38 1ks.

" dist.,marked 1§11 BT
A spruce, 8 ins.diam.,bears 5.70%°E., 31 1ks.
dist.,marked 3 S 1 B T

Cor. stands on steep N. slope in dense spruce timber, 50
1ks. S. of a small draw draining E. |
Continue along N. slope.
Draw,'drains ﬁearly E.; escend abruptly E. slope.
Leave dense spruce timber, entef scattering aepen and
oak brueﬁ, beers NE. and's.
Spur,v525 ft. above 1 sec. cor., projects N.30°E.; leave
timber and undergrowth, bears N.30°E. and S. 30°%.
Thence along grassy and rocky N. slope across head of

3

draw draining N.

ket an iron post, 3 ft. long, 1 in. in dia., 12 ins. in

the ground on solid rock and 18 fins. in a mound of

1L, with brass .cap marked

stone for west sixteenth-section cor. bet. secs. 11 and




DEPENDENT RESURVEY OF THE SUBDIVISION OF 1% ®

Chains 1 s | , 'i'icf
s1h
192%

Impracticable to build accessories at this cor.

£2.60 Spur, projects N.35°W.; an 01d sheep corral on E. side

of top of this spur, bears N.35°W. approximatelj 10
chs. distant. Descend abruptly over general W. slopa.‘?
72.50. Znter.dense aspen and scattering spruce t imber, bears.
N. and 8.
7%5.0C Draw, 335 ft. below spur, drains NW.; ascenrd.
7R.0C Low spur, projects N.; gradually descend.
79.4,0 Draw, drains NE.; ascend.
79.63 The reestablished cor. of secs. 10,11,1l and 15.
Land, rough mountainous; general N. exposure and dralnage
to fork of Snring “anyon which drains E.
Soil, brown mountain loam streaked with gravel and rock ¢
~ sandstone formation; 2nd. and 3rd. rate.
Timber, dense aspen and spruce thickets.
Undermrowﬂh, sage, service berry, oak, maple and buck
brush. B

Goodvgrowth of mountain érass, sultable for grazing.

11.2°32'Ww., on true line bet. secs. 10 and 11.'
Cver rough mountainous land through densé timber and
scattering undergrowth. Descend E. and NE. alopes along
e sida of draw,
11.85 Bottom of draw, 170 ft. below sec. cor., drains N.30°ﬁ.:
leave timber and eﬂter deﬁse undergfowth of oak brush,
bears N.30°%, and SE., gradually ascend along 3W. and
7. slopps.
19.80 3Set an iron posﬂ, 3 ft. long, 1 in. in dia., 27 ins. in
the ground for south sixtesnth-section cor. bet. secs.

10 and 11, with brass cap marxed

8 IE
310 811

1925 ‘ -




25.50
26.00

37,140

39.60

53.50
58.80
ély. 60

£7.00

79.20.

DEPENDENT RESURVEY OF THE SUBDIVISION O]

Raise a mound of stone, 2 ft.base, 1} ft.high, W. of cor.

Cor. stands on steep W. slope In N. edge of dense oak |
brush.

Continue along W. slope leadving tall undergrowth.

Spur, projects NW.; descend abruptly over N. slope. \

Enter 5pruce and aspen timber and tall oak, service berry%

and buck brush, bears NW. and SE.

Bottom of fork of Spring Canyon, dry, 375 ft. below spur,;

" drains N.60°E.; leave timber, ascend abruptly S. slope
through dense undergrowth.

Propdrtionate point.

Set an iron post, 3 ft. long, 1 in. i{n dia., 20 ins. in

for I sec. cor., with brass cap marked

bjea

© 310 511
1925

from which

A spruce, 18 ins.diam.,bears 3.5°E., 2466 1lks.
dist.,marked * § 11 B T

A spruce, 1l ins.diam.,bears 3+27°W., 267 lks.
dist.,marked 4 5 10 B T

Cor. stands on steep 3. slope, 105 ft. above canyon.

Continue abrupt ascent over S. slope.

2

Spur, 285 ft. above I sec. cor., projects N.BO°E.; leave

dense undergrowth and descend abruptly over N. slope.

Enter scattering spruce timber and maple undergrowth,

bears E., and W.

Enter aspen timber, bears E. and W.

canyon, 355 ft. below spur, drains SE.; leave timber,
bears NW. and SE. and ascend abruptly 300 ft. over §.

.slppeitprough dense! tall undergrowth,

Proportionate point.

the ground for cor. of secs. 2,3,10 and 11, with brass

cap marked

the ground on solid rock and 10 ins. in a mound of stone

: |
Set, an iron post, 3 ft. long, 2 ins. in dia., 27 ins. in




DEPENDENT RESURVEY OF THE SUBDIVISION OF T
Chains' 7138 | RE .?vw[.
, "33 ‘se
" 310 !'s11 .
1925

Raise a mound of stone, 2 ft.base, 13 ft.high, w.pr cor.:
Land, rough mountainous; general N. and 5. s}opes of -
ridges and spurs into canyons draining E. o
Soil, brown loam and rocky of sapdstone formation; 3rd.
and Lth. rates. )
Timber, dense aspen and spruce th%cket; on the N. slopes
. and in bottoms of the canyons.
Undergrowth, oak, sage, servige berry, maple, buck brgsh
and willow.

€

Good growth of mountain grass, suitable for grazing.

From the reestablished cor. of éebs. 1,2,11 and 12.
N.88°,9'm., on true line bet. secs. 2 and 11.
Ascend along N. slope.over mountainous land through dénST
aspen and scattering pine thicket and service berry
brugh. ] N
2.70 Leave timber, bears N. and S.; continue ascent over
A grassy glope.

15,20 Top of high ridge aividé betygeﬁ forks of Spring cCanyon,
1,0 ft. above sec. cor., bears SE., NW. about 2 chs.
thence W.;qthence glong S. slope of top of ridge throug
scattering oak brush.

19;5&%,Seﬁ an iron post, 3 ft. long, 1 in. in dia., ih ins. in
the ground on solid rock and 16 ins. in a mound of
stone for east sixteenth-sectiop cor. bet. secs., 2 agd

11 with brass cap marked

1 _s2
ETE . :

S11

1925

Raise a mound of stone, 2 ftibase, 1% ft.high, N. of cor.
Cor. stands in low saddle in tbp'bf ridge‘dividevbet. o
forks of Spring Canyon bearing nearly E. and W.

‘COntihue along top of 3. slope of ridge.




/
39.09

L.50
59.15

69.85
78.18

.70

DE?ENDENT RESURVEY OF‘THE SUBDIVISION OF T 13 S.,R.8 E.

1
|
!
i

Leave'r{gge, bears NW. and E.; ascend-along 3. slope
entering-scattering oak brush.

Spur, 50 ft. above.1/16 sec. cor., projects sw. about -5
chs. distant, thence SE.; -descend W. and 3W. slopes -
100 ft. to |

Proportionate point. i

Set an iron post, 3 ft. long, 1 in. in dia., 1 ins. in

the ground on solid rock and 16 ins. in a mound of

stone for 1 sec. cor., with brass cap marked
% S 2

S11
1925

Paise a mound of stone, 2 ft.hase, 1. ft.high, N. of éor.

Cor. stands on steep S. slope at head of draw draining S.

Ascend abruptly.

Fpur, 80 ft. above ! sec. cor., projects S.; descend

; abruptly W. and 3%W. slopes.,

braw, 455 ft. below spur, drains 5.; ascend abruptly.
Fpur. 1795 ft. above draw, projects SE.; descend 300 ft.to:
The reestablished cor. of secs. 2,3,10 and 11.

Land, rough mountainous, N. exposure and dralnage on E.

15. ?O chs. and S. exposure and drainage on remainder !

|

I

I , , : :
boil, brown and gray clay loam streaked with rock of |
: sandstone formation; ?nd..and Lth. rates.

Pimber; aspen and éﬁattefing spruce oh eastern portionﬂ |
. of mile. ' | |
Undergrowth; oék, sagé, sepvicé berry, buck brush and.
maple. | ' '

Conslderable grass sultable for grazing.

e . . .
N.3°1'E., on true line bet. secs. 2 and 3.
Ascend abruptly general S. slope over rough mountainous
land through dense, tall undergrowth.

Pop of steep ascent and 19ave dense undergrowth, bears

E. and W,; thence along W. slope gradually ascending.




16.80
21.00
21.40 |

. 214,00

' 37.50

39.61—

i L6.70
| 50.50
55.10
55.20
63.70

75.00
77.50

38'70 o

JU - oy R

Draw, 35 ft. above bop of steep ascent, drnin.»laf
2,00 chs. thence 3,3 ascend abruptly.

Enter dense oak .brush, bears E., and W. . oo,

Leave dense .oak brush, pears E. and W.

Top of high ridge and divide bet. forks of Spring Canyon,
500 ft. above draw, bears NW. and SE.; descend abruptl

over .N. slope.

Enter dense .aspen tlmber and tall undergrowth, bears E.

‘and W.

i
|
|
‘Canyon, 440 ft. below ridge, drains $.70°E.; ascend.
\Leave timber, bears NW. and SE.

Proportionate point.
Set an iron post, 3 ft. long, 1 in. in dia., 27 ins.-in

the ground for 1 sec. cor., with brass cap marked
1 % "
| " s3] s2
. 1925~
from which .
An aspen, 5 ins.diam.,bears S. 1°W., 159 1ks.
dist.,marked S 2BT .
An aspen, li ins.diam.,bears S.22°W., 146 1ks.
dist.,marked 1 § 3BT )
?Cor. stands on steep S. slope, 50 ft. above canyon.
%Continue abrupt ascent.
'Spur, 309 ft. above X sec. cor., projects S.TO°E.;
descend abruptly over N. slope. '
1Ent.er' aspen thicket, bears E. and W.
;Old log road} bears E. and w.
Head of large draw, 275 ft. below spur, drains NE.;
| ascend abruptly. | 7
Spur, 200 ft. above draw, projects NE.; descend abrupiiy
N. slope entering sgﬁttering piﬁe.timbér,ibearh NE.
and SW. ) | | '
014 log road, bears E. and W.

Bottom of canyon, 350 ft below spur, drains E., lncenﬂ f-




2450
6.60
10.31

abruptly.

Leave timber, bears E. and W,
The'peconst?ucted original cor. of secs. 2 and 3 on the

N. bdy. of the Tp. heretofore described.
ridges and spurs into canyons and draws draining E.

formatlion; 2nd. and 3rd. rates.
T imber, dense aspen and scattering pine thickets.
Undergrowth, dense, tall oak, service berry, maple, sage

and buck brush.

Conslderable grass suitable for grazing.

From the reconstructed original cor. of secs. 3,l,3%3 and

3l on the 5. bdy. of the Tp. heretofore described.

v
.P.O°29'W., on true line bet. secs. 33 and 3.

pver rolling mountainous bench land through scattering

undergrowth.,

rRoad, bears NW. and SE. /

Low rise, bears NW,. and SE.; gradually descend.

&he original 7 sec. cor., which is a sandstone, 18x7x2
ins., firmly §et ip»the ground and small mound of
stone apd marked 1 on W. face; no accessories to cor.
Alohgside original cor., )

Set an iron post, 3 ft. long,.l in, in dia., 27 ins. in

the ground for % sec. cor., with brass cap marked

b

P>
s33 | s34
1925
frqm.which _ !
dist., marked BT ) _
A scrub cedary 3 ins.diam.,bears S..Li°%., 186
R lks,-dist., marked -BT

Cor. stands on south side, near bottom of a shallow draw

draining SE.

and, rough mountainous with general N. and 3. slopes of |

|

1
{

Boil, brown mountain loam streaked:with rock of sandstone.

A scrub cedar, 3.ins.dlam.,bears N.L4°E., 154 1lks,




DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 8.,R.8 E

" chains|
Thence

N.0°10'w., with continuous measurement.

,9.00 Shallow draw, 15 ft. below % sec. cor., drains SE.;

gradudlly ascend.

52,00 Entér scatfering scrub cedar and pinon timber, bears E.

and W.

65.60 Low ridge, 60 ft. above draw, bears NW. and 3E.; graduall

descend.

€8.80 Shallow draw, drains SE.; gradually ascend.

78,20 Low rise, bears E. and 7.

80.52 The original cor. of secs. 27,28,3%3 and 34, which is a i
sandstone, 18x12x3 ins. above ground, firmly set, |
marked with 3 noches on E. and 1 notch on 3. edge, |
‘and witnesséd by a small mound of stone W. of cor. |

Alongside original cor.,
'3et an iron post, 3 ft. long, 2 ins. in dia., 27 ins. in%

the ground for cor. of secs. 27,28,33 and 3l, with

T133, R8E ' -
' 528|.527 _ :
33! 530 |
19257 T

Raise a mound of stone, 2 ft.base, 1% ft. high, W.of cor.

brass cap marked

No sultable bearing trees are avallable. i

From this cor. the SE. cor. of the rock store buillding ;
at Coal City,Utah, bears N.38°05'E.

‘Land, rolling and broken bénch; general 5E. exposure
and drainage.

Soil, brown clay, sandy, gravelly and rocky of sandstone
formation; 2nd. and 3rd. rates.

Timber, a few scattering scrub cedar and pinon.

Undergrowth, sage, service berry and grass.

Fair grazing.

Prom the true point for the reestablished cor. of secs.

26,27,34 and 35.




21.25

2l .60
L0.86

118.00
50.00
57+50

6£7.00
81.26

DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R.8 k.

5. 88°53 W., on true line bet. secs. 27 and 3.

Over nearly level cultivated land.

Road, bears NW. to Coal City and SE. to Price and Helper,
Utah.

Irrigation ditch, L, ft. wide, flows SE.; leave cultivaeted

lahd and enter timber and undergrowth, bears NW. and SH

Ridge or brink of bench, bears NY. and SE.; descend.

The original 3 sec.cor.,which is a sandstone, 1jx7x5 ins.

above ground,firmly set,mkd.% on N.face;from which -

A pinon, 1l ins. diam.,bears 5.26%°7m.,52 1ks.
dist., marked + S B T

A pinon, 12 1no.diam.,bears W.68' °m., 11 1ks.
dist.,marked + S B T

1Alongside origlinal cor.,

Set an iron post, 3 ft. lonsg, 1 in. in dia., 12 ins. in

the ground on solid rock and 18 ins. in 2z mound of store

for % sec. cor., with brass cap marked

L 527
z S ‘
1925 ’ i

The origlnal bearing trees are in poor condition and the ;

marks nearly obliterateﬁ, therefore, I mark new bear-

ing trees as follows:

A pinon, 17 ins. diam., bears 3.66'°E., 27 1lks.

dist.,marked 3 5 3, B T
A pinon, 16 ins.diam.,bears N.L27°%,, 22 1ks.

dist.,marked =~ S 27 B T

125 ft. below ridge.
Thence

Cor. stands on 8. slope on N. side of Gordon Creek Panyon,
|

\

!

‘ ]
N.B9°20'W., with continuous measurement. |
Leave timber, bears NW. and SF.

Stream, 5 lks. wide, 3 ins. deep, in wash 50 lks. wide,

20 ft. deep,;n bbttom of Gordon Creek Canyon, 70 ft.
below + sec. cor., course SE.; ascend.

Top of steep ascent and brink of bench,bears N. and 3.;
gredually ascend.

Telephone line, bears NW. and SE.

The reconstructed original cor. of secs. 27,28,33 and 3l

285 ft. above Gordon Creek.




e ele

o2} Proportionate point for the % sec. cor. falls on dirt

-~

'Road, bears NE. and SW.

LN 8

ISION OF[T,;g 5{1??3v3

L
land, rolling and broken bench; general SE. exppsure.“
S0i1, sandy loam and rocky; 1st.to Lth. rates.
Timber, scrub cedar and pinon in central portion of m}le.

Undergrowth, sage, service berry brush and grass.

11.0°2'E., on true line bet. secs. 27 and 28.
Over rolling bench land through very scattering scruq

timber and short undergrowth.

From this point the SE.cor.of rock store building at Coal
nity, bears L.633°E., Gordon Creek road at underpass un
iational fo2l Ry.,becrs N.30°E.; culvert bears N.L02°E.

Leave bench,bears H¥V. and SE.;déécend abruptly NE.slope;

Rocky draw, 50 ft. deep, drains E.; ascend abruptly.

Telephone line, bears L.20°. and 5.20°E.

Sour, projects SE.; descend abruptly KE. slope.

From this voint underpass under National Coal Ry., bears!
.73, ; culvert, bears S.867°E.; cabin, bears N.15%°W.

about 0 chs. distant.
roint for the reestablished 1 sec. cor. will fall on
dirt bank of Gordon Creek Wash, therefore, I perpetuate
_cor. on safe ground at this point as follows: |
3et an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

the gzround for witness cor. to' the % sec. cor., with

Y

brass can marked

s28 327
1925 : . -
Raise a mound of stone, 2 ft. base, 1> ft. high, W. of
cor,
1
bank of Gordon Creek Tash, 30 ft. high, bears NW.
and SE. It is impracticable to estaﬁlish a corner

at this pnoint.




51,70
_55-70
60,00

61.65

73.90
74.00

80.85

Cordon Creek, 5 lks. wide, 5 ins. deep, in wash 30 ft.

deep,’drains SE.

Top of dirt ??nk, 30 ft. high and N. rim of éordon Cre~k
Wash, bears NW., and SE.; thence ov;r bottom 1ands‘of
Gordon Creek Canyon. '

Fence and enter cultivated 1énd, be;rs NT. énd SE.

Fence and leave cultivated 1land, bears NWL and S%®.

Cényon road, bears NW. and(SE.; leave'bottom lands of
Gordon Creek; ascend SW. slope en£ering scattering
scvub timber.

National Coal . Railroad, (now under construction),bearé
N 35°W. and s 35°E -

Rail fence, beﬂrs N. 75°W and S.75°E.

Top of steep ascent, 150 ft. above Gordon Creek, bears
NW. ahd SE;; thence over bench.

The original cor. of secs. 21, 2? 27 and 28, which is a
sandstone, 16x8x8 ins., above ground flrmly set, ;
marked witﬁ 3 nqtches on E. and 2 notches on S. erpe,

‘a few scattered stones aroﬁnd cor. A
Alongside original co;., " b
Set an.iron post, 3 ft. longp, 2 ins. in dia.; 12 ins.'in; |
the g;ound on solid rock and 18 iné. in a ﬁound of o j

stone for cor. of secs. 21,22,27 and 28, with brass cap

marked
T13S| R8E | !
! i
. 5281.327 ‘
1925
from which

A pinon, 8 ins diam.,bears N.35°%., 187 1ks.
dist.,marked T 13 SR 8 E S 22BT

A pinon, 8 ins.diam.,bears S.783°E., 277 lks.
dist.,marked T 13 SR8 E S 27T BT

A pinon, 8:ins.dtam.,bears 5.392°E., 351 lks.
dist.,marked T 33 SR8 E S 27 BT

" A-pinon, 6-ins.diam.,bears S.32-°%., 30C 1ks.




2.00

20.2%

25.30

32430
32.90

33,70
39.70
i hO.lQ

o . . .
'Undergrov th, sagebrush, greasewood and scattering service

JU¥ L Qyits o

dist.,marked T 13 SR8 E S 28 BT
| ) . ) , ‘
INo other sultable bearing trees available.

Land, rolling and broken bench land and canyon bottom;

.

|

] . .
iS0il, brown sandy loam and rocky of gsandstone formation;

general SE.‘exposure and drainage.

1st. to Lth. rates.

TTimber,'scattering serub cedar eand pinon.

berry brush.

'From the reconstructed original cor. of secs. 22,23,26
and 27.

N.89°57‘w., on true line bet. secs. 22 and 27.

‘Over rolWingvand broken bench lend Sacing S., through'

scattering timber and short undergrowth.

Swale, drains SE. ' i

‘Draw. SO“ft. deeb, drains S. ' ' %

‘Bottom of draw, near head, drains SE.

Low spur, projects 5.

Ledge, 10 ft.'high. bears N. and 3. |

Vash, 20 1lks. wide, 10 ft. deep, dralns SE.

‘Wash,hlS 1ks. wide, 5 ft. deep, drains SE.

The original 1 sec. cor., which is a sandstone, 16x12x5
ins., firmly set in the ground and mound of stone,
marked 1 on N. face, and witnessed by a small mound of
stone NE. of cor.

;Alongside original cor.,

Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in
1

the ground for i sec. cor., with brass cap marked

‘522 ;

bl

527
1925

from which
A pinon; 6 ins.diam.,bears N.693°E., 258 1ks.
dist.,marked 3 § 22 B T o
A pinon, 1k 1ins.diam.,bears 5.243°W., 265 1lks.

: dist.,marked + S 27 B T



47.85
56,65
63.55

80.L,

2.90
1,00
17.80

39.15

DEFENDENT RESURVEY OF THE SUBDIVISIOK OF T.13 S..R.8 T.

&
Cor. stands on west side of wash near hezd of draw dralr -
ing SE. °
Thence
S.89°§6'W., with continuous measurement.
Ascend 130 ft. to
‘Spur, projects S.; descend 150 ft. to
Draw, draihg S.; ascend €0 ft. to
Top of ascent on W. Yrink of draw, berrs '™, and 3".;
“thence over bench land to A
The cor. of secs. 21,22,27 and 28.
Land, rough broken bédch; general S. exposure and dreéinagce.
Soil, brown and blue cley and rocly of sandstone form-
ation; 2rd. and lLth. rates.
Timber, scattering scrub cedar and pinon.
Undergrowth, sagebrush, scattering service berry =ond
buck brush.
Fa;r'gfazingi
N.0°11'E., on true line bet. secs. 21 and 22.
Over rolling mountalnous lana draining S., thro.uich
scattering scrub timber and medium growth of brush.
Begin descent into shallow ravine, bears N%. and 3%.
Ravine, 30 ft. below cor., drains S$.30%.; ascend,
Same ravine, drains S$.10°E., comes from the WE.; thernce
gradually ascend over bénch land,slopes S. ,
The original ! sec. cor., which is a sandstone, 9x9xé %
ins. above ground, firmly set, marked 3 on . face; ;
witnessed by a féw scattered stone around cor.
Alongside original cor.
Set ‘an iron éost, %2 °ft. Iong, 1 in. in dies., 27 irns. in ?
the ground for ! sec. cor., with brass cap marked '
% §
" s21 | s22 A
1925 3
Raise a mound of stone, 2 ft.base, 1. ft. higk, T.of cor. g

cor. stands in N. edge of small clump of oak brush. g



DEPENDENT RESURVEY’OF THE SUBDIVISION OF T 13 S-,E&H_

. Thence : .

N.0%3'E., with continuous measurement.

Begin steeper ascent over SW. slope leaving tall oak

brush. .. )
59.80 Spur, 220 ft. above ¥ sec. cor., projects S.20°w.;deacen#
63.60 Ravine, 60 ft. below spur, drains W. about % chs. thgpqe .
S%.; heads at 1edge bearing N. gpd S..abogp 5‘chs. F.
_ of line. Ascend abruptly. )
71.50 The ll. point of a sandstone ledge, 30 ft. high, extends
SE. around point of ridge. . )
74.20 Spur, 300 ft. above ravine, progects SW.; descend 30 ft.
78.38 The original cor. of secs. 15,16,21 and 22,.wh1ch is a-
sandstone, 10x9x6’ins. above grouqd, firmly set, marked
with 3 notches on E. and 3 notches on S: edge, and
witnessed by a small mound of stonq We df,cor.
Alongside original cor. |

Set an iron post, 3 ft. long, 2 Ins. in dia., 27 ins. in

the ground for cor. of secs. 15,16,21 and 22, with

T133, RBE
r516‘ s1%
521 ! 522

1925

brass cap marked

from which ‘
Sandst.one oupéropping,‘marked X BO 515, beaés
N.L4E°09'E., 93 1lks. distant. “
Sandstone boulder, 8§5xh ft.showing, marked
X BO 515, bears N.h°E., 32 1ks. distant..
A pinon, § ins.diam;,bears 5.8%°W:,,196 1ks.
dist.,marked T 13 SR8 E S 21 B T
A pinon, 8 ins.diam.,bears 5:52%°E., 1L) 1ks.
dist.,marked T 13 SR8 E s 22 B T
Sandstone boulder, 8x5x5 ft.showing, marked
X BO S16, vears N.67°49'W., 118 1ks. distant|
Cor. stands on steep W. slope on S. brink of wash in

. . head of ravine draining W.

. From sec. cor., Storr's house, bears 5.50°30'W




8.00

9.00

15.C0

22.00

31,.50
L0.38

41.00

‘ DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R.8 E.

]Land, rolling and broken bench on S. half mile; rough
mountainous on remainder of mile; general 5. exposure
and drainage.

Soil, shallow séndy clay loam and rocky of sandstone and
limeétone formation; 2nd. and Lth. rates.

Timber, Scattering serub cedar and pinon on N. zand S.
portions of mile.

Undergrowth, scattering oak, s=rvice berry, sage and

buck brush.

From the reconstructed original cor. of secs. 1k,15,22,
and 23.
S.88°L'™., on true 1ine bet. secs. 15 and 22.

Descend grassy . slope over rough mountainous land.

‘Enter sprucé timber, bears N. and S.

| .

‘Head of ravine, 175 ft. bélow sec. cor., drains Sv.;

5 thence along 5. slope near top of spur, entering dense

. undergrowth.

i
1
1

'

'

|
i

_High spur, projects 37.; lonve dense undergreowth; descend

abruptly along li. and &V. slores.
'Leave timber, bears N%. and SUW.
ISpur', projects NW.; continue steep descent,
EProportionate point.

!Set an iron post, 3 ft. long, 1 in. in dila., 27 ins. in

b

1

the ground for . sec. cor., with brass cap marked

| : 515
i " S
522
1925
from which
" A spruce, 8 ins.diam.,bears S.18} °E., 13l 1ks.
dist.,marked + S 22 B T
A'pinon, 10 ins.diam.,bears N.183°W., 77 1lks..

dist.,marked 1 S 15 B T~

1000 ft. below spur.
Draw, heads about’ 5 chs. S.70°E. and drailns NW., 25 ft.

vCor. stands on steep W. slope in E. edge of dense timber,

;
:




_DEPENDENT RESURVEY OF THE SUBDIVISION OF T.15 s..n.s‘uw

~ Chains
below % sec.cor. Large spruce timber extends NW. and

4
SE. along bottom of draw. Thence along. N. and NW.
slopes, descending. )
53,00 Bottom of canyon and wash, 15 1ks. wide, li ft. deep,
drains $.30°W., 130 ft. below % sec. cor. Junction
of canyons from the N. and E. bears NE. ?bout Ly ¢hs.
distant. Dense spruce timber’on E. side along bottom
of cenyon. ' ' '
Ascend.abruptly E. slope entering scgtteringvclusbers of
oak brush and a few scattering cedar and plnon treés:
£0.%32 The point for the west sixteenth-section cor. bet. secs.
15 and 22 +ill fall on steep sandstone.outcropping'
where cor. cgnnot pe set, therefore,_at this point,
Set an iron post, 3 ft. long, 1 in. in dia., 2 ins. in

the ground on soli@ rock and 12 ins. in a mound of

stone for witness cor. to the west sixteenth-section

M cor. bet. secs. 1% and 22, with brass cap marked
1 515 : v
we w I6 )
522
1925
from which

A pinon, 8 ins.diam.,bears $.12%°W., 76 1lks.-
dist.,marked W C W'1/16 S 22 B T
Ho other bearing trees are availeble and
other accessoéries are impracticable.

Cor. stands on steep, general E. slope of ridge,

60.57 Point far west sixteenth-section cor. bet. secs. 15 and 22
on steep, sloping outcropping. No cor. set.

71.15 Ridge, 580 ft. above canyon, bears N. and 5.; descend
abruptly-w. slope entering cedar and pinon timber.
80.76 The reconstructed original cor. of secs. 15,16,21 and 22,
200 ft. below ridge.
Land, high, rough mqunta?ns; gengral.s. exposure and
drainage. ‘
Soil, brown loam and rocky of sandstone formation;3rd.
and lth. rates. '

T;mber, cedar, plnon and spruce.

.




Undergrowth, oak, sage, service berry, maple, buck brush?
' |

. end mountain grass.

IN.4®32'W., on true line bet. secs. 15 and 16.
Over rough mountainous land through scattering scrub
timber and medium growth. of undergrowth.

«20 Bottom of ravine, heads about 2 chs. NE. at base of

broken sandstone ledges and drains W.; ascend sbruptly

| over sandstone ledges.

3.0C ELeave ledges, bears N7, and SE.; continue to ascend.

9.80 %Spur, 375 ft. above sec., cor., projects S57.; thence along
‘ | W, slope across head of ravine drazining 37,

16.25 {Spur, level with last spur, projects 7. and comes from a
point about & chs. SE.; descend abruptly L, slcpe
entering large snruce timber,

20.05 Set an iron post, 3 ft. long, 1 in. in dia., € ins. in

the ground on solid rock and 2l ins. in a larsge mound

of stone for south sixtrenth-section cor. bet. secs,

15 and 1€, with brass cap marked

1
s 16
ISlé 515
1925
from which
A spruce, 8 ins.dlam.,besrs N.691°R., 38 1lks.
dist.,marked 3 1/16 3 15 B T
A spruce, 16 ins.dlam.,bears N.87 °v., L1 1ks.
i dist.,marked 5 1/16 5 16 B T
iCor. stands on steep N. slope; 100 ft. below spur.

| . . . . .
Continue abrupt descent through dense timber.

24.40 [Ravine, 360 ft. below spur, drains W.; junction of ravinep
from the NE. and SE., bears E. about 1.26 chs. distant.
Ascend abruptly.

30,00 |[Spur, 110 ft. above ravine, projects W.; thence along W.
slope,

33,00 [Ravine drains SW.{.leave timbér, bears NF, and SW.; ascend




40.10 | The original i

18.00

51.40
5715

63.81

80.18 |

DUUD. A~ 43 B

iAlongside origlnal cor.,

|

Raise a mound of stone, 2 ft.base, 1} ft.high, W.of cor.

‘Thence

‘N.3°30'E., with continuous-measurement.

‘Spur, 5 ft. above ravine, projects W.; descend abruptly

.Ravine, 20C ft. below spur, drains W. about 15 chs. to

'

i

'Set an iron post, 3 ft. long, 1 in. in dia., 12 ins. in

Deposit a sandstone, 8x6x2 ins., marked with a cross (X)

DE PENDENT RESURVEY OF THE SUBDIVISION OF 7.13 8. n 8

PR 2R

abruptly 8. slope through dense undergrowth,
sec; cor. which is a hard sandstone,

10x8xl; ins. above ground, loosely set, marked 4+ on W.

face, and witnessed-by a small mound of stone-W.of cory

the ground en solid rock and 18 ins. in a large mound

of stone for I sec. cor., with brass cap marked

1
4 ¥

316 { 815
1925

Cor. stands on top of spur, 250 ft. above ravine, project

Wi

|

Ravine, 220 ft. below % sec. cor., drains «.; large sprude

&

Descend abruptly N. slope.

timber along bottom of ravine. .scend.

!
1
4
|
|

junction with canyon; dense spruce timber along bottom
of ravihe. ascend abruptly over sandstone ledges and
outcroppings. '

Spur, 130 ft. above ravine, prOJects and descends rapidly
to the west, about 8 chs. west to canyon. Descend W.
and NW. slopes 170 ft. to

Proportionate point.

Set an iron post, 3 ft. 1ong, 2 ins. in dia., 20 ins. 1n
the ground on solid roek and in a mound of stone for

cor. of secs. 9, 10 215 and 16 with brass cap marked

Tl}S RBE /
89| s1¢
- 816" §15
1925

.

one one face at base of monument.
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8.75
9.50
14.00
15.75

17.0C
18.15%
28.15%
29.7¢5
37.00

39.20
40.18
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PEND?NT RESURVEY OF THE SUBDIVISION OF TWl3 S.,R.8 E.

1

No sultable bearing trees are available and other access-
" ories are impracticable.

'

Cor. stands on steep N. slope at west edge of a small oak

thicket. ’ §
. . - !
Land, rough mountaindus; geéneral 'w. exposure and S.drainage.
Soil, brown loam and rocky ‘ot sandstone formation; 3rd.
and Lth. rates.
Timber, scattering scrub cedar and pinon and dense spruce
thickets.

Undergrowth, oak, sage, service berry and buck brush.

lFailr grazing.

|
j

Sbrom the reestablished cor. of secs. 10,11,1l and 15.

;S.8h°L5'W., on true line bet., secs. 1C and 15.

iAsceqd NEZ. slope over rough mountainous land through

., dense timber and undergrowth,

iLeave timber and undergrowth, bears li. and S.

5Spur, 225 ft. above sec., cor.,.projects V.3 descend.

.Enter dense aspen and pine timber, beats ile and S.

;Heaq of small draw,'7u tt. bﬁlow spur, drains N.; grad-

. ually ascend.

Leave timber{ bears Ne and §.

;Spur, 15 ft. apove draw, projects L.; descend.

;Tnter pine and aspen timber, beqrs Ne gnd S.

‘Ravine, 265 ft. below spur, drains N.; ascend abruptly.

ESpur, 2¢5 ft. above ravine, projects l.1l0%.; leave

: aspen timber and descend .. 8lope.

|{Reenter dense timber, bears H. and 3.

éThe original % sec. cor., which is a sandstone, 6x6x3 ins.

! .above ground, firmly set! markqd 1 on N. face; from ‘

| wnicn ' i

i s spruce, 8 insg.diam.,bears 5.3 ., 18 lks. |
distant. ‘

s red pine, 16 ins.diam.,bears N.21%:w., §

lks. distant.




w>iMmhw

set an iron post, 3 ft. long, 1 in. in dia.,.27 ins. in

13,50
5() . BU

£1.70

£0.00

76,0V

Be.2u

i (S

prENDvNT RESURVEY OF THE SUBDIVISION OF T.la‘;;:a;&

The marks on the original bearing trees are visihld‘hd@

not legible, therefore, I mark the tree in,agc.‘lo,
515 BT; also,

«

4 510 BT and the tree in sec. 15, %

ilongside original cor.,

the ground for % sec. cor., with brass cap marked
510 ,
1 14
ry
515
1925

Cor. stands on N. slope in dense timber.

Thence
N.87°16':., with continuous measurement.
yead of ravins, 125 ft. below spur, drains N.; ascend.

Leave timber, bears N. and 3.

Top 'of high ridge divide bet. fork of Spring Canyon and
tributaries to Gordon Creek Canyon, 1I5 ft. above head

ofravine, bears W7, and SE.; descend over grassy W.5lope

Tnter scattéring oak brush, bears N. and S. *

Stesp draw, 1,00 ft. below ridge, drains N¥. gbout 2 chs.
thende N.75°%.; dense pine timber along bottom of draﬁ
‘and aspen timber 3. of line. Thence along N. slope
descending.

The reestablished cor. of sé€cs. 9,10,15 and 16.

lLand, rough mountainous; general N. exXposure 'and drairnage
on &. 51.70 chs., arnd 3. exposure and drainage on the
remainder or mile.

5011, brown mountain ldam, gravelly dnd rocky of sands
stone and limestoné formation; 2nd. and lLjith. rates.
Timber, aspen thickéts and séattering groves of pine #nd [

spruce, ’ ) .
Undergrowth, oak, sage, service berry and grass.

Good grazing.

%.1°10'W., on true line bet. secs. 9 and 10.
Descend abruptly ‘over ‘mountainous land through scatterin&

timber and undergrowth,




. DEPENDENT RESURVEY OF THE SUBLCIVISION OF T.13 5.,R.8 .

1.50 |Draw, 35 ft. below sec., cor.,.drains W. about 2 chs. to
jupption with draw'from the N., thence 5./.; considerable
spruce timbe? ;n @raw; 1nd;cations 0f coal extend .
and V. along 3. side ot draw. ascend abruptly over 3.
and SW. slopes.

8.00 |Low point, falls W, about 3% chs. to draw; continue
steep ascent.

25.00 lLeave dense, tall undergrowth, beurs i, and ...

29.75 .|Top of stegp ascent on #. slope ot top ot high ridge,
at which point a spur project§ S7. about 1C chs.,
thence 5.

32,50 [Top of high ridge divide bet. forkk or 5pring Canyon and
tr;butar;es to qudon greek Canyon, 175 ft. above
draw, bears N.10°¥. and 5.20°B.; enter dense, tall
undergrowth, bears with ridge. Descend along =x. slope
) enteripg West‘edge.of aspen timber. |

40.01% |Proportionate point.

Set an iron po§t, 32 tt. long, 1 ine. in dia., 27 ins. in

the ground for + sec. cor., with brass cap marked

“x

(38

39| 310
1925
. from which
£n aspen, N ins.diam.,bears N.32}%%., 133 lks.
dist.,marked ¥ 3 10 BT
sn, aspen, L ins.dium.,bears N.213' .., 157 lks.
- dist.,marked £ 3 9 B T
_|Cor. stands on steep E: slope in dense undergrowth.
j9.00 |Head of fork of Spring Canyon, drains SE.; leave timber,
bears Nie. and SEe; ascepd abruptly 3. slope.
55.60 \The E. point of dense aspen thicket bearing N.. and 57.,
bears . about 1 ch. dis?ant. »
62.0Q Spur, 500 ft. above 1 sec. cor., projects §:.; leave
dense, tall undergrowth, bears He anq we3 descend zalong
E. anq.NE. §lopes.

66.00 |Line strikes the W. edge of a dense aspen thicket.
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DEPENDVNT RESURVEY OF THF SUBDIVISION OF T.13 8.,R.8

Chains|
80.03% :Proportionate point.’
Set an iron post, 3 ft. long, 2 ins. in dia,., 27 ins. i

1 the ground for cor. of secs. 3,4,9 and 10, with brass
| ? cap marked

g | 7135 | R8k
| : . __§&{_§2_.

39 " sl0
1925

|
i

from which
in aspen, & ins.dlam.,bears N.,122YE., 179 1lks.
dist.,marked T 13 3R 8 © 3 3BT
an aspen, 5 ins.dlam.,bears 3.43797., 189 1lxs.
dist.,marzed T 13 3R 8 E 39 BT
an aspen, 5 ins.diam.,bears N.3837°7., 169 1lks.
dist.,marked T 13 SR8 % 3 4’ BT

No other tr-=s available.

Raise a mound ot stone, 2 ft.base, 1% ft.high, :.of cor.

Cor. stands on steep Z. slope In dense sagebrush. |

Land, rough mountainous; géneral’ S. exposure and dralinage
on 3. 32.50 chs. and <. éxposure and drainage on
remainder of mile.

S0il, brown loam, gravelly and rocky of sandstone form-
ation; 2nd. and Lth. rates.

‘Timber, scattering aspen thickets and spruce.

1Undefgrowth, oak, sage, Service berry, buck brush and
mountain grass.

iGood'graziﬁg;

| "TFrom the reestablished cor, of secs. 2,3,10 and 11l.

; 13.89615'W., on true line bet. secs. 3 and 10.

fDeséend aldéng general S. slope over rough mountaiﬁous

% o % 1and throﬁgh dense, tall undergrowth.

P 5,80 §Draw, 35 ft. below sec. cor:, drains §.°

8.00 |Leavé tall undergrdéwth 4nd enter dense aspen timber, °
| Tbears 'BW. and SE. “ |
10.004§Bottom of canyon, 100 ft. beléw sed. ¢or., drains 3E.;

ascend steep NE. slope. - : S



f’chains
'18.09-
21.50
2l,. 60
27.80
30.00
32.00
35-39
39,083

LO.OU
L 6.6C
50,30
60,00

76.50

78.17

l )
+Land, rough mountainous; general 3SE. exposure and drainage.

3.25

Leave timber, enter tall, dense oak brush, bears N. aﬁd 3

‘Deave oak brush and enter aspen timber, bears N. and S.
Leave timber, bears N. and 3.

Enter timber, bears N. and $§.

Leave timber, bears N. and 5.

Enter.timber, bears N. and a.

Leéve timber, bears N. and S.

Propor£iona£e poini. ' . ' ) j

Set an iron post, 3 ft. long,'l in. in dla., 27 ins. in
the ground fér 4 sec. cof., with brass cap marked

310
1925

'Raise a mound of stone, 2 tt.base, 13 ft. high, M. or cor.

!
i
|
i

}Top of high spur, 5%5 ft. above canyon, projects Sh.;
. descend ahruptly.-

|
‘Ravine, 165 ft, below spur, drains 3.1U“E.; enter dense

uspen timber, bears N. -and S.7 zscend.

;Leave timber, bears N. and 3. and enter dense ouk brush.

;High spur; L5C ft. above ruvine, projects sx.; descend.
Head of canyon, 100 ft. below spur, druins 3K.; ascend
abruptly 100 ft. to

|
The reestablished cor. of secs. 3,,,9 and 10.

13011, brown loam and rocky ot sandstone formation; 2nd.
and Lth. rates.

T imber, dense aspen thickets.

Undergrowth, oak,.sage, service berry and buck brush.

rair grazing land.

N.2°éé'E., on true line bet. secs. 3 and l.

ascend K. S8lope over rough meuntainous land through aspen
timber and sagebrush umdergrowth,

Bottom of fork of 8pring Qanyon, heads about 10 chs. Ni.

end drains SE.; ascend abruptly S. slope.

\

\
|
|
3
|
1
i
|
|
!
I
l
l




i
i
|
!
|
|
1

j 40.03

+ 116,00

52.00
58.00
' 80.0l

' Top of high ridge and divide between Beaver and Bprins

*

DEPENDENT RESURVEY OF THE SUBDIVISION OF Ted3 l.

: et

Leave timber, bears E. and W.; ascend grassy llopo..

!
| nCanyon, 350 ft. above sec. cor., bears N. 60° E.;nd

*  gea of any point 1n the township being approximntely

9300 ft. Gradually‘descené over geheral N. slope.

.“nter dense aspen and scattéring sprﬁce timber, bhears

N.60“E. about 2 chs., then N. and §.h0°d.

fProportionate point.
:Set an iron post, 3 ft, loﬁg, 1 in. in dia., 27 ins. in
the ground for % sec. cor., with brass cap marked
%

sk
1925

53

from which

.n aspen, 5 ins.diam.,bears N.45%"E., 5L 1lks.
dist.,marked $ S 3.B T
an aspen,.5 ins.dlam.,bears N.73%%i., 61 lks.

dist,,marked 3 S 4 B.T
Cor..stands on gentle Nw. slope, 280 ft. below ridge..
‘inter scattering spruce timber and recently burnt area,
bears Ni. and SE,.
, Spur, projects N.30“w.; descend abruptly N. and NE. slopﬁ
Leave burnt area and enter heavy timber, bears KW. and-
.The reconstructed original cor. of secs. 3 and |} on the
i Ne bdy. of the township heretofore described, 480 ft.
below %

SeCe COY.

;Land, high mountains. general 5. exposure and drainage

iOn S. 11.30 chs. and N. exposure and NW. drainage on
. remainder of mile.

- So01l, brown loam, gravelly and rocky of sandstope form-

|  tlon; 2nd. and Lth. rates.

iTimber, aspen and spruce.
| .
!Uhdergrowth, sagebrush, oak, service berry brush and .

mountaln grass.

i
i
|
i
|
|



Chains

22,00

23,80
27.00
37.70

1,0.90

57.00
65.75
80.90

, DEPENDENT RESURVEY OF THE SUBDIVISION Or Te13 S.,R.8 k.

Good grazing. !

rrom the reconstructed original cor. of secs. 445,32 and |

33 on the south bdy. of the Tp. heretofore described.

N.0°35'E., on true line bet. secs. 32 and 33.

Descend along E. slope over mountainous land through
scrub oak and sagebrush undergrowth.

Base of descent on E. slope, 99 ft. below sec. cor.;
gradually ascend.

Road, bears <. and w.

Spur, 50 ft. above base o1 descent, projects 5u.;descend.

Large draw or wide canyon, 130 rt. below spur; stream,

3 1ks. wide, 2 ins. deep, course 3.

L]

The original

|

I
|

sec. cor., which 1s a sandstone, 12x12x1lvu
ins. above ground, firmly set, marked + on .. face and
witnessed by a small mound ot stone .. or cor.
nlongside original cor.,

?Set an 1ron post, 3 ft. long, 1 in. in dia., 27 ins. in

' the ground for 1 sec. cor., with brass cap marled

! ) . Y

‘ 232 333

i . . . 1925

ERaise a mound or stone, 2 ft.base, 13 ft.high, wW.ot cor.
@hence

;N.O°IM(E., with cqntinuqus measurement.

Gradually ascend.

Begin steep uscent over 5.,. and ... slopes o. spur.

p.scend more gradually along .. &l ope.

The original cor. of secs. 28,29,32 and 33, which is a

with l} notches on . and 1 notch on S. edge, and wit-
nessed by a small scattered mqqu ot stone W, of cor.

Plongside original cor.,

Set an iron post, 3 ft. long, 2 ins. in dia., 15 ins. in |

\
sandstone, 10x10x8 ins. above ground, tirmly set, marke@

|
|
{
i
I

the ground on solid rock and 1% ins. in a mound of ston?

" for cor., of secs. 58,29,52, and 33, with brass cap markfd

- eeeee———————————




from which |

.. cedar, 5 ins.diam.,bears $.35%°7., 331 lks.
dist.,marked T 13 SR8 E S 32 BT

~ pinon, 3 ins.diam.,bears N.B86W., 111 lks.

d4ist.,marked BT

%o other bearing trees are avallable and other accessory

are impracticable. .

land, mountainous; general 3. exposuré and E. drainagé;i

3011, brown loam, gravelly and rocky of sandstone formh-

ation; “nd. and lith. rates.

Ttmber, s few scattering cedar'and pinon on N. portion 6

mile.

mderzrowth, sagebrush, scotterlng oak and service berry

brishe.

Good grazing.

srom the reconstructed original cor. of secs. 27,28,33,
and 3.
7.29'85" ., on true line bet. secs. 28 and 33,
jraelly ascennd over roliing bench land through very
scattering timber and short undergrowth.
1.5, =oad, bears lN.. and 3¥.
170.02 ash, 1lv lks. wide, 10 ft. deep, drains'SEQ;'leEVe t imben,
~+t8 The orizinel § sec. cor., which f's a sandstone, 1llx8xl
ins., lying on the ground, marked % on one tace; no °
accessorlieg to cor,
b slte o originul -cor., : .
et an {ron post, 3 ft. long, 1 in, in dia., 27 ins. in
the ground snd stand original stone monument alongsideﬂ~
ror : sec. cor., with brass cap marked

s28

S$33
1925

Ralse ¢ mound ot stone, 2 ft.base, 1% ft.high, N.of cor.

r
L)



“Chains

56.00
72.20

79.56

8.50
2. 60

37,00
38.40

39.10
Lol

Dzrmnpsnr RESURVEY OF THR SUBDIVISION OF T 13 5.,R.8 n.

R O e

Cor. stands 150 ft. above sec. cor.

Thence

N.89°47'W., with continuous measurement.

Leave bench and begln steep ascent of E;slope of spur.

High ridge spur, 400 ft.'ubéve $ sec. cor., projects 3.3
descend abruptly .. slope 200 ft. to

The cor. of secs. 28,29,32, and 33.

Land, rolling bench on %. 56,00 chs. and rough mountainous

on remainder of mile; general 34. exposure and drainagel.

Soll, shallow brown loum and rocky ot sandstone formatio&;

3rd, and Lth. rates,

Timber, a few scattéring cedar and pinon on eastern

. porfion of mile.’
‘Undergﬁowth, sagebrush, sc¢attering service bérry and bBuck

brush.

V
{
|
jralr grazing.
l

’H.O‘OB';., on true line bet. secs. 28 and 29.
.scend along .. slope of spur over mountainous land
through scrub oak and sacebrush undergrowth.

Lraw, heads abou* 10 chs. Ii. and drains S¥.; ascend 3E.
i ‘ |

slope. }
! i
Spur, 360 ft. above sec, cor., projects k.; descend ulong

|
t
B i

| )

| E. slope.
i

iEnter heavy spruce timber, bears E. and W.
l

Ravine, 65 ft. below spur, he~ds about l} chs. west and

{ drains Z.; ascend along E. slope.,
i

Leave timber, bears E. and ..
The original % sec. cor., which is a sandstone, 10x10x5
ins. above ground, firmly set, marked 3 on N face; and

witnessed by a tew stones around cor.

nlongside original’ cor.,
Set an iron post, 3 ft. 1ong, 1 1n. in dia., 1L ins. in
the ground on solid rock and 16 ins. in a mound ot

stone for % sec. cor., with ‘brass cap marked

f
!
|
]
)

e R s




. .7. 3pur, 150 tt. wbove } sec. cor., projects 5.60%E. ;des cend

€8,1v Lrav, 90 tt. below spur, dralns E.; ascend.

fe,7f( Lraw, drains 3 ..; dense spruce timber along draw; ascend

73,50 ~idge, 1fu rt. above last draw, bears E. and ...; descend

AC.?( The original cor. of secs. 20,71, 28 and 29, which is a

3 i )

DEPEEDERT RESURVEY OF THE SUBDIVISIOHAOE‘TQ}Sv&

ns
3

s29 | s28
1925

fron 'hich
~ spruce, 5 ins.diam.,bears S.42°E., 85 1lks,.

dist.,marked % 528BT
. aprﬁce, 12 ins.diam.,bears s.5§%°ﬁ., 88 lkﬁ.
4dist.,marked 1 529BT
Lor. stands oﬁ steep &. slope.
Thence
weu-38'Z., with continuous Weasurement.

navine, drains SE.; ascend 3E. slope.

.

Jpir, proj=cts =.; descend.

L'. slope.

sandstone, 10x8x3 ins., above ground, firmly set,
murked with |, notches on k. and 2 notches on S. edge
and witnessed by a small mound or stone .. of core.
longside original cor.,
set an iron post, 3 ft. long, 2 1ns¢ 1n dia., 10 ins. in
the ground on solid rock and 20 ins. in a mound of

stone for cor. of secs. 20,21, 28, and 29, with brass

T13S| RBE ,
820| S21 : .

829 528 .
1925

cap marked

from which
A spruce, 12 ins.diam.,bears S.293°w., 98 lks.
dist.,marked :'r 13 SR B8ES29BT
A spruce, € ins. diam.,bears N.75%°W., 170 1ks.
dist.,marked T 13 S R 8R820BT

No other suitable bearing trees are available.,




L.15

60 15
9.15

10.35

|

! 12.45
1€.00
16.25

18.05
18.15
| 20,75
2135
g2h-85

i
27.15

29.15

|

i

¢ .. DEPEJNDENT RESURVEY OF THE SUBDIVISICK OF T.13 S.,R.8 w,

Cor. stands on s}eop NW. slope 110 ft. below ridge.

tahd. rough mouhtainoua;'zenerﬁl SE. exrosure and drainnge.
8011, shallow loam and rocky of sandstone formation;

2nd. and 3rd. rates. ‘

Tiﬁbe?} scatteiing pbtches'of dense srruce,

Undergrowth, sagebrush, oak and scatterin: service berrx

' brueh.

Fair grazing.

From the reconstructed original cor. cf secs. fl,75,07,
and 28.

N.89°57'W., on.true line bet. secs. 21 and °B.

Over nearly level bench through scattering _c-ab ti=te:
and short undergrowth.

Leave bench, bears NF. and S7,; erter troken lend 1.4
-descend ¥. slope..

Leave t;mber, bears NE. and S™.

Bottom of draw and wash, €0 l:s. wide, 20 ft. ceon, s—all
stream in wash, course 3.

Small stream, in wash, 20 1lks, wide, 20 ft. de-pr, course
S%.; ascend.

Low point, falls S.; descend SY. : lope.

Enter bottom of Gordon Creek Canyon, bears 7. and S®W.
National Coal RY., .{ now under construction) becrs
NW. and SE.

Canyon road, bears NW. and SE.

Enter cultivated lend, bears N. and S.

Legve cultivated land, bears N. and S.

wWash, 60 lks. wide, 20 ft. deep, drains S.

nter cultiveted lgnd, beers N. and 5.

eave cultivated lénd and enter dense undergrow'l, berrs
N. ard S.

Bottom of Gordon Creek Canyon and stream, 10 lks. wide,

1 in. deep, in wesh, 2 chs. wide, 30 ft. deep, course

S.; ascend N. and NE. slopes through dense underrrowth,

150 ft. to




; Chains

' L0. 20 }The original sec. cor., which is a sandstone, 18310x6,

- E ins., loosely set in the ground and mound of stone,

marked 4 on N. face; no accessories to cor.

;Set an iron post, 3 ft. loné, 1 in. in dia., 22_1ns. in
the éround on solid rock and 10 ins. in ; mound of
stone and stand original.cor. monument alongside for
1 sec.. cor., with brass cap marked

521 : -

b

528
1925

from which
A scrub pinen, L ins.diam.,bears S.29%°r., 31l

l1ks, dist., marked BT
A scrub pinon, 8 ins.diam.,bears N.25°W., 6L 1kd.
dist.,marked } S 21 B T
From 1 sec. cor., the NE. cor.-of Maggle Ash's cabin,
bears S.41°30'W.; 1.27 chs. distant.
:Thence
15.89°28'W., with continuous measurement.
; i?2.35 Pole fence, bears N.T73°W. and S.73°E.
43,15 Frame cabin, bears S. 50 lks. distant.
+ 41,00 Log barn, 18x1€ ft. on line. '
| L47.85 'Draw, drains NE.; ascend abruptly over E. slope.
’ £0.25 ‘Ledge, 10 ft. high, tears N. and- 3.
; 61.30 Spur, 500 ft. above 1 sec. cor., projects NE«; descend
N7. slope.
| 65.65 ‘Entef spruce timber, bears N. and S.
~ 66.20 Draw, 50 ft. below :spur, drains NE.; ascend NE. slopes
; 66.75 ‘Leave timber, bears NE. end SW.
'~ 73.1%5 Leave dense oak brush, bears N, and S.
; 75.15 Ridge, 265 ft. above draw, bears N. and S.; descend 90
ft. to
79.15 'The cor. of secs. 20,21,28 and 29.
‘Land, rolling bench and canyon bottom of E. 29.15 chs.

and rough mountainous on remainder of mile; general

SE. exposure and S, drainage.




5.00
12.10
16.95
20.55
21.80

33.50

,0.01

41.50

Soll,brown loam, gravelly and rocky of sandstone form-

ation; 2nd. and Lth. rates.

Timber, scattering scrub cedar and pinon and dense
spruce thickets,

Undergrowth, oak, service berry, sagebrush and buck brush.

Fair grazing and land in canyon suitable for farming.

T

N.0°7'W., on true line bet. secs. 20 and 21.

Descend NW. slope over rough mountainous land through

scattering undergrowth.

Tunnel at coal prospect, bears N.57°30'%w.

fSame tunnel, bears S.78°W.; 2nd. tunnel, bears H.71°L5'",
%Second tunnel, bears 3.76°.; 3rd. tunnel, bears N.é§°w.i
%Third tunnel, bears 1i.65°,5'w,
‘Ravinp. L85 ft. below sec. cor., dralns NE.; dense
spruce timber along boLtom of ravine; ascend ebruntly
' SE. slope entering tall oal brush. ‘
:Spur. 210 ft. above ravines, projects N.85°E.; Storr's :
cabin, bears l.85°%.,; descend KE. slope through dense %
undergrowth
'Proport ionate point. i
Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

1

the ground for  sec. cor., with brass cap marked

X

4

5320 | s21
1925
|. from which ,
| . A spruce, 10 ins.dlam.,bears 5.27-°E., 101 lks.j
dist.,marked + S 21 B T |
A spruce, 18 ins.diam.,bears s.27}ﬁw., 105 1ks.
dist.,marked + S 20 BT
Cor. stands on steep NE. slope 170 ft. below spur;
continue abrupt descent.

Ledge, 20 ft. high, bears NW. and SE. about L chs. distant

to end.

13
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L1700 Bottom of Gordon Creek Canyon and stream, 6 1kxs. wide,
l, ins. deep, 17C ft. below i sec. ‘cor., course SB.;
dense undergrowth along creek. Gradually: ascend in
canyon through dense sagebrush.

4,7.80 Canyon road, bears NV. and SE. ‘

£1.70 National Coal . Railroad, (now under construction) bears
N¥. and SE. A canyon from the N. enters Gordon Creek
Canybn about 5 chs.- E. Leave canyon bottbm, begin
abrupt ascent over 3. and SE. slopes- through oek brush
and'scattering scrub timber.

fl,.75 Sandstone ledge,(top) 30 ft. high, bears NE. and SW.

71.00 Top of steep ascent, 500 ft.  above canyon and 1eéve
timber and dense undergrowth, bears NE. and SW.;
ascend along E. siobe 50 ft. to

80,02 The original cor. of secs. 16,17,20 and 21, which is =
sandstone, 16x10x6 ins., firmly set in a mound of stonse,
erronseously marked with 3 notches on E. and 3 notches
on S. edge; no accessories to cor.

At site of original cor.,
Set an iron post, 3 ft. long, 2 ins. in dia., 28 ins. in

the ground and stend orizinal cor. monument alongside

for cor. of secs. 16,17,20 and 21, with brass cap

.

T13S | R8E
317| 516
520 "' 521
1925
Raise a mound of stone, 2 ft.base, 1% ft.high, W.of cor.

marked

lLand, rough mountainods; general NE. and SW. exposure
and dralnage to Gordon Creek Canyon which érains SE.

So1l, brown loam and rocky of sandstone formation; 3rd.
and lith. rates. -

Timber, scrub ce-ar and pinon and scattering dense patch?s

of spruce.
" Undergrowth, oak, sage, service berry, willow and buck

brush.




1.00
L.00
17.25
19.50

30140

10,23

1. 00
58415

75415

Falr grazing.

From the reconstructed original cor. of secs. 15,14,21
and 22.

N,89°Oi'w.} on true line bet. secs. 16 and 21.

Over rough moﬁntainous land through scatterine scrub
timber and short undergrowth. Descend.

Wash, 15 lks. wide, L ft. deep, in ravine 35 ft. below
sec. cor., drains SW.; thence along 5. slcpe.

Spur, projects SW.; descend nearly W. slope.

Draw, 270 ft. below sec. cor., drains 37.; ascend.

Spur, 50 ft. above draw, projects S7.; leave timber,
bears NE. and SW. and descend 7. slope.

Bottom of Coal Canyon and wash, 50 1lks. wice, 20 ft.
deep, drains S.; ascend abruptly E. slope 14C ft. to

Proportionate point.

Set an iron post, 3 ft. long, 1 in. in dia., 20 ins. 1in
the ground on solid rock and 10 ins. in a mound of
stone for ¥ sec. cor., with brass cap marked

516

bl

521
1925
from which

Sandstone outcropping, 5x3x1 ft. showing, marked

X BO 516, bears 1i.77°%., 3L 1lks. distant.

Sandstone outcropping, 10 ft. long, 2 ft. high,

marked X BO 821, bears 5.57°7., 9 1lks. distant.

Cor, stands on steep E. slope, w:shed by heavy rains and

practically Wwid of any vegetatilon.

Spur, projects SE.; continue steep ascent E. and SE. slcp-s.

Ridge spur, 425 ft. above 3 sec. cor., projects 5.20°7.;

descend abruptly W. slope.
Canyon, SOO'fp. below spur, drains S.10°E.; the east
side of canyon is rimmedwith & sandstone ledge about

30 ft. high projecting N.5°%. and S.10°E. end on the

west side a ledge begins on line and projects S.15°7.




Chains

Fo.Lé

L I

39.28 Prom this point cadbin st Gibson Coal Camp;, bears 3.75‘

"Hizr ridge srur, 230 ft. above sec. cor., projects SW,

¢

sround point of spur. Large spruce tg-beg Qx&g@égfl
and S. along bottom of canyon. Ascend abruptly<j:‘
slope through dense undergrowth 225 ft. to

The cor. of s;cs. 16,17,20 ard 21. ‘

1and, rough mountainous with general Q..and N. Plopos.

of high spurs into canyons dreining S.

3011, brown loam and rocky of sandstone formation; 3rd.

and !ith. rates.

'3 -

Ttmhep, scattering patches of spruce and scattering ascruy

cadar and pinon on eastern portion of mile.

Uadergrowth, oak, sage, service berry and buck brush.

|
relr grazing.

|
|
i
. . —— L
%w.C°1R'",, on true 1line bet. secs. 16 and 17. i
Ascend alon., . slope of high spur over mountainous 1 d?
shroush “gse unde rarowth. g
5wal«, drains ®.; beglin ascent over SE. slope. g
The ortginal 3.sec. cor., which is a sandstone, 6x10x6 g
tns. nbove ground, firmly set, marked + on W. face, E
and witnaiged by a small mound of stone W, of core. %
Alenegide orisinal cor., :
3¢t an fron post, % ft. long, 1 in. in dla., 16 ins. in i
tne cround on solld rock and 14 ins. in a mound of ?
stone for ! gec, cor., with brass cap marked
% .
317 | 816
1625
Faiss a mound of stone, 2 ft.base, 1' ft.high, W.of cor.

Trenre

R.G’C!'?.. with continuous measurement.

and comes from a8 high point on ridge about 15 chs.NE.; |
leave dense undergrowth, bears KE. and S¥W. amd begin

Qageant over KY. slope.

LS'v, )




Ls.oo
53.20

6l.50

£6. 70
£8.00
71.70

73.60

77.40

'The original cor. of secs. 8,9,16 and 17 which is a

P
(

J

»WDFPENUENT RESURVEY OF THE SUBDIVISION

Itwo pleces, the bottom piece firmly set in the ground

Alongside oriﬁinal cor.,

Ld)

OF T.13 S.,R 8 E.

Draw, near head, 120 ft. below Spur, drains W. about 10

t

chs., thence SW.; spruce timber along bottom of draw.

Ascend.

Low spur, projects W. about 10 chs. distant.
Draw, 70 ft. below spur, heads about 5 chs, E., and drains

W. for about 10 chs. thence SW.; spruce timber along

c

bottom of draw. Ascend. !
Top of ascent on W..slope about 3 chs. E. of a draw
draining sSW. F
Enter aspén timber, bears NE. and S¥.
Draw, near head, drains SW.; ascénd | }
0ld trail or wood road, bears SW., Nﬁ. about 2' chs.
thonce N. ‘ ;
Ridge and divide het. Beaver and Gordon Crpak Canvons, ;
besrs @, and ". Iine crosses ridge in saddle.

Gradu~lly descend over N. slope.
sandstone, 1Cx10xl; ins. above ground, stone broken in

and surrounded by a few deeply embedded stone, the top

piece is marked with I notche on one and l; notches on

cornering edge.

Set an iron post, 3 ft. long, 2 ins. in dia., 26 ins. in

the ground for cor. of secs. 8,9,16, and 17, with brass

T13S| R8E
58"59 5 |
517! 516 .

o - 1925

cap marked

from which
An aspen, 8 ins.diam.,bears N.31°E., 323 lks.
dist.,marked T 13 S RBES 9 BT
An aspen, 6 dns.diam.,bears S.52°g., 163 lks.
dist.,marked T 13 SRB8E S 16 B T

An aspen, 6 ins.diam.,bears 5.26°W., 6l lks.




5.00

9.20

An aspen, 7 1ns.d1am..bears N. 772".. 22 lk'ax‘
dist.,marked T i3 SR8 E &’ 881

Land, rough mountainous; general SW. exposure and drain

age on 5. T3.60 chs. and N. exposure and drainuge on

. - .

remainder of mile. v
?Soil, prown and black mountain losm streaked with rock
: of sandstone formation; 2nd. and 3rd. rates.

jTimber, $cattering patches of spruce in bottom of draws
| and aspen in northern portion of mille.
lUndergrowth,'oak, saée and service berry brush,

Good grazing.

'From the reestablished cor. of secss 9,10,15 and 16.

'$.89°4'W., on true line bet. secs. 9 and 16. )

over rough mountainous land through undergrowth of oak,
sage and service berry brush. Descend abruptly over

! NW. slope. |

fCanyon, 90 ft. below sec. cor., drains SW.; dense spruce

| timber along bottom of canyon and indications of coal
‘extend NE. and SW. along S. side of bottom. Ascend.

Ronky point 80 ft. above canyon, progects S., descend
over ledges into canyon.

Canyon, 125 ft. below point, drains 5.20°E.; dense sprucel
timber aloné canyon bottom. Ascend abruptly.

EEntér dense oak brush, bears NE. and SW.

jRidge spur, L70 ft. above canyon, projects 5.10°E.; leave

g dense undergrowth, bears N. and S. Descend.

jReenter dense oak brush, bears N. and SW.

!

'‘Draw, neer head, 230 ft. below spur, drains SW.; thence

. along nearly 5. slope.

Proportionate point.

| Set an iron post, 3 ft. long, X in. in dla., 27 ins. in

the ground for 1 sec. qér., with brass cap marked

83 ...

- S16 o
P » ) L .1925 '

W




13,30
52,00

73 .00

79.00

798l

3.uo‘

7.od
6.80
0430
;2.75
1,00

55.00

DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R 8 =

from which

Point on sandstone bdulder, mdrked X BO 59,
bears N.433°%R., 21 lks.'distant.

Raise a mound of stone, 2 ft base, 1% ft.high, N.of cdr.

Spur, projects SW.; descend abruptlv « slope.

Bottom of canyon, 250 ft. below spur, drains S$.15°E.;
ascend abruptly E. slope.

Ridge, 670 ft. above canyon, bears N.30°E. and S.30°7.;
leave oak brush and descend over open M., slope.

Head of draw or swale, 50 ft. below ridge, drains N.; old
road bears N. and S.; enter aspen timber, bears H. and
S.

The cor. of secs., 8 9, 16 and 1%.

Land, rough mountains; generdI 3. exposure and drainage
on E. 73.00 chs. and N. exposurs dnd drainage on l
remainder of mile. |

5011, brown 1oém and rocky of sandstone formation; ”nd.
and Lth. rates. N ‘ ?

T imber, dense spruce thickets along botéoms of canyons
and aspen in the extreme WPS£ portion of mile. ’

Undergrowth, oak, sage, service berry, buck brush ana'
grass. .

Good grazing.

N.O°01]W., on true line bet. secs. 8 and 9. , R
Gradually descedd over ﬁountaidous lend sloning N., ‘ ‘ }
throdgh scaétering aspen timber and sagébrush under- !
growth. | ‘
Swale, drains N. 5°W., descend along E. side of bottom
of same.. ) ' ; ?
014 road, bears K. 10°W. and S. 10°E ' |
A group of 6 pine trees 1mmediate1y E. of 1ine. i
SE.  cor., of corral on line. ;
N. side of corral.

Swale, heads at high ridge about 10 chs. E. and drains W.

Begin to ascend, bears E, and W, '




chains
3£.90

gx . l::

XS

DEPXADENT RESURVEY OF THE SUBDIVISION OF Til3 8..R.8 E§

Xire fence, bears E. and W,
Lenve tLimber, bears NR. and W.
Proportionate point. )
Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in
the groun for ! sec. cor., with brass cap marked
%
's8 | s9
1925
from which
Sendstons boulder, 6x5xl, ft. showing, marked
X BO S9, bears S.43%°E., 122 1lks.distant.
An aspen, & Ins.diam.,bears $.533%°W., 109 1lks.

d1st.,marked 3 S 8 B T

Palnt 5% spur, niojects %.; from this polint Leo Frandsen'
loz cabin, 12 x1l; ft., located at the foot of spur
nro j2eting LE. and near junction with Beaver Creek and

ani larze draw to the 3E., bears N.55°15'W. Gradually

drgcend,
@nter aznen timber, bears E. and W.
raw, O ft. deep, drains T.; ascend.

Leave aspen and enter scattering oak and service berry

»

o/

Yrusna, bears and ".
Leave oak and service berry brush, bears E. and W.

w

Y ]

“nter asren “1imber, bears and 7.

Tap of ascent on 7. siope, 185 ft. abové.draw, bears E. :
and ¥.; aradually descend along W. slope. :

Laave %imber, enter opening, bears E. and W, ;

Cor. of fence 1lina bearing K.85°. and N., bears W, aboud
1.5 chs. distant, )

Tna artzinal cor. of secs. 4,5,8 and 9, which 18 a sand-
stone, 1CxB8xB ins. above ground, firmly sat, marked '
with ! no%tchas on E. and § notches on S. edge and
wi'nessed by a small dseply embedded mound of stone W.

of cor.

Alonast{de original cor.,




s |
Set an iron post, 3 ft. long, 2 ins. in dla., 27 ins. in |
: .

the ground for cor. of ,secs. }4,5,8 and 9, with brass - |

i
¢ ' |

cap marked ' i

T13S | ROR
. 55‘ sk
38 " 59
1925
from which ' '
An aspen, 5 ins.dlam.,bears N.69°E., 116 1ks.

dist.,marked T 13 SR8 ES ), BT

i A sandstone boulder, 5x5x3 ft. showing, marked
| X BO 589, bears $.177 °E., 113 1lks. distant.
! An aspen, 6 ins.diam.,bears N.3"W., 90 lks.

é . . dist.,merked T 13 SR8 T S S5 B T

: No other bearing trees or objects available.

'Ralse a mound of stone, 2 ft.hase, 1} ft.hich, W.of cor.

jCor. stands on 7. slope on E..side of Beaver Canyon in

i small opening In aspen timber.

:From the sec..cor., Leo Frandsen's log cabin, bears sS.
52°30"' .,

;Land, mountainous; ii..and ¥. exposure and I. dralnage.

;5011, brown mountain loam streaked with rock of sandstone

formation; 2nd. rate.

Timber, aspen and scattering spruce.

fUndergrowth, oak, sage and service berry brush.

. {Good grazing.

. through scattering aspen thickets and through dense,

10,50,

|From the reestablished cor. of secs..3,4,9, and 10.
iS.B9°h5'W., on.true line bet. secs. . and 9.

|
Ascend abruptly E. slope over rough mountainous land

- undergrowth. . . . ;
Top of high ridge and divide between headwaters of fork

Spring Canyon and Coal Canyon, 300 ft. above sec. cor.,
bears N. and 3.; the divide bet. Beaver Canyon and

Spring Cenyon extending NE. and SW., bears N. about

i
|

%2 chs. distant. Gradually descend along rugged S.slope Ed




Byl S 118,

-

.DEPENDENT RESURVEY OF THE SUBDIVISION 031?3;573.,n.8 B.

% Chains :

" 2l.20 ‘Ridgé-and divide between Beaver Canyon and Coal Canyon,

' 210 ft. velow last ridge, bears N.T0°R. and 3.T0°W.;
descend grassy NW. slope.

35,70 Enter dense spruce and scattering aspen timber, bears
N. and 3.

39,103 Proportionate point.
Set an iron post, 3 ft. long, 1 in. in dia., 27 ins. in

thé.ground for * sec. cor., with brass cap marked
shy

59
1925.

L]

from which
A soruce, 8 ins.diam.,bears S.70°E., 8 1lxs.
dist.,marked + S 9B T
.A spruce, 6.ins.diam.,bears N.67 °®., 11 1xs.
dist.,marked ¥+ S L B T
Cor. stands on steep N. slope in dense spruce timher,
200 ft. below divide at 24.20.chs..
39,70 Leave dense spruce timber, bears LE. and SW.
,5.60 Leave.timber, enter opening,.bears W7. and SE.
,7.00 Reenter timber, bears N™. and SE.
52,70 Depression on N. slope, drains N7.; enter spruce timber
bearing N. and S.
5l,.70 Low point, falls N.; descend.
55.75 Lraw, 265 ft. below - sec. cor., drains N.; ascend.

57.20 Leave spruce timber, bears K. and S.

72,70 Spur, 150 ft..above draw, projects N.; gradually descend

e e e e s .

73.20 Small-corral, bears N. about 2 chs. distant.
76.20 . Leave timber, enter opening, bears NW. and S.
78.21 The cor. of secs. 4,5,8, and 9, 65 ft. below spur.
Land, mountainous; E. exposure and drainage on E.10.50 {
chs., 5. exposure and drainage on next 13.70 chs. and
general -N. exposure and drainage on remainder of mile.
S0il, brown mountain loam and rocky of sandstone forme

ation; 2nd. and Lth. rates.
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Timber, ‘dense aspen thickets and scattering spruce. |

Undergrowth, sage, oak, service berry and buck brush.

Good grazing. i

g

y .
N.0°58'E., on true line bet. secs. 4 and 5. .
Gradually descend. along W. slope over high mountainous | {

S - land through sagebrush undergrowth.

1.00 |Leave sagebrush and enter dense aspen timber, bears NW.

. and SE. . . ?
8.00 |Leawe timber and reenter sagebrush, bears E. and W.
2.140. |Spring. branch, 1. 1k. wide, 1 in. deep, good water, . |

heads at spring about 7.50 chs. SE. and flows NW.

27 70 !Fencevline, bears N.10°E. and S.10°W.
|
31,50 (Leave sagebrush and reenter timber, bears NE. and S¥.

39 .32 iThe original % sec. cor. which is a sandstone, 10x8x8. ins.,

above ground, firmly set, marked i on . face; from

! which
! A spruce, 8 ins. diam., bears N.36°E., 11 1lks.
|

distant.

i
, A spruce, 15 ins.diam.,bears.S.10°W., 8 1lks. t
; . distant. :
‘These original bearing trees have been killed by fire.
! and the original markings are not visible;. the blazes,

é !
ﬁ however, are distinct. . . . |

JAlongside original cor.,
I
lSet an iron post, 3 ft. long, 1 in. in dia., 6 ins. in

the ground to solid rock and in a large mound of stone

. for 4 sec. cor., with brass cap marked

. , . . 3 . |
s5 I sl . . |

- from which

A spruce, 12 ins.diam.,bears N.532°E., 91 1lks.
dist.,marked # S L B T
A spruce, 12 ins.dlam.,bears N.72%°W., 91 lks.

dist.,marked + S 5 B T




 DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 8.,R.8 E.

Chain; Cor. stands in patch of burnt timber about. 3 chs. in
diameter on E. side of Bgaver.Creek.Canyon.

Thence

N.0°17'W., with continuous measurement.

Lo.30 Spur, projects NW.; leave burnt area and. enter dense
1ive timber, bears NW. and SE.; descend.

51.70 Enter bottom of draw and leave timber, bears NW. and SE.j -
fence line bearing about N and S., bears B. 15 1ks..
distant. Thence across draw through dense sagebrush.

53,50 Bottom of draw, 180 ft. below spur, drains NW.

56,00 Leave sagebrush and enter timber, bears NW. and SE.; .
gradually ascend.

59.50 Low spur, projects W.; Fence. line bears W., east about
30. 1ks. to end, thence S. Descend N. slope.

€¢3,00 Enter bottom of Beaver Canyon and leave timber, bears,
H®. and 37.

££,),0 Beaver Creek in canyon, 10 lks. wide, 3 ins. deep, good
water, course NE.; road in canyon bearing NE. and SW.
crosses Beaver Creek on line.

Ascend SE. slope.

71.90 Small spring branch, heads about 3 chs. W. and flows SE.

72.0C Ton of sandstone ledge, 10 ft. high, bears NW. and SE.

7%.00 3pur, 50 ft. above canyon, projects NE.

74.70 Enter timber, bears N¥W. and SE.; descend N. slope.

7£.55 TEnter Jump Creek Canyon and leave timber, bears E.iand w
thence across canyon through meadow grass,

77.86 Road, (0ld) bears E. and W.

79.00 Jump creek, 10 lks. wide, 3 ins..deep, course E.; ascend

79.36 The reconstructed original cor. of secs. Lt and 5 on the
Ne bdy. of the Tp. heretofore described.

Land, mountainous; general N. exposure and drainage.
Soil, brown loam streaked with rock of sandstone form-
ation; 2nd. and. 3rd. rates.

Timber, aspen and spruce.

Undergrowth, sagebrush,.scattering oak and service berry

brush.



13 .40
26.00
28.60

3L.70

39.55

Iy .80
49.00
58.30
60.00

60.50
65.00

72.80

« DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R.8 E.

Good grazing. )

8 3

From the reconstructed original cor. of secs. 5,6,31,~and
32 on the S. bdy. of the Tp. heretofore described. ;

N.O°3§'E., on true line bet. secs. 31 and 32. f

Gradually ascend over general E. slope of mountainous ‘
land through oak, sage and service berry brush.

Low spur,'projects SE.; contlnue ascent along E. slope.

Spur, 150 ft. above sec. cor., projects E.; descend.

Draw, drains E.; ascend abruptly.

Spur, 150 ft. above draw, projects SE.; descend along F:.i
slope 100 ft. to

The original % sec. cor., which is a sandstone, 8x8x6 ins.

*

LA

' above ground, firmly set, marked on W. face and
j witnessed by a small deeply'embedded mound of stone V.
!

of cor.

Alongside original cor.,
|
'Set en iron post, 3 ft. longz, 1 in. in dia., 20 ins. in

1
1
|

the ground to solid rock and in a large mound of stone .

' for T sec. cor., with brass cap marked |

B

531 532
1925
:Deposit a sandstone, 7x6xl; ins., marked- with a cross (X)f
| on one: face at base of monument. ‘
iCor. stands 1n swvale on E. slope.
:Thence . j
;N.O°5h'w., with continuous measurement.
Main bottom of swale, drains E.; ascend.
Spur, 130 ft. above swale, projects E.; descend N. slopev
Enter bottom of wide- draw, bears E. and W.
Stream 3 lks. wide, 1 in. deep, good water, in bottom of
large draw, 150 ft. below spur, course K.

The SE. cor.- of a corral, bears W. about 3. chs. distant. |

Leave draw, bears E.  and W.; begin ascent.

Spur, 100 ft. above draw, projects SE.; ascend E. slope j




79.50 ?Shallow draw, drains SE.;.ascend 5. slope.
79.79 ;The original gor. of secs. 29,30,31 and 32, which 1s a

_ DEPENDENT RESURVEY OF THE SUBDIVISION OF T»1% @

e T

i 55 ft’. tao - i o e

. sandstone, 18x10x8 ins., loogely set in an old deeply
? embedd?ﬁound of stone, marked with 5 notches pn E. and |
1 1 notch on 3. edge; no accessories to cor.

iAlongside original cor.,

‘Set an iron post, 3 ft. long, 2 ins. in dia., 28 ins. in

the ground for cor. of secs. 29,30,31, and 32, with

7135 | RBE
530‘ 529
531 832

1925

brass cap marked

from which ‘
Sandstone boulder, 5x3x2% ft. on top of sandstor
outecropning, marked X BO S30, bears N.2°W.,
56 1ks. distant.
A pinon; 18. ins.diam.,bears N.5L°E., 397 1lks.
dist.,marked T 13 SR8 ES29BT
'No other bearing trees or objects availlable and other
accessories are impracticable.
Land, mountainous; general SE. exposure and drainage.
‘Soil, sandy loam and rocky of sandstone formatlon; 2nd.
and lith. rates. .
Timber, a few scatiering cedar and pinon.
' Undergrowth, sage, oak and service berry brush.

| Pair grazing.

From the reconstructed original cor. of secs. 28,29,32,
and 33,

' 5.89%L'w., on. true line bet. secs. 29 and 32.

.Descend W. slope over mountainous' lapd through scatterin

 scrub cedar and pinon timber and u@dergrowth of oak, T

i sage, buck ang service berry brwsh., _A

3.30 Draw, 90 ft. below sec, cor., drains SW.; ascend»SE.s;opé. ﬁ

4

a . 2 . .
! 1 - . . .




3440
40.00

42,91

16.75
50.25
57.00
3410

8. 70

v
32.31

A v .

Spur, 315 ft. above draw, projects S5.; north 25 1lks. fronm
. |

line is the S. point of a sandstone ledge about 50 ft.;
high bearing NE. and NW. Descend.

Gully,vdrains sw.

Foop 9f Fteep degcent and enter bottom of.canyon near
mouth,r}IS ft. below Fpur, bears N. and s.‘

The original $ sec. cor., which is a sandstone, 12x10xl
ins. above ground, firmly set, marked % on N. face,
and wi}pesseg by a spall, deeply embedded mound of
stone N. of cor.

Along§1de priginal cor.,

Set an iron post, % ft. long, 1 in. in dia., 16 ins. in
the ground on solid rock and 1l ins. in a mound of

3

stone for : sec., cor., with brass cap marked

529

Bl

$32
1925

Deposit a sandstone,’ 6x5x3 ins., marked with a cross (X) !
on one face at base of monument. ’

No bearing trees or other bearing objects available.

Thence ° ‘ ’ ' ‘ ¢

5.88°50'"w., with continuous measurement. .

Bottom of canyon ahd wash, 50 1lks. Wide, 15 ft. deen,
Hrains S3E.; astend abruptly E. slope.

Spur, 325 ft. above canyon, brojects SE.;  continue
asceht along broken S. slope.

Top  of ascent on S. slopey, 50 ft. above spur, bears N
and S.;'descend along S. slope.

Ravine, 90 ft. below top of ascent, drains S.; continue
along S. slope..

Descend W, slope 100 ft. to

A3

The cor. of secs. 29,30,%1 and 32. .

Land, rough mountainous; general S. exposure =and drainagq.

1S011;, brown lbam an8 rocky® of sandstone formation; 2nd. qnd

Lith. rates.

Timber, a few scattering scrub cedar and pinon.
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CEPENDENT RESURVEY OF THE SUBDIVISIOH*OE;‘J.‘V&

Undergrowth, oak, sage, scattering service berrynﬁﬁi -

. - PRETSNE

buck brush.

Fair grazing.

The cor. of secs. 30 and 31 on the west bouhdafy‘ofléhp
Tp. as established by Howard W. Miller, U.S;‘surve&bf,
in 191, 18 a sandstone, 18x15x12 ins., firmly set in
the ground, marked with’ 5 notches on N; and 1 notéh' |
on S. edge; from which '
Stump of an aspen, 10 ins.diam.,‘bears N.51%°E. |
55 1ks. distant; marks on tree destroyed.
An aspen, 8 ins.diam.,bears 5.58°E., 67 1lks.
"dist.,marked T 13S R8 E S 31 BT
iiark a new bearing tree as follows:
An aspen, 6 ins.diam.,bears N.2L°E., 210 lks.
dist.,marked T 13 SR8 E S 30B T
Thence
5.89°35'%., on true line bet. secs. 30 and 31.
Deécend over rough mountainous land through scattering
undergrowth.
.50 ™ash, 10 lkxs. wide, 8 ft. deep, drains SE.
1.2% Tash, 20 lks. wide, 8 ft. deep, in botppm.of Trgil Cenyon,
drains SE.; gfradually ascend.
8.50 Top of ascent on S. slope, 90 ft. aboye canyon, bears N.
and S.; descend SE. slope.
12.25 Lraw, 25 ft. below top of ascent, drains S.; ascend.
13,50 Spur, 40 ft. above draw, projects S.; descend.
15.50 Draw, €0 ft. below spur, drains S.; ascend SW. slope. .
23.50 3lope changes to nearly S. . . R
29.50 Top of sandstone ledge, 20 ft. high, bears N.75°W. and
S.75°E.

..

%0.65 Spur, 230 ft. above draw, projects S.; thence along near]

S. slope. .
33,00 ,Top of sandstone ledge, 20 ft. high, bears N.75°E. and

S.75°%W.; descend SE. slope.

i 40.4O Proportionate point.
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Set an iron post, 3 ft. long, 1 ir. in dia., 1L ins. ‘in

the ground on solid rock and 1€ ins. in a mond o

stone for i sec. cor., with brass cap marked
L, 530
3
3321
1925

Deposit a sandstone, £xlix2 ins.; marﬁed with a cross (%)
on oneface at base o f monument.

Cor. stands on SE. slope; continue descent.

h2;85 Top of sandstone ledge, 10 ft. hish, bears ;. cnd S.

18.00 | Base of steep descent end enter canvon Lottom, besrs Io.

and S.

19.50 |Wash, 50 1lks. w1de, 10 ft. deep, in bottom of canvoun,

LLO ft. below spur, drains S.; thence in c:.nvom.

7250 Leave canyon, beare e and 3.3 ascend.

1. 00 Thence along nearly S. slope ascending.

59.50 Spur, 200 ft. above canyon, projects 3.; descend 37.

slope 200 ft to - '

79.2lL {The cor. of secs. 29, BO 321 and 3%2.

Land, Pouph mountainous broken bV 1od‘ es; @nﬁcral S
exposure and S dralnane.

3011 brown loam and rockv of Eﬂqutone formation; Ené.
and lith. rates.

Timber, a few scrub cedar and Dinon on both sides of line.

' Undergrowth, oak, sage, service berrv and buck brush.

Fair grazinge.

v

N.0°L'E., on true line bet. secs. 29 and 3C.
Ascend abruptly S. slope broken by sandstone ledges over
rough mountainous land throuph oak and sasmebrush; a

few scattering scrub cedar and pinon on both sides of

[3 t

;
line.

4,20 |Ledge, 20 ft. high, bears NW. and SE.
0,10 ;Ledge, 30 ft. high, bears N¥W. and SE.
0.60 !Spur, 750 ft. above sec. cor., projects SE.; descend .

slope.

PO

.

&ﬁtﬂwwv GO e e
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_ DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 8.,R.8 B

| Chains. .
' 30,25 Ravine, 280 ft. below spur, drains E.; ascend E. slope

65 ft. to

- 40.7h% Proportionate point.

et an iron post, 3 ft. long, 1 in. in dia., 20 ins., in
the ground to solid rock and 10 ins. in & mound of stonsf

for 1 sec. cor., with brass cap marked

i

S$30 529 -
1925 "
from which
Sandstone ledge outcropping 10 ft. high, marked
X BO $30, bears 5.83°W., 48 lks. distant.
3andstone ledge outcropping 30 ft.high, marked
X BO 5 29, bears N.20°%., 119 1lks. distant.

L3.00 Spur, 50 ft. above * sec. cor., projects NE.; descend.

51.60 TEnter dense tirber and undefgrowth, bears E. and W,

£8.75 Ravine, 360 ft. below spur, drains SE.; leave dense
timber and undergrowth; ascend SE..slope. |

64.50 Spur, 90 ft. above ravine, projects S.70°E.; thence aioné
general E. slope. '

72.0C Top of ascent on E. siope, 125 ft. above spur; thence
gradually descend along E. slope.

81.1,9 The original cor. of secs. 19,20,29, and 30, which is a
sandstone, 18x12x10 ins., loosely set in the ground,
marked with 5 notches on E. edhe; no other marks dis-
cernable, and witnessed by a small} deeply embedded
mound of stone N of cor:s

Alongside original cor.,
Set an irbn post, 3 ft. long, 2 ins. in dia., 10 ins. in
the ground to solid rock and in a large mound of stone

for cor. of secs. 19,20,29 and 30, with brass cap

marked
T13S; R8E - : v
Sl9| S520 ) . .
530 S29 . . .
1925
i from which



.60
2.50

2.60
5.25
7.00
8.85
.20
8.80
0.60
7,20
52,140
5.4 60
8,30
9,00

v
10,09

An aspen, 5 ips.diam.,bears N.1L°E., L6 1ks.
dist.,marked T 13 SR8 E S 20 B T

. An aspen,.l ins.diam.,bears N.LOZ°W., LO 1ks.
dist.,marked BT

No other bearing trees or bearing objects available.

Land, rough mountainous; general SE. exposure.and drainag

Soil, brown loam and rocky.of sandstone formation; 2nd.

and, lth. rates. . . . |
Timber, scattering patches of dense aspen and spruce %
with very scattering scrub cedar and pinon on entire 1
mile. %
Undergrowth, oak, sage, service berry and buck brush. |

Fair grazing.

i |

Tréﬁithe reconstructed 6rigina1£cor. of secs., 20,21,28,
and 29. B

N.88°45'W., on true line bet. secs. 20 and 29.

Descend grassy NW. slope ovef mount.ainous land.

Enter spruce timber and undergrowth of oag and service
berry b}ush, bears N. and 8. -

Gully, LO ft. below éec. cof., drainé N%7.; thence aloﬁg
ﬁ. slope. . , ' ‘ ‘ )
Leave timber; bears ﬁ. and S. : o ‘

Low'spur, projécts NW. s déscend.
Enter heavy timber, bears N. and S.

Draw, 60 ft. below spur, drains N.; ascend E..slope.

Spur, 185.ft. abéve draw,‘projects NE.; descend NW.slépe.
Draw, 35 ft. beléw spur, drains N.; ascend NE. slope.' ;
Leave timber, béérs Ne. aﬁd S5. ! |
High spur, 360 ft. above draw, projects N.; descend.
Enter dense timber,.bears N. and S.

Draw, 325.ft. beiow spur,‘drains NW.} ascend.

Spur, 125 ft. above draw, prqjeéts No; deséend NWe. sldpe.

Draw, drains NE.; ascend.

The original % gec. dor.,(which is a sandétone, 8x6x6 1ins

[

T




DEPENDENT RESURVEY OF THE SBBDEVIBION oF

'l;l: ‘.

above ground, firmly set s marked 3 on NX. raee;'!rqm

which
A.dead spruce, 8 ins.diam.,bears 5.26°E., 15

- 1ks. dist.,marked % SBT

also witnessed by a small, deeply embedded mound of stondj

Ne. of cor. - : t

|
¢
|
i
)
1
1
\
1
|
i

Alongside original COYe,

Set an iron post, 3 ft. long, 1 in. in dia., 20 ins. in

for 1 sec. cor., with brass cap marked

|

| .
! | the ground on solid rock and 10 ins. in & mound of stone
“ . i

i

| L

i : 520
! ‘ 1

T 529

: 1925

from which .
A spruce, 10 ins.diam.,bears 5.66>°E., 29 1ks.

" dist.,marked 3 S 29 B T ' '

A spruce, 12 ins.diam.,bears N. 37°w., 18 1ks.

| - dist.,marked + S 20 BT

’ ‘Thence

i S 89°29 W., with continuous measurement .

11.00 Leave timber, bears ‘N. and 5. '

! Li2.20 ‘Spur, L5 ft. above draw, prOJects NE;; descend.

E L};.0C Enter dense timber, bears NE. and SW. - ‘

| AB 20 .Dram, LLO ft. below spur, drains NE.; "ascend E. slope.‘

L 17,00 :LeaVe timber, continue through dense oak brush, bears.
i N. and 3. '

50106 ILeave dense undergrowth, bears N. and s.

! 52.25 Top of high ridge and divide bet. Trail Canyon and Gordon
. I

t

Creek Canyon, bears NW. and SE 320 ft. above draw,

descend SW. slope.

1

|
)

67 35 .Coal proppecting hole on 11ne.

70.55 TEnter' dense undergrowth, bears‘N. and S.

79.00 Canyon, near head 430 £t. below ridge, drains SE.;.

ascend E. slope 100 ft. to

82.0h The cor. of secs. 19,20 29 and 30.

.

‘Land, rough mountainous, N. exposure and drainage on E.

I
|



3,10
3,60
3.00
0.10
2,70
14 60
4++90
1.90
3,70

7.1,0
2,80
1o 60
{00

)« 60

52.25 chs. and general S. eiposure and drainage ok, ¥
rem;inder of.mile.t . ' |
Soll, mountain loam éﬁd roéky of sandstone formation;
2nd. and Lth. rates,

Timber, dense spruce and aspen thickets.

Undergrowth, oak, sage, service berry and buck brush.

Good grazing.

The cor. of secs. 19 and 30 on the.west boundary of the
- Tp., established by Howard W. Miller, U, 3. surveyor in
191k, is a sandstone, 10x8x6 ins. above ground, firmly
set, marked with.l notches on N..and 2 notches on S.
edge, and witnessed by a mound of stone, 3 ft. base, 2
ft. high, E. of cor.

From cor.,

N.89°15'E., on true line bet. secs. 19 and 30.

ﬁlong grassy N. slope of mountain.

Spur, projeots NE.; -descend NE. slope.

Enter dense timber and undergrowth, bears NW. and SE. -
Draw, 115 ft. below spur, drains N.; ascend NW. slope.
Leave dense timber and undergrowth, bears N. and S.
Indications of'coal, bears NE. and 3%. -

Spur, 165 ft. above draw, projects N.; descend ®E. slope.

Enter dense timber and undergrowth, bears N. and S.

‘Draw, 290 ft. below spur, drains NE.; ascend .N%. slope.

'

ppur, 15 ft. above draw, projects N.; Jjunction of draws

. draining N. from the SE. and SW., bears N. about l chs.
distant. Descend NE. slope.

Draw, 100 ft. below spur, drains N.; ascend NW. slope.

Bmall seep, drains. N. . e . . .

Leave timber and undergrowth, bears N. and S.

Enter top of ridge divide bet. Gordon Creek Canyon and

canyons to the south, 350 ft. above draw, bears SW.

and E. Thence along tep of divigde.

feave divide, bears N.60°E. and W.




et . et e A e 5 1

YA
79.57

poruomu point.
Set an iron post, 3 M. lom. 1 tn. in au.. :‘ e,
vhe mround for 1 seo. GOF., ‘with bress oap m

; 89
230
1929 .

Reise & mound of stone, ? Cfl.baas, 1} re.bigh, Neof oo
o sultable bearing Lreass or other bearing objeets are

avnilable,

trom 3 Bec. 00F., & a=sl) epriws of 2004 water, losated
on ¥%. tl3pn nenr Ltop of ridse divise, bears S.Ak9°W.,
aprroximately 10 2ns. Atutant.

capaand over ¥, and 3V, slopes,

tntar dense Linber and undercrowih, bears X%, and §¥,

farve Limtar and unlersrowth, bedrs Xv, and $¥.; Lheanoe
syar conapy niope,

rem, 150 fl. selow tivile, heads about b ehs. K. and
Apnting S.; sagend 3%, alope,

ndtcet'ong 0! 0uh, Dears lde and 3.

Spur, léc L. adbove draw, projects 8.0V 4.} descend .
Abraptly over ¥, slape.

wnter denae timber and scatiering undieprgrowth, bedrs .
He and 3. .

Lanve enses undiergroeth, beare . sl 8. .

e car. of 8838. 19,20,79 and 30, SO0 V. DRlow Spure

Land, rough =maantalinousi XN. and 8. exposure and MIII.:
from rides divide at 37.4L0 chs. : .

3011, mountsin loam and roecky of sandstone formtion}
?nd. and Lth, reates.

Timber, dense natches of apruce and aspen. . .

Undergrowth, oak, sage, service berry and buok brush.

food arazing. . e

/Ne1°12'W., on true line bet. secs. 19 amd 20. -

Gnduully ascend along B. slope over MMM

land through dsnse timber and MW- vmm,}, fm




19.85
21.75
3L,.25
35.25
35,85

+0.00

1.00
L. 75
17140

12450

"
9,533

Alongside original cor.,

Shallow draw, 25 ft. deep, drains E.;. continue along E.

slope.

|
Draw, drains S.30°E. }
Leave aspen timber, bears NW. and SRE. i
Leave dense undergrowth, bears NW. and S&E. |
Head of draw, drains 3.30°E. :
Top of higﬁ ridge and divide bet. Gordon Creek Canyon \
and canyons to the south, BSO'ft. above sec. cor., |
bears'SE., W. about 5 chs. thence 5W.; descend N. slopé
75 ft. to ;
The original + sec.'cor., which is a candstone, 6x10x12
ins. above ground, firmiy set, marked * on W. face,
and witnessed by a émall mound of stone W. of cor.

*

Set an iron poét, 3 ft. long, 1 in. in dia., 27 ins. in

the groﬁnd for 1 sec. cor., with brass cap marked

L[]

519 | s20
1925 " ;
from which ' -
An aspen, 7 ins.diam.,bears ii.75°E., 137 lks.
dist.,marked £ S 20 BT

An aspen, 7 ins.diam.,bears N.[,03°w., 121 1ks. i
dist.,marked £ S 19 B T

Thenéé , ’ '
N.2°7'E., with contlnuous measurement.

Continue descent 6vef bréken N. and NW. slopes.

Enter aspen timber, bears NE. and SW.

Indications of coal extend NE. and SW.

Draw, 100 ft. below 1 sec. cor., heads about 2 chs. SE.
and drains NW.; gradually ascend along W. slope.

épuf, préjects ﬁW.; descend abruptly N. slope through

scattéring pétches of dense timber. [

. . |

Set an iron post, 3 ft. long, 1 in. in dia., 1L ins. in %
|

|

the ground on solid rock and 16 ins. in a large mound




79.07

of stone for north sixteenth-section cor. bet. secs.’

19 and 20, with brass cap marked - “,/
1 .
N 16
s19 | s20 '
1925
f rom‘which

An aspen, 5 ins.diam.,bears>s.73°w., L2 1ks.4

disi.,marked N 1/16 S19 B T '

No other bearing trees available. [

Cor. stands onn steep NW. glops in é. edge of dense aspen
thicket, 225 ft. below spur.

Continuo abrupt dnsccnt. ' -

Indioatlona of ﬂoal on line,

Snur, nrojects H.30°%.; descend abruptly grassy N. slope.

Fnter ﬂense timber and undergrowtn, bears E. and V.

Jordon Cr=ek, 10 lfs. wide, 2 ins. deep, good water, in
bottom of 5. edge of Gordon Creek Canyon, L25 ft. beloﬁ
spur, course M.; leave timber, thence across bdttom !
of canyon.

National Coal . Railroad, (now under conshtruction) in
north odge of boftom of Gordon Creek Canvon, bears NE.
and S7.; ascend abruptly 300 ft. over S, slope broken
by ledges and through dense undergrowth to

Proportionéte poinf; ' A

Set an iron post, 3 ft. 1ong,:2 ins. in dia.,, 18 ins. in
the nround on solid rock and 12 ins, in a mound of
ston° for cor. of secs. 17,18,19 and 20 with brass

cap marmed v

T13S , R8E
518 | 517
519 ' 820

1925

Raise a mound of stone, 2 ft. base, 1% ft. high W.of cor.
Land, ouoh mountuinous, general N. and 5. exposure and
drainage from high ridge at 35.85 chs.

-

Soil, mountain loam and rocky of\sandstone formatién;




5 .00
7.80

0
.

\O
-3

.30
5.80

(&)
(g

3. 70

2nd. and Lith. rates,

Timber, dense aspeh thitckets and scattering patches of

spruce.,

Undergrowth, oak, sage, service berry and buck brush.

Good grazing.

From the reconstructed oricinal cor. of secs. 16,17,20

l
I
|

and 21.

%N.89°13'W., om true 1line bet, secs, 17 and 20.

lAscend E. slops over roush mountninons lond throush oak,

sage, service berry brush =nd ~razs.
Enter dense oall brush, beors 1. and S.
'Hifgh spur, 2?55 ft, abové ser, cor., projects 3.; lenve

oar brush and be~i- descent over 7, clone,

“ ! . -~ s - .
Entry of <onswner . .utual llo. & Line, becrs j1.70°%5'",

fnter s-ruce timber, bé r: I, and 3.

)Iraw, 210 ft. below spur, drains 37.; descend alons S.
Lraw, F26 £t. bLelow Znar, Areins 37.; =radunlly ascend
2lonue ~rnerel 3. slope 1o ving timber and entering

dense oak brush.

3pur, wrojects 3.; le=ve 22k htrush, verrs . and 3.3
descend cbruntly.

Hational Coal . Rallroad, (now under construction) at
base of east side of Gordon Creelk Canvon, bears 1'7.
and SE.; thence across canyon.

1Wash,_50 lks. wide, )i ft. deep, from draw to the WE.,
drains 3.

iThe original ¥ ssc. cor., which is a sandstone, 16x8x8

' ins. above ground, firmly set, marked I on N. face and

; 'witnessed by a few deeply embedded stones around cor,
| .

plongslde oripinal cor.,
ESet an iron post, 3 ft. long, 1 in. in dia., 28 ins. in

!
t
' the ground for } sec. cor., with brass cap marked
:

517

520
1925

ﬂ‘pFE?NQENT RESURVEY OF THE SUBDIVISION OF T.13 3.,R.8 E.




«i®

L?.;O

f2.R0

£C.F9

£8.00

72,80 Leave timber, bears NE. and SW.

* Chains

DRPENDENT RESERVEY OF THE SUSDIVESION OF ¥.15;

from which . . e
A spruce, 12 ins.dfsm.,bears S.83°., sh2 1w
dist.,marked $ S 20 B T , A
A spruce, 20_1ns.§1am.,?ears(N.Bl%‘l.. 505 1ks.
dist.,marked 3 S 17 B T ’
from ! sec. cor., the point of a spur around which the
National Coal Railroad is being constructed to
the Consumer's Mutual Coal Mine, bears.N.53§°H., 8.00
chs. distant,
Thence
5.88°38'7,, with continuous measurement.
cenyon road, bears N. and SE.
Gordon Creek, 6 1xs. wide, 3 ins. déep, good water, in
wash, 1 ch. wide, 20 ft. deep, course SE.; enter dense
timber and undergrowth and ascend abruptly gyer E.slopd

Top of steep ascant 200 ft. above creek, bears N. and S.}

thence along broken N._slope throuéh dense'aspen ti@ber
Lraw, 60 ft. deep, dralns N. . |
32t an iron post, 3 ft.'}ong, 1 in. %n dia., 27 ins. %n
the ground for wast sixteenthfsection cor. bet. secs..

17 and 20, with brass cap marked

iV

l 817
w It
s20
1925 -
from which ‘ .

A spruce, 12 ins.diam.,bears 8.4,93°e., 3k 1lks.
dist.,marked W 1/16 S 20 B T
A spruce, 6 ins.diam.;bears N.61°W.; 19 1lks."
dist., marked ¥ 1/16 S 17T B T
Cor. stands on steep N. slope In dense spruce timber;’

the junction of Bryner and Gordon Creek Cdnyons bears

northwesterly about 7 chs. distant; houses extend
northwast up Bryner Canyon. o

Leave heavy timber and begin abrupt descent int -camyon,
bears }i. and 8. - o




76+25

80.81

.15
7.85

11.20
13.00
;.50

_ DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 S.,R.8 T

Gordon Creek, 6 lks. wide, L ins. deep, in wash, 35 lks.
wide, 10 ft. deep, in bottom of canyon, 150 ft. below ‘
west 1/16 sec. cor., course NE.; thence across bottom
Qf dordon Creek Canyon.

National Coal " Railroad, (now under construction)

" bears NE. and SW.; leave canyon and ascend abruptly
over SE. sldpe 325 ft. to

The cor. of secs. 17,18,19 and 20.

Land, rough mduntaindus with éteep, general SW., N. and
.SE. slopes into Gordon Creek Caﬁyon which drains SE.

Soil, modntain loam and rocky of sandstone formation;

2nd. and lth. rates. 5

Timbéﬁ, aspenvand spruce;.densenin the west half mile.

Undergrowth, oak, sage, service berry and buck brush.

Good grazing.

From the'cor. of secs. 18 and 19 on the west boundary of
the Tp. established by Howard . Miller, U. S. surveyoh
in 191, which 1s a sandstone, 10x8x8 ins. above ground,
firmly set, marked with 3 notches on R. and 3 notches | :
on S. edge; from which ‘ : %

An aspen, 6 ins.diam.,bears N.L2°E., 29 1lks. | h
dist.,marked T 13 SR8 2 3518 B T é 3

An aspen, 6 ins.diam.,bears $.39:°E., 19 1lks. § Iy
dist.,marked T 13 SR8 E S 19 BT

N.88°33'R., on true line bet. secs. 18 and 19.

Descend 3E. slope over rouzgh mountainous land through

dense undergrowth of oak, service berry and buck brush.

Wire fence, bears N. and S.
nyner Canyon, 190 ft. below sec. cor., drains NE.; 1eavé
dense undergrowth and enter dense young spruce timber,j '
bears NE. and 5W.; ascend NW. slope. |
Leave spruce and enter aspen timber, bears N. and S.

Top of ascent, thence along N. slope.

Draw, drains N.; gradually ascend.




16.00 | Leave aspen timber, bsurs H. and 8.
?.18.15 Spur, 35 ft. above draw, projects N. and ‘rean

i t

timber, bears N. and S., descend NE. alope
23,20 %Draw, 35 ft. below spur, drains N., esqu4tzw.

214,00 . 'Leave aspen timber, bears N. and 8¢ .

G

25,65 - Low spur, projects N.; thence over grassy alope,
28.25 Enter aspen timber, bears Na- and S.
31.15 Gully, drains N., ascend NW. slope 100 ft. to é sec. cor'

L 3 -

BA.OO ' Leave aspen timber, bears N. and 5.
39.99 The original % sec. cor., which is a sandstone, 20xlhx6

ins., loosely set in a mound of stone, marked } on N.
face; no accessories to cor. ) ‘
;Set an iron post, 3 ft. locg, 1 ic.vin dia;;:lq ins. in
| the‘ground to solid rock and 20 ins. 1n.; moohd'of‘ j

stone and stand original cor. monument alongside, for

1 sec. cor., with brass cap marked .
S18
i =
[
1 519
: 1925 : .
' from which

- An aspen, 7 ins.diam.,bears N.T72°E., 159 1lks.
dist.,marked + S 18 B T
An aspeny, 6 ins.diam.,bears S.6331°w., ;83 1ks.
dist.,marked 2 S 19 BT |
~Themnce . .- . ¢
35.88°34£E., with continuous measurement.
fContinue gradual ascent along NW. 51ope.'
L7.15 ?Top of high ridge spur and divide bet. Bryner and Gordon
% Creek Canyons, bears NE. and SW.; deseend general SE,.
; ' slope through dense undergrowth of osk, sage, service
| ) berry amd buck brush. - IR : '*hf
48.65 §Enter aspen timber, bears NE. and SW. ”
53,40 | Leave asperr timber, bears N. and S. -
57.8% | The N. point of an aspen thicket, bears SE. &and Slv
66.90 !Draw, 560 ft-. below ridge, drains SEa; ‘agcend . ':"WWQ

70.80 QSpur, 45 ft. above draw, projects OB,y dabcond'hﬁmmu?lh&




0.90

5.50

6.50

8.85

9.10

.. DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13

and SE. slopes 65.ft. tq

The cor. of secs. 17,18,19, and 20. '
Land, rough mountainous; general N. and -S. exposure
from high ridge apd general E, drainage.
5011, mountain loam and rocky -of sandstone formationj
2nd. and Lth. rates.
Timber, aspen and spruce.
Undergrowth, oak, sage, service berry and buck brush.

Good grazing.

N.2°28'W., on true line bet. secs. 17 and 18.
Ascend abruptly S. slope over rough mountainous land
through oak, sage, service berry and buck brush.
Poin} of rldge’ spur and divide bet. Bryner and Gordon
. Creek Canyon, 300 ft. above sec. cor., bears E. and
W.; enter dense aspen timber and begin abrupt.descent
over N. slope. - . "
Creek,- 3 1ks, wide, 3 ins. de~p, good water, in bottom
of Bryner Canyon, L0 ft. below spur, course E. about

5 chs. thence SE.; ascend abruptly over S.. slope. : |

Leave timber. and reenter dense undergrowth, bears E. and

W.

Ridge spur and divide bet. Bryner Canyon and fork of .

S e

Gordon Creek Canyon, ;50. ft. above Bryner Canvon,

bears NW. and SE.

FETCT RS

The original % sec. cor., which is a sandstone, 9x11x6

o

ins. above ground, firmly set, marked % on ¥. face

and witnessed by a mound of stone 3 ft. base, 2 ft.

high, E. of cor.

Alongside original cor., . j

Set an iron post, 3 ft. long, 1 In. in dia., 10 ins. in E js
the ground on solid rock and 20.1ins. in a large mound of - i

stone for % sec. cor., with brass. cap marked

=

2
4
..818 | s17
1925 .




. pEPENDENT RESWRVEY OF THE sweTvistow Wiy .

-

Chains R
Raise a mound of stone, 2.ft.base, li:f‘Ghiﬂhﬁﬂ ;

Thence . C e . o T

N.0°31'E., with continuous measurement. . - -

Cescend NE. slope through deqse undergrowth.-
39,15 cld road, bears NW. and SE. .
14L.8C Cld road, bears NW. and SE.

1.c,].7 Enter aspen timber, bears NW. and SE.
7,00 Road, from Beaver C-nyon to Price and Helper, Utah,
bears N7. and SE.
€7,A0 Stream, L 1lxs. wide, 2 ins. deep, good water, in bottom
of fork of Gordon Creek Canyon, 300 ft. below % sec.
cor., course SE.; the water in this stream is carried
over the divide from Beaver Canyon in a ditch and
emntied into Gordon Creek Canyon., Ascend along general
%, slope through very dense maple undergrowth,
59.8. i1la post Ko. 19, on o0ld county road from Price to
3cofield, Utah, bears W. about 50 lks., distant.
f2,'.C Lraw, drains S%.; ascend abruptly S.. slope.

fe b

“

Leave aspen timber and maple undergrowth, bears NE. amxd
Sw.

AR,1% Entaer aspen timbsr, bears NE. and SW.

f9,a¢ leave asnen timber, bears NE. and SW.

7¢ .99 Proportionate noint.

Se% an iron post, 3 ft. long, 2 ins, in dia., 27 ins. in

the ground for cor. of secs. 7,8,17,.and 18, with

T138, R6R
sz' 88
318 817

1925 .

Raise a mound of stone, 2.ft.base, 1} ft.high, W.of cor.

brass cap marked

Cor. stands on.steep. 5. slope in dense sage and uoaitcrn
ing oak brush, 575 ft. above Gordon Creeék Canyon.
From sec. cor.,sowse at Gibson Mining Camp, bourl §-25;
15'2.; Portal of Consumer's lntup'l.%sznl Mine on‘:vi’. ot
of Gordon Creek Canyon, bdears 8.27’17’3.; portal of .




.50
8.60

2.75
9.00

7.90
2,00
11 . 60

0,00

11.02

’

Land, rough mountainous; general SE. exposure and drain-

éée.

S0il, mountain loéh and focky of sandstone formation;
2nd. and‘hth. rates.

Timber, dénse asnen thickets.

Undergrowth, oak, sage, service‘berry, ﬁéple and buck
brush. ‘ ’

Good grazinﬁ.

iFrom the réconstructed original cor. of secs. 8,9,16,
f. and 17.'

'N.89°08'7., on true line bet. secs. 8 and 17.
g:»’J‘lr‘adux:xllv ascend over mountninous land ﬁhrough aspen
‘ timﬁer and'sazebrush underorowth,

jOld road, bears HE. and S".

;Ridge and dividé bet. drainege iﬁto.BGaver Canyon and
; drainage into Gbrdon Creek bnn&on, 50 €£. above sec.
cor., bears ., and 3%.; ridge - ;cends abrﬁptly to
| high noint to the W. Leave aépen tiﬁber, besrs N,

i and SE. and descend abruptly 57. slope.

|Enter dense oak brush, bears N. and 3.

iBottom of draw, 255 ft. below riage, herds about 10 chs.
| N. and drains S.; ascend SE. slope.

'Ledge, 30 ft. high, bears NY. and SE.
|

.Draw, heads about 6 chs. N. and drains 5., 180 ft. below

spﬁr; ascend,
Spur, 125 fﬁ. above draw; projects S.; déscend.
Proportiénate point. ' '
Set an iron post, 3 ft. long, 1 in. in dia:, Ly ins. in

thé groﬁnd on soiid roék and 30 ins. in a large mound

of stone, on the west side aﬁé against a small ledge

outcropping 3 ft. high, for } sec. cor., with brass

old Gibson Coal Mine, on E. side of Gordon Creek Canyd

No.2
and about east of portal of Consumer's Mutual Mine,

bears S.31°15'=®,

i

& . , .

Ispur, 200 ft. above draw, projects S.; descend abruptly.
}

n




Thains
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csp marked "
s8

817
1925

“nlse 8 eound‘of stona, 2 ft.base, 12 ft.high, R.of cor.

3

L~gzent abruptly over ¥, slope.

& rww, 170 ft. below spur, drains S¥.; thence along 8.

glore entanins very dense undergrowth. Aspen timber

.

Af 1lne,

-
o
%]
.

“rslects 3.3 doscend.

24 ft. nelos point, drains S. and heads about
"7 ~nii. e ot onlzh ridce diivide; dense aspen timber

tn Yattam af canvon. S82end abruptly.

o 3 ar, Y. Sh, above conron, orojects S.; descend,
T teecran, CF 7%, helow spar, drains 3.30°E:; a small seep
o ine. rend anrurtly Be slopa. ‘ -
LT e, N7 re, nYove zunvon, bears N, and 3. and comes
S My tie ey, Benver and Jordon Creek Canvons,
At c %t v hnl. wej tnonee along 3. slope to .
. The aar. 0f senLe 0,17 nnd‘ls. .

Lo, Pach moantt'nous; . expoasurs and drainage on B,

7 m5. ani 5. axposure and drainage on remainder ofj

31, myntoin loem epnd rocky of sendstone formetion; 2nd.

a ! c
" L¥e Puleg,

Jimber, sontilering asnen thickets, i

Meoleporowtn, on't, anze, sarvice berry and buck brush.

.

—

The artolas) fon, of s«cs; 7 and 18 on the 7. bdy. ot'
ne fty & sundstone, 12x17x6 ins. above ground,

flr=-1% 8-%, marssd with 2 notches 6n N. and L notch;l
o 3. elge; Trom wnich ‘ ’

An aspen, B ins.diam., bears K.31°E., L7 1ks.
Altst.,»srxed T13 SRBES 7B T

The bearinz tree in sec. 18 has been destroyed,

.




s

oD LENDENT RESURVEY OF THFE SUBDIVISION OF T.13 S.,R.8 E.

I mark a new tree as follows:
An aspen, 8 ins.diam.,bears 3.69°%., 191 1ks. {
dist.,marked T 13 SR8 E S 18 B T |
Thence . .-
S.87°53'E., on true line bet..secs. 7 and 18.

Descend over mountainous land through scattering aspen

timber and undergrowth.

.05 |Wire fence, bears N. and S. 1.50 chs. to fence corner

from which fences bear 1i.60°R. and SW. ! ;f
L.9é *Wire fence, bears N.€0°E, and $.60°7.
8.25 EStream, 2 lks, wide, 2 ins. de p, rood water, 100 ft.
{ below sec. cor., course 3.20°%m.; 1lezve timber, berrs
i i
é He and 3.3 thence ncross bottom of Deaver Canvon ’
i . :
[ throurh serebriush undercrowth. '
1045 (01d ccounty road from Price to 3cofleld, Utah, berrs IE.
and 37. :
17,28 Small aroup of spruce timber berrs 1. and 57. ; iu
17.65 ELQaVP timber and fnter willcwy underyyowth, beors 1R, v
| and 37. : . , ; |
19.,8& RBenver Creek, & 1lvs. wlie, { ins., denp, flows throusgh j L
swamp lend, course IR, %
3,00 fLeave neaver Convon and wlilow underhfowth and enter: H
asnen and srruce timber, bears M. and 37.; ascend %
2l .20 :L*tch, 2 ft. wide, 3 ft. deep, course N®, j E{
37 o GC iTop of ascent 60 ft. above creek; gradunlly descend. ? 3@
. i
37,07 ;The ortoinal J seec, cor., which 1s an aspen tree, 6 Ins. @;
| in diameter, marked .S on . face and blazed on E.,and; 5
W. faceg; from which i &
] An ‘asnen, 5 ins.diam.,bears N.1L5:°E., 7 lus. 1 ?
i i
dist., marked L S B T | T
An asven, 5 ins.diam.,bears S.5°%., 19 lks. . ! h!
dist., marked 1 SB T . “

Alongside base of original cor., .. ) ) f

Set an iron post, 3 ft. long, 1 in. in dia., 28 ins. in

the ground for % sec. cor., with brass cap marked

“t




li2.15
.80
Lz.lo

!
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Lh,oo
Lh.10
L5.25

i5.50
51.00

57.00
€L.00

" 1he

DEPSNDENT RESURVEY OF THE.SUBDIVISION OF T.13 5.,R.8 B.

57

518 - .
1925 , 4

M

from which
A spruce, 6 ins.diam.,bears N.82°E., 21 1ks.
.dist.,marked # S TB T ..
A spruce, 6 ins.diam.,bears 5.6L3°E., 29 Rks.
dist.,marked 2 S 18 B T
liote: The original bearing trees are.scribed on the.bark
of the -trees and the new trees, therefore, were tgken
to more fully perpetuate the cor. .

Thence

N}89°53'E., with continuous measurement.

Same ditch, course SH.

Leave timber, bears N. and 5.

Draw, 125 -ft. helow % sec. cor., drains N.; ascend NW.
sloype.

01d county -road from Price to 3cofield, Utah, bears N.
and S.

Tnter aspen thicket, bears N. and 5.

Leave aspen thicket, bears N. and 5.; ascend over grassy
slone.

Same ditch, course NE.

Top of ascent, 17% ft. above draw; thence along nearly
N. -slope.

Top of »idge and divide bet. Beavér Canyon.and Gordon
Creek Canyon, bears N.80°E. and 5.80°W.; descend along
S. 2nd SE. slopes.

From this point house at Gibson Coal Minhg Camp, bears
Sl °R.; portal of o0ld Gibson Coal Mine on E. side of
Gordon Greek Canyon, bears S.Lj1°15'm.

“nter aspen timber, bears NE. and 3%.

Head of fork of Gaordon Greek Canyon, 150 ft. below
divide, drains S.; in the bottom of canyon is a stream,
3 1lks. wide, 3 .ins. deep, the water being brought from
Beaver Creek In a ditch .which .crosses the divide bet.

Beaver and Gordon .Creek .Canyons in a cut about 3 chs.

long, the S. end of which bears N. about 2 chs. distang. :



73,00 .

15415

5.00

6.00
6.70

8.10,
8.20

9.40
1.40
500
8.00

Ascend,

Leave aspen timber, bears NW. and SE.

Snter oak brush, bears NE. and SW.

Low spur, 50 ft. above head of canyon, projects S.;
descend 50 ft. to

The cor. of secs. 7,8,17 and 18.

Land, mountainous; general N. and S. exposure and drain-
age into Beaver and Gordon Creek Canyons which drain
NE. and SE. respectively.

Soll, mountain loam and rocky of sandstone formation;
2nd. and Lth. rates.

Timber, dense aspen and spruce.

Undergrowth, oak, sage, service berry and grass.

Good grazing.

v

N.0°53'"., on true line bet. secs. 7 and 8.

Ascend abruptly 5. slope over rourh monntainous land
through dense sare and scnttering oak brush,.

|Ridge and divide bet, Beaver and Gordon Creek Canvons,

150 ft. above sec. cor., bears E. and T.; descend K.

slope.

Enter dense aspen and scattering pine timber, bears &,

and V.

Enter hottom of Beaver Canyon and leave timber, bears
N.BO°E. and 5.80°W.; thence across canyon.

Beaver Creek, 3 1lks. wide, 2 ins. deep, good water, in
canyon 250 ft. below ridge, course N.80°E.

Road, bears N.70°E. and 5.70°W. '

Leave canyon and enter dense aspen timber, bears N.70°E.
and S.70°W.; ascend.

Fence, bears N.80°E. and S.80°W.

Point of gpur, projects SE.; thence along E. slope.

Draw, drains SE.; ascend gbruptly S. slope.

kpur. 1,00 f£t. above eapyon, projects SE.; thence along

gentle E. slope.

e

3 3.,R.8 E.

e e b




DEPENDENT RESURVEY OF THE sm:v:smi o :

Chains

39.00 Enter aspen timber, bears NW. and SE. '

39,90 The original % sec. -cor., which 18 a sandBtofie; - 12XK1PxB"
ins., lying on the ground, marked % on one tace;

deeply embedded stones around ‘cor. * _1’

Reset stone, 8 ins. in the ground, marked % on W. Pace

and alongside, - T - f*5 5

Set an iron post, 3 ‘ft. long, 1 in. in dia., 18 ins. in

the ground on solid rock and 12 ins. in a mound of

stone for I sec. cor., with brass ‘cap marked

*

1
z t

37 38
1925 ¢
* from which
An aspen, 6 ins.diam.,bears 5.36%°E., 42 1lks.
dist.,marked £ S8BT
An aspen, 6 1ins.diam.,bears N.241°W., 22 1lks.
dist.,marked =+ S TB T
Thence _
N.2° }8'®., with continuous measurement .
Continue along general ¥, slope.
18.CO0 Ridge, bears E. and W.; enter spruce with the aspen
timber ana begin steep descent over N. slope.
£0.00 Leave spruce and cohtinue through large aspen timber,
bears E. and W, .
60.25 Stream, 1 1lk. wide, 1 in. deep,.good water, in bottom
of Sand Gulch, 360 ft. below ridge, course E.; ascend.
f1.25 Drag road, bears E, and W. '
€8.00 Enter dense, tall undergrowth with timber, bears E. and’
w., - _ o
76.00 Top of steep ascent and leave dense timber and undergrowt
L€5 ft. above gulch, bears NE. and SW. « .
80.56° The original cor. of secs. 5,6,7, and 8, which is nff-f“'
‘sandstone, 16x8x8 ins., lying on the‘q ground, marked: |

with 5 notches on one and 5 noﬁches‘bn'cdpn,yiggé;y;b

edge, and witnessed by a few scattered stones iroﬁjai

[+]e) oY



g

1.15
T.00

0.00

Reset cor. monument 12 ins. in the ground, marked with 5

notches on E. and 5 notches on 3. edge and aléngsidé

of which,

Set an iron post 3 ft. long, 2 ins. in dia., 26 ins. in

the ground for cor. of secs. 5, 6 7, and 8 with brass

flss RB8®E
sé‘ 55 .
.57 1s8.

1925

cap marked

frém which '
An aspen, 6 1ns.diam.,5ears N.69°m., 22 1lks.
dist.,merked T 13 SR8 E S 55 T
Aﬁ aspen, 6 1ﬁs.diam.,bears's.65{°ﬁ., 20 1us.
dist.,marked T 13 SRBESS8BT

An aspen, € ins.diam.,bears 3.1487°7,, 22 s,

| dist;,marked T l% SREF ST ﬁ T

% No other bearing‘trees available.

!

fDenosit 2 broken brown glass auart bottle at base of
i monuﬁent; aléo, |

4

Ralse a mound of stone, & ft.base, 1-
i

H
|

and generesl N%. exposure and crainage on remainder of
E mile,

%Soil, mountain loam streaked with rock of sandstone

; formetion; 2nd. and Lth. rates.

ETimber, dense aspen and scattering spruce.
Undergrowth, sage,.oak, service, berry and buck brush.

Good grazing.

From the reconstructed original cor. of secs. l,5,8, and
N.89°5é'W», on true line bet. secs. 5 and 8.

Descend grassy W. slope over mountainous lard.

Fence line, bears about N. and S.

®nter aspen and scattering. spruce timber, bears NE. and

SW.; descend-NW. slope.

Slope changes to nearly W,

iLand, mountainous; S. exposure and drainage on S. 5 chs.,

ft.high, 7.0f cor.

1
i
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"DEPENDENT RESURVEY OF THE SUBDIVISION OF T.13 8.,R.8 ;._;

Fbains‘
17.40 E. edge of bottom of Beaver Canyon and leave timber, 400

ft. below sec. cor., bears N. and S.; thence across
canyon through dense sagebrush.
19.é0 Fencé; bears . and é.;'anéther fence bears E. from this
onefabout ﬁ.%o’ché. 5.
20,10 Beaver Creek, 6 lks. wide, 3 ins. deep, good water,
course N.10°E.
21.00 01d road, bears M. and S.
22,00 Leave canyon and enter dense timber, bears N. and s.}
ascend abruptly.
33.,0 Leave timher, bears 7. and SF.
25,50 3pur, ;00 ft. above canyon, pPOJeCtS 3.80°E.; thence .
along Se slone. —
11.7C The original * sec. cor., which is a sandstone, 5%X9%5
ins. sbove ground; firﬁly set; markea X on N. face;
no accessories to cor. a ‘
Alonmsi&e original cor.,
Set an iron post, 3 ft. long, 1 in. in dia., 18 ins. in
the grcund to solid rock and 12 ins. in a mound of

stone for ' sec. cor., with brass cap marked

55

1§§5

Wl

from which
.n aspen, I ins.diam.,bears $.65%+%7., 205 1lks.
dist.,marked £ S 8 BT
.n aspen, L ins. diam.,bears N.82%i., 92 1lks.
dist.,murked 2 5 5 B T
Cor. stands on 3. slope in scattering oak and sagebrush.
. Thence
N.89”O7{u., with continuous measurement, ' .
4h.C0  Enter aspen timber and dense undergrowth, bears Nw; and-
32, . . .

S0.U0 Leave timber, bears NE. and S¥. and begin ascent over

32. slope. . .




51400 |Leave dense undergrowth and reenter dense timber bent

to :slope of ridge which is caused by deep snow. ; '
§2.95 |Rocky point, 300 ft. above. i sec. cor., projects S.;
descend along 5. slope near top of ridge.
78.00 |Head of draw, 5C ft. below ridge, drains $.; gradu=lly
ascend to
30,71, [The. cor. of secs., 5,6,7 and 8.
Cor. stands on 3%. slope near top or ridge and in u.
edge of a small aspen grove.
Land, mountainous; general S. and .. exposure and generai
NE. drainage. |
5011, mountain loam and rocky oi sandstone formation;
ond. and Lith. rates.
Timber, aspen and a few scattering spruce.
Uhdérgrowﬁh, sage;'ouk,‘servicé berry brush and grasc.
Good grazing.

rrom the cor. of secs. & and 7 on the west Bdy. oif the Tp.
estsblished by Howard W. niller, U. . surveyor in 191,
which 1s & sandstone, 10x8x8 ins., above ground, rirmly

|

set, marked with 1 notch on W. and % notches on s.edge;

v
)

from which
»n aspen, 10 ins.diam.,bears H.55]%%., 47 lks. ! ”
i i

dist.,merked T 13 SR8 8 5 6BT

an aspen, 8 ins.dizm.,bears S.2L°5., 2l 1ks.

dist.,marked T 13 3 R 8 % » 7B ¥

Thence

5.85"24'2., on true line bet. secs. 6 and 7. :
. |
Over rough mountainous land through aspen and pine timber

and scattering undergrowth. ' ’ ; i
. ’ { \lv
2,00 |Bottom of canyon and small stream, 1 lk. wide, 1 in. deeg, ;

: . i
course NE.; ascend Nu. Slope. ;
|

10,50 |Leave pine timber, bears N. and 3.3 ascend more graduullﬂ.

. e ¢ l
21.50 |Leave aspen timber, bears Ne30%i. and 3.30°E. !

|

30,00 |Wide ridge, 100 ft. above canyon, bears NE. and S4.
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. - DEPENDENT RESURVEY OF THE SeEDIVESEN

Chains |
35,00 Zz. brink of ridge, bears KE. and SW.; gradusy’
along 5. slope through scsttering aspen tinburu

34,85 The originel } sec. ocor., which is a ‘sandstone; V.
ins., lying on the ground, merked 4 on one face and
witressed by sm old deeply ‘embedded mound of stone N,
of cor. '
Reset original cor. monument 10 4ns. in bhelgrbund,f{-‘“t
msrzed 3 on N. face, alongside of which, -

set an iron post, ¥ ft. long, 1 in. in dia., 26 ins. in

the ground for % sec. cor., with brass cap marked

56
Y ¥
ST :
1925
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